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–
UE-MRDC-Capability
The IE UE-MRDC-Capability is used to convey the UE Radio Access Capability Parameters for MR-DC, see TS 38.306 [yy].

UE-MRDC-Capability information element

-- ASN1START

-- TAG-UE-MRDC-CAPABILITY-START

UE-MRDC-Capability ::=
SEQUENCE {


measParametersMRDC




MeasParametersMRDC




OPTIONAL,


rf-ParametersMRDC




RF-ParametersMRDC,


generalParametersMRDC



GeneralParametersMRDC-XDD-Diff

OPTIONAL,

fdd-Add-UE-MRDC-Capabilities

UE-MRDC-CapabilityAddXDD-Mode

OPTIONAL,


tdd-Add-UE-MRDC-Capabilities

UE-MRDC-CapabilityAddXDD-Mode

OPTIONAL,


fr1-Add-UE-MRDC-Capabilities

UE-MRDC-CapabilityAddFRX-Mode

OPTIONAL,


fr2-Add-UE-MRDC-Capabilities

UE-MRDC-CapabilityAddFRX-Mode

OPTIONAL,

featureSetCombinations



SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination


OPTIONAL,

lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



UE-MRDC-Capability-vxy






OPTIONAL
}

UE-MRDC-Capability-vxy
::=


SEQUENCE {

generalParametersMRDC



GeneralParametersMRDC


OPTIONAL,


nonCriticalExtension




SEQUENCE {}




OPTIONAL 

}

UE-MRDC-CapabilityAddXDD-Mode ::=
SEQUENCE {


measParametersMRDC-XDD-Diff

MeasParametersMRDC-XDD-Diff

OPTIONAL,


generalParametersMRDC-XDD-Diff

GeneralParametersMRDC-XDD-Diff

OPTIONAL
}

UE-MRDC-CapabilityAddFRX-Mode ::=
SEQUENCE {


measParametersMRDC-FRX-Diff

MeasParametersMRDC-FRX-Diff

}

GeneralParametersMRDC-XDD-Diff ::= SEQUENCE {


splitSRB-WithOneUL-Path



ENUMERATED {supported}

OPTIONAL,


splitDRB-withUL-Both-MCG-SCG

ENUMERATED {supported}

OPTIONAL,


srb3







ENUMERATED {supported}

OPTIONAL,


...

}
GeneralParametersMRDC ::= SEQUENCE {


v2x-EUTRA



ENUMERATED {supported}

OPTIONAL,

...

}
-- TAG-UE-MRDC-CAPABILITY-STOP

-- ASN1STOP

	UE-MRDC-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for MR-DC. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.


