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[bookmark: _Toc510393431][bookmark: _Toc510018552][bookmark: _Toc524434429]START OF CHANGES
[bookmark: _Toc510018557]5.7.x	EUTRA SCG failure information
[bookmark: _Toc518998641]5.7.x.1	General


Figure 5.7.x.1-1: EUTRA SCG failure information
The purpose of this procedure is to inform NR about an SCG failure the UE has experienced, e.g. SCG radio link failure in NE-DC as specified in TS 36.331 [10, 5.6.13].
[bookmark: _Toc518998642]5.7.x.2	Initiation
A UE initiates the procedure to report EUTRA SCG failures when EUTRA SCG transmission is not suspended and in accordance with TS 36.331 [10, 5.6.13]. Actions the UE shall perform upon initiating the procedure, other than related to the transmission of the SCGFailureInformationEUTRA message are specified in TS 36.331 [10, 5.6.13].
[bookmark: _Toc518998643]5.7.x.3	Actions related to transmission of SCGFailureInformationEUTRA message
The UE shall set the contents of the SCGFailureInformationEUTRA message as follows:
1>	include failureType within failureReportSCG-EUTRA and set it to indicate the SCG failure in accordance with TS 36.33 [10, 5.6.13];
1>	include and set measResultSCGEUTRA in accordance with TS 36.331 [10, 5.6.13]:
1>	for each EUTRA frequency the UE is configured to measure by measConfig for which measurement results are available:
2>	set the measResultFreqListEUTRA to include the best measured cells, ordered such that the best cell is listed first using RSRP to order if RSRP measurement results are available for cells on this frequency, otherwise using RSRQ to order if RSRQ measurement results are available for cells on this frequency, otherwise using SINR to order, and based on measurements collected up to the moment the UE detected the failure, and for each cell that is included, include the optional fields that are available;
NOTE:	Field measResultSCGEUTRA is used to report available results for EUTRA frequencies the UE is configured to measure by LTE RRC signalling.

The UE shall submit the SCGFailureInformationEUTRA message to lower layers for transmission.
END OF CHANGES

START OF CHANGES
[bookmark: _Toc510018577][bookmark: _Toc524434498]6.3.2	Radio resource control information elements
–	SCGFailureInformationEUTRA
The SCGFailureInformationEUTRA message is used to provide information regarding EUTRA SCG failures detected by the UE.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to Network
SCGFailureInformationEUTRA message
-- ASN1STA

SCGFailureInformationEUTRA-r15 ::=		SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE {
			scgFailureInformationEUTRA-r15			SCGFailureInformationEUTRA-r15-IEs,
			spare3 NULL, spare2 NULL, spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

SCGFailureInformationEUTRA-r15-IEs ::=	SEQUENCE {
	failureReportSCG-EUTRA-r15				FailureReportSCG-EUTRA-r15			OPTIONAL,
	nonCriticalExtension				SEQUENCE {}							OPTIONAL
}

FailureReportSCG-EUTRA-r15 ::=		SEQUENCE {
	failureType-r15						ENUMERATED {
											t307-Expiry,
											scg-ChangeFailure, scg-reconfigFailure},
	measResultFreqListEUTRA-r15				MeasResultFreqListFailEUTRA-r15		OPTIONAL,
	measResultSCG-EUTRA-r15						OCTET STRING						OPTIONAL,
	...
}

MeasResultFreqListFailEUTRA-r15 ::=	SEQUENCE (SIZE (1..maxFreq-r15)) OF MeasResultFreqFailEUTRA-r15

MeasResultFreqFailEUTRA-r15 ::=		SEQUENCE {
	carrierFreq-r15						ARFCN-ValueEUTRA-r15,
	measResultCellList-r15				MeasResultListEUTRA			OPTIONAL,
	...
}

-- ASN1STOP

	SCGFailureInformationNR field descriptions

	measResultFreqListEUTRA
The field contains available results of measurements on EUTRA frequencies the UE is configured to measure by measConfig.

	measResultSCG-EUTRA
Includes the MeasResultSCG-Failure IE as specified in TS 36.331 [10]. The field contains available results of measurements on EUTRA frequencies the UE is configured to measure by the LTE RRCConnectionConfiguration message.



END OF CHANGES
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