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	Start of the first change


5.1.1
Random Access procedure initialization

The Random Access procedure described in this subclause is triggered by a PDCCH order, by the MAC entity itself, or by RRC for the events in accordance with TS 38.300 [2]. There is only one Random Access procedure ongoing at any point in time in a MAC entity. The Random Access procedure on an SCell shall only be triggered by a PDCCH order with ra-PreambleIndex different from 0b000000.

NOTE 1:
If the MAC entity receives a request for a new Random Access procedure while another is already ongoing in the MAC entity, it is up to UE implementation whether to continue with the ongoing procedure or start with the new procedure (e.g. for SI request).

RRC configures the following parameters for the Random Access procedure:

-
prach-ConfigurationIndex: the available set of PRACH occasions for the transmission of the Random Access Preamble;

-
preambleReceivedTargetPower: initial Random Access Preamble power;

-
rsrp-ThresholdSSB: an RSRP threshold for the selection of the SSB and corresponding Random Access Preamble and/or PRACH occasion. If the Random Access procedure is initiated for beam failure recovery, rsrp-ThresholdSSB used for the selection of the SSB within candidateBeamRSList refers to rsrp-ThresholdSSB in BeamFailureRecoveryConfig IE;

-
rsrp-ThresholdCSI-RS: an RSRP threshold for the selection of CSI-RS and corresponding Random Access Preamble and/or PRACH occasion. If the Random Access procedure is initiated for beam failure recovery, rsrp-ThresholdCSI-RS shall be set to a value calculated by multiplying rsrp-ThresholdSSB in BeamFailureRecoveryConfig IE by powerControlOffset as specified in TS 38.214 [6];

-
rsrp-ThresholdSSB-SUL: an RSRP threshold for the selection between the NUL carrier and the SUL carrier;

-
candidateBeamRSList: a list of reference signals (CSI-RS and/or SSB) identifying the candidate beams for recovery and the associated Random Access parameters;

-
powerControlOffset: a power offset between rsrp-ThresholdSSB and rsrp-ThresholdCSI-RS to be used when the Random Access procedure is initiated for beam failure recovery;

-
powerRampingStep: the power-ramping factor;

-
powerRampingStepHighPriority: the power-ramping factor in case of differentiated Random Access procedure;

-
scalingFactorBI: a scaling factor for differentiated Random Access procedure;

-
ra-PreambleIndex: Random Access Preamble;

-
ra-ssb-OccasionMaskIndex: defines PRACH occasion(s) associated with an SSB in which the MAC entity may transmit a Random Access Preamble (see subclause 7.4);

-
ra-OccasionList: defines PRACH occasion(s) associated with a CSI-RS in which the MAC entity may transmit a Random Access Preamble;

-
ra-PreambleStartIndex: the starting index of Random Access Preamble(s) for on-demand SI request;

-
preambleTransMax: the maximum number of Random Access Preamble transmission;

-
ssb-perRACH-OccasionAndCB-PreamblesPerSSB (SpCell only): defines the number of SSBs mapped to each PRACH occasion and the number of Random Access Preambles mapped to each SSB;

-
if groupBconfigured is configured, then Random Access Preambles group B is configured.

-
Amongst the contention-based Random Access Preambles associated with an SSB (as defined in TS 38.213 [6]), the first numberOfRA-PreamblesGroupA Random Access Preambles belong to Random Access Preambles group A. The remaining Random Access Preambles associated with the SSB belong to Random Access Preambles group B (if configured).;

NOTE 2:
If Random Access Preambles group B is supported by the cell and SSBs are mapped to Random Access Preambles, Random Access Preambles group B is included in each SSB.

-
if Random Access Preambles group B is configured:

-
ra-Msg3SizeGroupA (per cell): the threshold to determine the groups of Random Access Preambles;

-
msg3-DeltaPreamble: ∆PREAMBLE_Msg3 in TS 38.213 [6];

-
messagePowerOffsetGroupB: the power offset for preamble selection;

-
numberOfRA-PreamblesGroupA (SpCell only): defines the number of Random Access Preambles in Random Access Preamble group A for each SSB.

-
the set of Random Access Preambles and/or PRACH occasions for SI request, if any;

-
the set of Random Access Preambles and/or PRACH occasions for beam failure recovery request, if any;

-
ra-ResponseWindow: the time window to monitor RA response(s) (SpCell only);

-
ra-ContentionResolutionTimer: the Contention Resolution Timer (SpCell only).

In addition, the following information for related Serving Cell is assumed to be available for UEs:

-
if Random Access Preambles group B is configured:

-
if the Serving Cell for the Random Access procedure is configured with supplementaryUplink, and SUL carrier is selected for performing Random Access Procedure:

-
PCMAX,f,c of the SUL carrier as specified in TS 38.101 [10].

-
else:

-
PCMAX,f,c of the NUL carrier as specified in TS 38.101 [10].

The following UE variables are used for the Random Access procedure:

-
PREAMBLE_INDEX;

-
PREAMBLE_TRANSMISSION_COUNTER;

-
PREAMBLE_POWER_RAMPING_COUNTER;

-
PREAMBLE_POWER_RAMPING_STEP;

-
PREAMBLE_RECEIVED_TARGET_POWER;

-
PREAMBLE_BACKOFF;
-
PCMAX;

-
SCALING_FACTOR_BI;

-
TEMPORARY_C-RNTI.
When the Random Access procedure is initiated on a Serving Cell, the MAC entity shall:

1>
flush the Msg3 buffer;

1>
set the PREAMBLE_TRANSMISSION_COUNTER to 1;

1>
set the PREAMBLE_POWER_RAMPING_COUNTER to 1;

1>
set the PREAMBLE_BACKOFF to 0 ms;

1>
if the carrier to use for the Random Access procedure is explicitly signalled:

2>
select the signalled carrier for performing Random Access procedure;

2>
set the PCMAX to PCMAX,f,c of the signalled carrier.

1>
else if the carrier to use for the Random Access procedure is not explicitly signalled; and

1>
if the Serving Cell for the Random Access procedure is configured with supplementaryUplink; and

1>
if the RSRP of the downlink pathloss reference is less than rsrp-ThresholdSSB-SUL:

2>
select the SUL carrier for performing Random Access procedure;

2>
set the PCMAX to PCMAX,f,c of the SUL carrier.

1>
else:

2>
select the NUL carrier for performing Random Access procedure;

2>
set the PCMAX to PCMAX,f,c of the NUL carrier.

1>
set PREAMBLE_POWER_RAMPING_STEP to powerRampingStep;

1>
if powerRampingStepHighPriority is configured:

2>
if the Random Access procedure was initiated for beam failure recovery (as specified in subclause 5.17); or

2>
if the Random Access procedure was initiated for handover:

3>
set the PREAMBLE_POWER_RAMPING_STEP to powerRampingStepHighPriority;

1>
set SCALING_FACTOR_BI to 1;

1>
if scalingFactorBI is configured:

2>
if the Random Access procedure was initiated for beam failure recovery (as specified in subclause 5.17); or

2>
if the Random Access procedure was initiated for handover:

3>
set the SCALING_FACTOR_BI to scalingFactorBI;
1>
perform the Random Access Resource selection procedure (see subclause 5.1.2).
	End of the first change


	Start of the second change


5.4.4
Scheduling Request

The Scheduling Request (SR) is used for requesting UL-SCH resources for new transmission.

The MAC entity may be configured with zero, one, or more SR configurations. An SR configuration consists of a set of PUCCH resources for SR across different BWPs and cells. For a logical channel, at most one PUCCH resource for SR is configured per BWP.

Each SR configuration corresponds to one or more logical channels. Each logical channel may be mapped to zero or one SR configuration, which is configured by RRC. The SR configuration of the logical channel that triggered the BSR (subclause 5.4.5) (if such a configuration exists) is considered as corresponding SR configuration for the triggered SR.

RRC configures the following parameters for the scheduling request procedure:

-
sr-ProhibitTimer (per SR configuration);

-
sr-TransMax (per SR configuration).

The following UE variables are used for the scheduling request procedure:

-
SR_COUNTER (per SR configuration).

If an SR is triggered and there are no other SRs pending corresponding to the same SR configuration, the MAC entity shall set the SR_COUNTER of the corresponding SR configuration to 0.
When an SR is triggered, it shall be considered as pending until it is cancelled. All pending SR(s) triggered prior to the MAC PDU assembly shall be cancelled and each respective sr-ProhibitTimer shall be stopped when the MAC PDU is transmitted and this PDU includes a BSR MAC CE which contains buffer status up to (and including) the last event that triggered a BSR (see subclause 5.4.5) prior to the MAC PDU assembly. All pending SR(s) shall be cancelled and each respective sr-ProhibitTimer shall be stopped when the UL grant(s) can accommodate all pending data available for transmission.
Only PUCCH resources on a BWP which is active at the time of SR transmission occasion are considered valid.

As long as at least one SR is pending, the MAC entity shall for each pending SR:
1>
if the MAC entity has no valid PUCCH resource configured for the pending SR:

2>
trigger a Random Access procedure (see subclause 5.1) on the SpCell and cancel the pending SR.

1>
else, for the SR configuration corresponding to the pending SR:

2>
when the MAC entity has an SR transmission occasion on the valid PUCCH resource for SR configured; and
2>
if sr-ProhibitTimer is not running at the time of the SR transmission occasion; and

2>
if the PUCCH resource for the SR transmission occasion does not overlap with a measurement gap; and

2>
if the PUCCH resource for the SR transmission occasion does not overlap with a UL-SCH resource:

3>
if SR_COUNTER < sr-TransMax:

4>
increment SR_COUNTER by 1;

4>
instruct the physical layer to signal the SR on one valid PUCCH resource for SR;

4>
start the sr-ProhibitTimer.

3>
else:

4>
notify RRC to release PUCCH for all Serving Cells;

4>
notify RRC to release SRS for all Serving Cells;

4>
clear any configured downlink assignments and uplink grants;

4>
clear any PUSCH resources for semi-persistent CSI reporting;

4>
trigger a Random Access procedure (see subclause 5.1) on the SpCell and cancel all pending SRs.

NOTE:
The selection of which valid PUCCH resource for SR to signal SR on when the MAC entity has more than one overlapping valid PUCCH resource for the SR transmission occasion is left to UE implementation.

The MAC entity may stop, if any, ongoing Random Access procedure due to a pending SR which has no valid PUCCH resources configured, which was initiated by MAC entity prior to the MAC PDU assembly. Such a Random Access procedure may be stopped when the MAC PDU is transmitted using a UL grant other than a UL grant provided by Random Access Response, and this PDU includes a BSR MAC CE which contains buffer status up to (and including) the last event that triggered a BSR (see subclause 5.4.5) prior to the MAC PDU assembly, or when the UL grant(s) can accommodate all pending data available for transmission.
	End of the second change
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5.17
Beam Failure Detection and Recovery procedure

The MAC entity may be configured by RRC with a beam failure recovery procedure which is used for indicating to the serving gNB of a new SSB or CSI-RS when beam failure is detected on the serving SSB(s)/CSI-RS(s). Beam failure is detected by counting beam failure instance indication from the lower layers to the MAC entity.

RRC configures the following parameters in the BeamFailureRecoveryConfig and the RadioLinkMonitoringConfig for the Beam Failure Detection and Recovery procedure:

-
beamFailureInstanceMaxCount for the beam failure detection;

-
beamFailureDetectionTimer for the beam failure detection;

-
beamFailureRecoveryTimer for the beam failure recovery procedure;

-
rsrp-ThresholdSSB: an RSRP threshold for the beam failure recovery;

-
powerRampingStep: powerRampingStep for the beam failure recovery;

-
powerRampingStepHighPriority: powerRampingStepHighPriority for the beam failure recovery;

-
preambleReceivedTargetPower: preambleReceivedTargetPower for the beam failure recovery;

-
preambleTransMax: preambleTransMax for the beam failure recovery;

-
scalingFactorBI: scalingFactorBI for the beam failure recovery;

-
ssb-perRACH-Occasion: ssb-perRACH-Occasion for the beam failure recovery;

-
ra-ResponseWindow: the time window to monitor response(s) for the beam failure recovery using contention-free Random Access Preamble;

-
prach-ConfigurationIndex: prach-ConfigurationIndex for the beam failure recovery;

-
ra-ssb-OccasionMaskIndex: ra-ssb-OccasionMaskIndex for the beam failure recovery;

-
ra-OccasionList: ra-OccasionList for the beam failure recovery.

The following UE variables are used for the beam failure detection procedure:

-
BFI_COUNTER: counter for beam failure instance indication which is initially set to 0.

The MAC entity shall:

1>
if beam failure instance indication has been received from lower layers:

2>
start or restart the beamFailureDetectionTimer;

2>
increment BFI_COUNTER by 1;

2>
if BFI_COUNTER >= beamFailureInstanceMaxCount:

3>
if beamFailureRecoveryConfig is configured for the active UL BWP:

4>
start the beamFailureRecoveryTimer, if configured;
4>
trigger a Random Access procedure (see subclause 5.1) on the SpCell by applying the parameters powerRampingStep, preambleReceivedTargetPower, and preambleTransMax configured in beamFailureRecoveryConfig.

3>
else:

4>
trigger a Random Access procedure (see subclause 5.1) on the SpCell.

1>
if the beamFailureDetectionTimer expires; or

1>
if beamFailureDetectionTimer, beamFailureInstanceMaxCount, or any of the reference signals used for beam failure detection is reconfigured by upper layers:

2>
set BFI_COUNTER to 0.

1>
if the Random Access procedure is successfully completed (see subclause 5.1):

2>
set BFI_COUNTER to 0;

2>
stop the beamFailureRecoveryTimer, if configured;

2>
consider the Beam Failure Recovery procedure successfully completed.
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