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	Reason for change:
	Only receiving configuration of idle mode measurement in SIB5 shall not restart idle mode measurement.

	
	

	Summary of change:
	1. Clarify that if T331 expires or stops, the VarMeasIdleConfig shall be released.
2. Change “2>
start performing idle mode measurements on supported carriers as specified in 5.6.X; ” to “2>
perform idle mode measurements on supported carriers as specified in 5.6.X;”
Impact Analysis

Impacted functionality:

Idle mode measurement
Inter-operability:

If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.

If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.


	
	

	Consequences if not approved:
	Only receiving configuration of idle mode measurement in SIB5 will restart idle mode measurement.
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START OF CHANGES
5.2.2.12
Actions upon reception of SystemInformationBlockType5
Upon receiving SystemInformationBlockType5, the UE shall:

1>
if in RRC_IDLE, the redistributionInterFreqInfo is included and the UE is redistribution capable:
2>
perform E-UTRAN inter-frequency redistribution procedure as specified in TS 36.304 [4, 5.2.4.10];

1>
if in RRC_IDLE, or in RRC_CONNECTED while T311 is running:

2>
if the frequency band selected by the UE to represent a non-serving E UTRA carrier frequency is not a downlink only band:

3>
if, for the selected frequency band, the freqBandInfo or the multiBandInfoList-v10j0 is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within freqBandInfo or multiBandInfoList-v10j0:

4>
apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo or multiBandInfoList-v10j0;

4>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:

5>
apply the additionalPmax;

4>
else:

5>
apply the p-Max;

3>
else:

4>
apply the p-Max;

1>
if in RRC_IDLE and UE has stored VarMeasIdleConfig and SIB5 includes the measIdleConfigSIB and the UE is capable of IDLE mode measurements for CA:

2>
if T331 is running and VarMeasIdleConfig does not contain measIdleConfig:

3>
store the contents of measIdleConfigSIB within measIdleConfig;
2>
perform idle mode measurements on supported carriers as specified in 5.6.X; 

Upon receiving SystemInformationBlockType5-NB, the UE shall:

1>
if in RRC_IDLE, or in RRC_CONNECTED while T311 is running:

2>
if, for the frequency band selected by the UE (from multiBandInfoList) to represent a non-serving NB-IoT carrier frequency, the freqBandInfo is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo:

3>
apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo;

3>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:

4>
apply the additionalPmax;

3>
else:

4>
apply the p-Max;

2>
else:

3>
apply the p-Max;

END OF CHANGES
START OF CHANGES
5.6.20.3
T331 expiry or stop

The UE shall:

1>
if T331 expires or is stopped:

2>
release the VarMeasIdleConfig;

NOTE:
It is up to UE implementation whether to continue IDLE mode measurements according to SIB5 configuration after T331 has expired or stopped.

END OF CHANGES

