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1. Overall Description:
RAN2 has further discussed the issue of ssb-PositionsInBurst mismatch and noticed that parameters ssb-PositionsInBurst provided in ServingCellConfigCommon and ssb-PositionsInBurst provided in ServingCellConfigCommonSIB are treated as two different parameters in RAN1 specifications. RAN2 would like to clarify that the corresponding parameters provided in ServingCellConfigCommon and ServingCellConfigCommonSIB are treated with equal priority and if the network would provides a value in ServingCellConfigCommon that differs from the value broadcast in ServingCellConfigCommonSIB, the UE will would override the former with the latter. That would be not a proper network configuration, so, 
Aas such, it is not possible to configure the ssb-PositionsInBurst in ServingCellConfigCommon differently from ssb-PositionsInBurst in ServingCellConfigCommonSIB neither in this nor future releases of the RRC specifications. 
[bookmark: _GoBack]RAN2 understands that RAN1 intended to have another SSB bitmap defined to be used for UE-specific PDSCH rate matching around SSBs, which would override a bitmap provided by ssb-PositionsInBurst for this purpose. RAN2 can introduce a new parameter for such purpose in a backwards compatible way in UE’s dedicated RRC signalling (e.g. ssb-PositionsToRateMatchAround). This parameter would not be a dedicated version of the currently present ssb-PositionsInBurst but rather a separate parameter. Hence, the UE may use them independently for different purposes (to be described in the RAN1 specifications).
2. Actions:
To RAN1 group.
ACTION: 	RAN2 respectfully asks RAN1 to take the above information when drafting their specifications. RAN1 is further requested to provide feedback on the introduction of the new parameter as described above.
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