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	Reason for change:
	In order to support secured signalling-only connection for some scenarios (e.g. redirection, MDT), it is agreed that it should be supported to set up security (SMC) without setting up SRB2/DRB in NR. 
Considering the MDT report is transmitted via SRB, so for RRC connection suspendsion to inactive, it should allow network to perform suspending for signalling-only connection when security has been activated. Otherwise, for this case, the UE can only be sent to idle state and UE should only initate RRC establishment procedure which will consume more latency than RRC resumption.

	
	

	Summary of change:
	Clarify the RRC suspension can be peformed for signalling-only case when security has been activated. 
1. add the text procedure to clarify the RRC connection resume procedure can be used to resume SRB(s) only in 5.3.1.1

2. add the text procedure to clarify the suspendsion can suspend SRB(s) and DRB(s) if any configured in 5.3.8.3

3. add the text procedure to clarify the RRC connection resume procedure can be used to resume SRB(s) and DRB(s) if any configued in 5.3.13.1

4. add the text procedure to clarify the RRC connection resume procedure can resume SRB(s) and DRB(s) if any configued in 5.3.13.4

Impact analysis
Impacted functionality:

RRC resume procedure
Inter-operability: 

1. If the Network supports the change and the UE does not

The UE may consider the suspendsion is not legal when the network send the RRCRelease message to suspend the UE which is configured SRB only to INACTIVE.
2. If the UE supports the change and the network does not
The network will not suspend the UE that is configured SRB only to INACTIVE state.
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	Suspension of UE configured SRB only to INACTIVE will not be allowed.
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START OF CHANGE
5.3.1.1
RRC connection control

RRC connection establishment involves the establishment of SRB1. The network completes RRC connection establishment prior to completing the establishment of the NG connection, i.e. prior to receiving the UE context information from the 5GC. Consequently, AS security is not activated during the initial phase of the RRC connection. During this initial phase of the RRC connection, the network may configure the UE to perform measurement reporting, but the UE only sends the corresponding measurement reports after successful security activation. However, the UE only accepts a re-configuration with sync message when security has been activated.

Upon receiving the UE context from the 5GC, the RAN activates AS security (both ciphering and integrity protection) using the initial security activation procedure. The RRC messages to activate security (command and successful response) are integrity protected, while ciphering is started only after completion of the procedure. That is, the response to the message used to activate security is not ciphered, while the subsequent messages (e.g. used to establish SRB2 and DRBs) are both integrity protected and ciphered. After having initiated the initial security activation procedure, the network initiates the establishment of SRB2 and DRBs, i.e. the network may do this prior to receiving the confirmation of the initial security activation from the UE. In any case, the network will apply both ciphering and integrity protection for the RRC reconfiguration messages used to establish SRB2 and DRBs. The network should release the RRC connection if the initial security activation and/ or the radio bearer establishment fails.

The release of the RRC connection normally is initiated by the network. The procedure may be used to re-direct the UE to an NR frequency or an EUTRA carrier frequency.

The suspension of the RRC connection is initiated by the network. When the RRC connection is suspended, the UE stores the UE AS context and any configuration received from the network, and transits to RRC_INACTIVE state. The RRC message to suspend the RRC connection is integrity protected and ciphered.
The resumption of a suspended RRC connection is initiated by upper layers when the UE needs to transit from RRC_INACTIVE state to RRC_CONNECTED state or by RRC layer to perform a RNA update or by RAN paging from NG-RAN. When the RRC connection is resumed, network configures the UE according to the RRC connection resume procedure based on the stored UE AS context and any RRC configuration received from the network. The RRC connection resume procedure re-activates security and re-establishes SRB(s) and DRB(s) if any.

In response to a request to resume the RRC connection, the network may resume the suspended RRC connection and send UE to RRC_CONNECTED, or reject the request to resume and send UE to RRC_INACTIVE (with a wait timer), or directly re-suspend the RRC connection and send UE to RRC_INACTIVE, or directly release the RRC connection and send UE to RRC_IDLE, or instruct the UE to discard the stored context and initiate NAS level recovery (in this case the network sends an RRC setup message).

----------------------------------------------------------- next change------------------------------------------------------------------
5.3.8.3
Reception of the RRCRelease by the UE

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCRelease message was received or optionally when lower layers indicate that the receipt of the RRCRelease message has been successfully acknowledged, whichever is earlier;

1>
stop timer T320, if running;

1>
if the RRCRelease message includes redirectedCarrierInfo indicating redirection to eutra:

2>
if cnType is included:

3>
the received cnType is provided to upper layers;

NOTE:
Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cnType, is up to UE implementation.

1>
if the RRCRelease message includes the cellReselectionPriorities:

2>
store the cell reselection priority information provided by the cellReselectionPriorities;

2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if deprioritisationReq is included:

2>
start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;

2>
store the deprioritisationReq until T325 expiry;

1>
if the RRCRelease includes suspendConfig:

2>
apply the received suspendConfig;

2>
store fullI-RNTI, shortI-RNTI, nextHopChainingCount, t380 and ran-PagingCycle provided in suspendConfig;

2>
reset MAC;

2>
re-establish RLC entities for SRB1;

2>
if the RRCRelease message with suspendConfig was received in response to an RRCResumeRequest or an RRCResumeRequest1:

3>
stop the timer T319 if running;

3>
replace any previously stored security context with newly received security context in the suspendConfig;

3>
replace the previously stored C-RNTI with the temporary C-RNTI in the cell the UE has received the RRCRelease message;

3>
replace the previously stored cellIdentity with the cellIdentity of the cell the UE has received the RRCRelease message;

3>
replace the previously stored physical cell identity with the physical cell identity of the cell the UE has received the RRCRelease message;

2>
else:

3>
store the UE AS Context including the current RRC configuration, the current security context, the PDCP state including ROHC state, SDAP configuration, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;

2>
suspend all SRB(s) and DRB(s) if any, except SRB0;

2>
start timer T380, with the timer value set to t380;

2>
indicate the suspension of the RRC connection to upper layers;

2>
enter RRC_INACTIVE and perform procedures as specified in TS 38.304 [21]

1>
else

2>
perform the actions upon going to RRC_IDLE as specified in 5.3.11, with the release cause 'other'.

----------------------------------------------------------- next change------------------------------------------------------------------
5.3.13
RRC connection resume

5.3.13.1
General
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Figure 5.3.13.1-1: RRC connection resume, successful
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Figure 5.3.13.1-2: RRC connection resume fallback to RRC connection establishment, successful
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Figure 5.3.13.1-3: RRC connection resume followed by network release, successful
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Figure 5.3.13.1-4: RRC connection resume followed by network suspend, successful
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Figure 5.3.13.1-5: RRC connection resume, network reject

The purpose of this procedure is to resume a suspended RRC connection, including resuming SRB(s) and DRB(s) if any or perform an RNA update.
----------------------------------------------------------- next change------------------------------------------------------------------
5.3.13.4
Reception of the RRCResume by the UE

The UE shall:

1>
stop timer T319;

1>
if the RRCResume includes the fullConfig:

2>
perform the full configuration procedure as specified in 5.3.5.11;

1>
else:

2>
restore the PDCP state and reset COUNT value for SRB2 and all DRBs if any;

2>
restore the cellGroupConfig from the stored UE AS context;

2>
indicate to lower layers that stored UE AS context is used;
1>
discard the fullI-RNTI, shortI-RNTI and the stored UE AS context, except ran-NotificationAreaInfo;

1>
if the RRCResume includes the masterCellGroup:

2>
perform the cell group configuration for the received masterCellGroup according to 5.3.5.5;

Editor's Note: FFS Whether it is supported to configure secondaryCellGroup at Resume.

1>
if the RRCResume includes the radioBearerConfig:

2>
perform the radio bearer configuration according to 5.3.5.6;

Editor's Note: FFS Whether there needs to be a second radioBearerConfig.

1>
resume SRB2 and all DRBs if any;

1>
if stored, discard the cell reselection priority information provided by the cellReselectionPriorities or inherited from another RAT;

1>
stop timer T320, if running;

1>
if the RRCResume message includes the measConfig:

2>
perform the measurement configuration procedure as specified in 5.5.2;

1>
resume measurements if suspended;

Editor's Note: FFS Whether there is a need to define UE actions related to access control timers (equivalent to T302, T303, T305, T306, T308 in LTE). For example, informing upper layers if a given timer is not running.

1>
enter RRC_CONNECTED;

1>
indicate to upper layers that the suspended RRC connection has been resumed;

1>
stop the cell re-selection procedure;

1>
consider the current cell to be the PCell;

1>
set the content of the of RRCResumeComplete message as follows:

2>
if the upper layer provides NAS PDU, set the dedicatedNAS-Message to include the information received from upper layers;

2>
if the upper layer provides a PLMN, set the selectedPLMN-Identity to PLMN selected by upper layers (TS 24.501 [23]) from the PLMN(s) included in the plmn-IdentityList in SIB1;
2>
if the masterCellGroup contains the reportUplinkTxDirectCurrent:

3>
include the uplinkTxDirectCurrentList;

1>
submit the RRCResumeComplete message to lower layers for transmission;

1>
the procedure ends.
END OF CHANGE
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