

	
3GPP TSG-WG Meeting #104	R2-1816625
Spokane, USA, 12th – 16th November
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	36.331
	CR
	3710
	rev
	-
	Current version:
		15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	X
	Core Network
	



	

	Title:	
	Correction on UL data discard for EDT with PDCP-RRC interaction

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	RAN2

	
	

	Work item code:
	  NB_IOTenh2-Core, LTE_eMTC4-Core
	
	Date:
	2018-10-30

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	For proper handling of the removal of user data associcated with DRB in UP-EDT at lower layers, the RRC layer can provide lower layers:
· an indication when the integrity check of the RRC message in Msg4, i.e., RRCConnectionResume or RRCConnectionRelease is successful so that the PDCP can start discardTimer and 
· an indication in case of the integrity check failure so that the lower layers do not consider data has been successfully delivered.

	
	

	Summary of change:
	1. In 5.3.3.4a, add “indicate lower layers to start the discardTimer associated with UP-EDT DRB data” 
2. In 5.3.8.3, add “indicate lower layers to start the discardTimer associated with UP-EDT DRB data” 
3. In 5.3.3.16, add “indicate to lower layers that UP-EDT has been unsuccessful”

[bookmark: _GoBack]Impact Analysis:

Impacted functionality:
Early data transmission
Inter-operability:
1. if the Network supports the changes and the UE does not:
No issue with inter-operability.
2. if the UE supports the change and the network does not:
No issue with inter-operability.
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	If the UE does not implement the change, user data may be removed by mistake.
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	First change


[bookmark: _Toc525856314]5.3.3.4a	Reception of the RRCConnectionResume by the UE
The UE shall:
1>	stop timer T300;
1>	except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT:
2>	if resuming an RRC connection from a suspended RRC connection:
3>	restore the PDCP state and re-establish PDCP entities for SRB2, if configured with E-UTRA PDCP, and for all DRBs that are configured with E-UTRA PDCP;
3>	if drb-ContinueROHC is included:
4>	indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
4>	continue the header compression protocol context for the DRBs configured with the header compression protocol;
3>	else:
4>	indicate to lower layers that stored UE AS context is used;
4>	reset the header compression protocol context for the DRBs configured with the header compression protocol;
3>	discard the stored UE AS context and resumeIdentity;
2>	else if the RRCConnectionResume message includes the fullConfig (for resuming an RRC connection from RRC_INACTIVE):
3>	perform the radio configuration procedure as specified in 5.3.5.8;
2>	else (for resuming an RRC connection from RRC_INACTIVE)
3>	restore the PDCP state, reset COUNT value and re-establish PDCP entities for SRB2 and all DRBs;
3>	restore the physical layer configuration , the MAC configuration, the RLC configuration and the PDCP configuration from the stored UE AS context;
3>	if drb-ContinueROHC is included:
4>	indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
4>	continue the header compression protocol context for the DRBs configured with the header compression protocol;
3>	else:
4>	indicate to lower layers that stored UE AS context is used;
4>	reset the header compression protocol context for the DRBs configured with the header compression protocol;
3>	discard the stored UE AS context, the fullI-RNTI and the shortI-RNTI except ran-NotificationAreaInfo;
1>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
NOTE:	When performing the radio resource configuration procedure, for the physical layer configuration and the MAC Main configuration, the restored RRC configuration from the stored UE AS context is used as basis for the reconfiguration.
1>	if the received RRCConnectionResume message includes the sk-Counter:
2>	perform key update procedure as specified in TS 38.331 [82, 5.3.5.8];
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig1:
2>	perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig2:
2>	perform radio bearer configuration as specified in TS 38.331 [82, 5.3.5.6];
1>	except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT:
2>	resume SRB2 and all DRBs, if any, including RBs configured with NR PDCP;
1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	if the RRCConnectionResume message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	stop timer T302, if running;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T350, if running;
1>	perform the actions as specified in 5.6.12.4;
1>	stop timer T360, if running;
1>	stop timer T322, if running;
1>	if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT:
2>	ignore the nextHopChainingCount value indicated in the RRCConnectionResume message;
2> indicate lower layers to start the PDCP discardTimer associated with UP-EDT DRB data;
1>	else:
2>	if resuming an RRC connection from a suspended RRC connection:
3>	update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionResume message, as specified in TS 33.401 [32];
3>	store the nextHopChainingCount value;
3>	derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];
3>	request lower layers to verify the integrity protection of the RRCConnectionResume message, using the previously configured algorithm and the KRRCint key;
2>	if the integrity protection check of the RRCConnectionResume message fails:
3>	perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other' for the resume from a suspended RRC connection, with release cause 'RRC Resume failure' for the resume from RRC_INACTIVE, upon which the procedure ends;
2>	if resuming an RRC connection from a suspended RRC connection:
3>	derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];
3>	configure lower layers to resume integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;
3>	configure lower layers to resume ciphering and to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;
1>	enter RRC_CONNECTED;
1>	indicate to upper layers that the suspended RRC connection has been resumed;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of RRCConnectionResumeComplete message as follows:
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;
2>	set the dedicatedInfoNAS to include the information received from upper layers;
3>	if the UE has flight path information available:
4>	include flightPathInfoAvailable;
2>	except for NB-IoT:
3>	if resuming an RRC connection from a suspended RRC connection:
4>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
5>	include rlf-InfoAvailable;
4>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableMBSFN;
4>	else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailable;
4>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableBT;
4>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableWLAN;
4>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
5>	include connEstFailInfoAvailable;
4>	include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;
3>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
4>	include mobilityHistoryAvail;
3>	if the SIB2 contains idleModeMeasurements, and the UE has IDLE mode measurement information available in VarMeasIdleReport:
4>	include the idleMeasAvailable;
4>	stop T331 (if running);
2>	for NB-IoT:
3>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
4>	set the measResultServCell to include the measurements of the serving cell;
 NOTE:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
1>	submit the RRCConnectionResumeComplete message to lower layers for transmission;
1>	the procedure ends.

	Next change



[bookmark: _Toc525856328]5.3.3.16	Integrity check failure from lower layers while T300 is running for UP-EDT
The UE shall:
1>	upon receiving integrity check failure indication from lower layers concerning SRB1 or SRB2 while T300 is running for UP-EDT:
2>	discard the stored UE AS context and resumeIdentity;
2>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other';
2>	indicate to lower layers that UP-EDT has been unsuccessful;

	Next change



[bookmark: _Toc525856359]5.3.8.3	Reception of the RRCConnectionRelease by the UE
The UE shall:
1>	except for NB-IoT, BL UEs or UEs in CE, delay the following actions defined in this sub-clause 60 ms from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;
1>	for BL UEs or UEs in CE, delay the following actions defined in this sub-clause 1.25 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier;
1>	for NB-IoT, delay the following actions defined in this sub-clause 10 seconds from the moment the RRCConnectionRelease message was received or optionally when lower layers indicate that the receipt of the RRCConnectionRelease message has been successfully acknowledged, whichever is earlier.
NOTE:	For BL UEs, UEs in CE and NB-IoT, when STATUS reporting, as defined in TS 36.322 [7], has not been triggered and the UE has sent positive HARQ feedback (ACK), as defined in TS 36.321 [6], the lower layers can be considered to have indicated that the receipt of the RRCConnectionRelease message has been successfully acknowledged.
1>	if the RRCConnectionRelease message is received in response to an RRCConnectionResumeRequest for EDT:
2>	discard the stored UE AS context and resumeIdentity;
2>	stop timer T300;
2>	stop timer T302, if running;
2>	stop timer T303, if running;
2>	stop timer T305, if running;
2>	stop timer T306, if running;
2>	stop timer T308, if running;
2>	perform the actions as specified in 5.3.3.7;
2>	stop timer T320, if running;
2>	stop timer T322, if running;
2> indicate lower layers to start the PDCP discardTimer associated with UP-EDT DRB data;
1>	if the RRCConnectionRelease message includes redirectedCarrierInfo indicating redirection to geran; or
1>	if the RRCConnectionRelease message includes idleModeMobilityControlInfo including freqPriorityListGERAN:
2>	if AS security has not been activated; and
2>	if upper layers indicate that redirect to GERAN without AS security is not allowed or if the UE is connected to 5GC:
3>	ignore the content of the RRCConnectionRelease;
3>	perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
1>	if AS security has not been activated:
2>	ignore the content of redirectedCarrierInfo, if included and indicating redirection to nr;
2>	ignore the content of idleModeMobilityControlInfo, if included and including freqPriorityListNR;
2>	if the UE ignores the content of redirectedCarrierInfo or of idleModeMobilityControlInfo:
3>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
1>	if the RRCConnectionRelease message includes redirectedCarrierInfo indicating redirection to eutra and if UE is connected to 5GC:
2>	if cn-Type is included:
[bookmark: _Hlk522632630]3>	the received cn-Type is provided to upper layers;
NOTE 1:	Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cn-Type, is up to UE implementation.
1>	if the RRCConnectionRelease message includes the idleModeMobilityControlInfo:
2>	store the cell reselection priority information provided by the idleModeMobilityControlInfo;
2>	if the t320 is included:
3>	start timer T320, with the timer value set according to the value of t320;
[bookmark: OLE_LINK29]1>	else:
2>	apply the cell reselection priority information broadcast in the system information;
1>	if the RRCConnectionRelease message includes the measIdleConfig:
2>	clear VarMeasIdleConfig and VarMeasIdleReport;
2>	store the received measIdleDuration in VarMeasIdleReport;
2>	start T331 with the value of measIdleDuration;
2>	if the measIdleConfig contains measIdleCarrierListEUTRA:
3>	store the received measIdleCarrierListEUTRA in VarMeasIdleConfig;
2>	else:
3>	store the measIdleCarrierListEUTRA received in SIB5 in VarMeasIdleConfig;
2>	start performing idle mode measurements as specified in 5.6.20;
1>	for NB-IoT, if the RRCConnectionRelease message includes the redirectedCarrierInfo:
2>	if the redirectedCarrierOffsetDedicated is included in the redirectedCarrierInfo:
3>	store the dedicated offset for the frequency in redirectedCarrierInfo;
3>	start timer T322, with the timer value set according to the value of T322 in redirectedCarrierInfo;
1>	if the releaseCause received in the RRCConnectionRelease message indicates loadBalancingTAURequired:
2>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'load balancing TAU required';
1>	else if the releaseCause received in the RRCConnectionRelease message indicates cs-FallbackHighPriority:
2>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'CS Fallback High Priority';
1>	else:
2>	if the extendedWaitTime is present; and
2>	if the UE supports delay tolerant access or the UE is a NB-IoT UE:
3>	forward the extendedWaitTime to upper layers;
2>	if the extendedWaitTime-CPdata is present and the NB-IoT UE only supports the Control Plane CIoT EPS optimisation:
3>	forward the extendedWaitTime-CPdata to upper layers;
2>	if the releaseCause received in the RRCConnectionRelease message indicates rrc-Suspend:
3>	if rrc-InactiveConfig is included:
4>	perform the actions upon entering RRC_INACTIVE as specified in 5.3.8.7;
3>	else:
4>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC suspension';
2>	else:
3>	perform the actions upon leaving RRC_CONNECTED or RRC_INACTIVE as specified in 5.3.12, with release cause 'other';
	End of changes



