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	Other comments:
	


–
RRCReconfiguration
The RRCReconfiguration message is the command to modify an RRC connection. It may convey information for measurement configuration, mobility control, radio resource configuration (including RBs, MAC main configuration and physical channel configuration) including and security configuration.

Signalling radio bearer: SRB1 or SRB3

RLC-SAP: AM

Logical channel: DCCH

Direction: Network to UE

RRCReconfiguration message

-- ASN1START

-- TAG-RRCRECONFIGURATION-START

RRCReconfiguration ::=              SEQUENCE {

    rrc-TransactionIdentifier           RRC-TransactionIdentifier,

    criticalExtensions                  CHOICE {

        rrcReconfiguration                  RRCReconfiguration-Ies,

        criticalExtensionsFuture            SEQUENCE {}

    }

}

RRCReconfiguration-Ies ::=          SEQUENCE {

    radioBearerConfig                       RadioBearerConfig                                                      OPTIONAL, -- Need M

    secondaryCellGroup                      OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M

    measConfig                              MeasConfig                                                             OPTIONAL, -- Need M

    lateNonCriticalExtension                OCTET STRING                                                           OPTIONAL,

    nonCriticalExtension                    RRCReconfiguration-v1530-Ies                                           OPTIONAL
}

RRCReconfiguration-v1530-Ies ::=            SEQUENCE {

    masterCellGroup                         OCTET STRING (CONTAINING CellGroupConfig)                              OPTIONAL, -- Need M

    fullConfig                              ENUMERATED {true}                                                      OPTIONAL, -- Cond FullConfig

    dedicatedNAS-MessageList                SEQUENCE (SIZE(1..maxDRB)) OF DedicatedNAS-Message                     OPTIONAL, -- Cond nonHO

    masterKeyUpdate                         MasterKeyUpdate                                                        OPTIONAL, -- Cond MasterKeyChange

    dedicatedSIB1-Delivery                  OCTET STRING (CONTAINING SIB1)                                         OPTIONAL, -- Need N

    dedicatedSystemInformationDelivery      OCTET STRING (CONTAINING SystemInformation)                            OPTIONAL, -- Need N

    otherConfig                             OtherConfig                                                           OPTIONAL,   -- Need N

    nonCriticalExtension                    SEQUENCE {}                                                           OPTIONAL
}

MasterKeyUpdate ::=                 SEQUENCE {

    keySetChangeIndicator           BOOLEAN,
    nextHopChainingCount            NextHopChainingCount,

    nas-Container                   OCTET STRING                                                    


OPTIONAL,    -- Cond securityNASC

    …
}

-- TAG-RRCRECONFIGURATION-STOP

-- ASN1STOP

	RRCReconfiguration-Ies field descriptions

	dedicatedNAS-MessageList

This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for each PDU in the list. 

	fullConfig

Indicates that the full configuration option is applicable for the RRCReconfiguration message.

	keySetChangeIndicator

True is used in an intra-cell handover when a KgNB key is derived from a KAMF key taken into use through the latest successful NAS SMC procedure, or N2 handover procedure with KAMF change, as described in TS 33.501 [11] for KgNB re-keying. False is used in an intra-NR handover when the new KgNB key is obtained from the current KgNB key or from the NH as described in TS 33.501 [11].

	masterCellGroup
Configuration of master cell group.

	Nas-Container
This field is used to transfer UE specific NAS layer information between the network and the UE. The RRC layer is transparent for this field, although it affects activation of AS- security after inter-system handover to NR. The content is defined in TS 24.501.

	nextHopChainingCount

Parameter NCC: See TS 33.501 [11]

	radioBearerConfig
Configuration of Radio Bearers (DRBs, SRBs) including SDAP/PDCP. In EN-DC this field may only be present if the RRCReconfiguration is transmitted over SRB3.

	secondaryCellGroup
Configuration of secondary cell group (EN-DC).


	Conditional Presence
	Explanation

	nonHO
	The field is not present in case of reconfiguration with sync within NR or to NR or in first reconfiguration after Reestablishment; otherwise it is optionally present, need N.

	securityNASC
	This field is mandatory present in case of inter system handover. Otherwise the field is optionally present, need N.

	MasterKeyChange
	This field is mandatory present in case the security algorithms are modified (as indicated in SecurityAlgorithmConfig in SecurityConfig, included in the received RadioBearerConfig). Else if ReconfigurationWithSync is included, this field is optionally present, need N, otherwise the field is absent.

	FullConfig
	It is optionally present, Need N, during reconfiguration with sync and also in first reconfiguration after reestablishment. It is not present otherwise.


	**** Next change ****


–
BWP-DownlinkDedicated
The IE BWP-DownlinkDedicated is used to configure the dedicated (UE specific) parameters of a downlink BWP.
BWP-DownlinkDedicated information element

-- ASN1START

-- TAG-BWP-DOWNLINKDEDICATED-START

BWP-DownlinkDedicated ::=           SEQUENCE {

    pdcch-Config                        SetupRelease { PDCCH-Config }                                           OPTIONAL,   -- Need M

    pdsch-Config                        SetupRelease { PDSCH-Config }                                           OPTIONAL,   -- Need M
    sps-Config                          SetupRelease { SPS-Config }                                             OPTIONAL,   -- Need M

    radioLinkMonitoringConfig           SetupRelease { RadioLinkMonitoringConfig }                              OPTIONAL,   -- Need M

    ...

}

-- TAG-BWP-DOWNLINKDEDICATED-STOP

-- ASN1STOP

	BWP-DownlinkDedicated field descriptions

	pdcch-Config

UE specific PDCCH configuration for one BWP

	pdsch-Config

UE specific PDSCH configuration for one BWP

	sps-Config

UE specific SPS (Semi-Persistent Scheduling) configuration for one BWP. Except for reconfiguration with sync and in first reconfiguration after reestablishment, the NW does not reconfigure sps-Config when there is an active configured downlink assignment (see TS 38.321 [3]). However, the NW may release the sps-Config at any time. 

	radioLinkMonitoringConfig

UE specific configuration of radio link monitoring for detecting cell- and beam radio link failure occasions. The maximum number of failure detection resources should be limited up to 8 for both cell- and beam radio link failure detection in Rel-15.


	**** Next change ****


–
BWP-UplinkDedicated
The IE BWP-UplinkDedicated is used to configure the dedicated (UE specific) parameters of a uplink BWP.
BWP-UplinkDedicated information element

-- ASN1START

-- TAG-BWP-UPLINKDEDICATED-START

BWP-UplinkDedicated ::=             SEQUENCE {

    pucch-Config                        SetupRelease { PUCCH-Config }                                           OPTIONAL,   -- Need M

    pusch-Config                        SetupRelease { PUSCH-Config }                                           OPTIONAL,   -- Need M
    configuredGrantConfig               SetupRelease { ConfiguredGrantConfig }                                  OPTIONAL,   -- Need M

    srs-Config                          SetupRelease { SRS-Config }                                             OPTIONAL,   -- Need M

    beamFailureRecoveryConfig           SetupRelease { BeamFailureRecoveryConfig }                              OPTIONAL,   -- Cond SpCellOnly

    ...

}

-- TAG-BWP-UPLINKDEDICATED-STOP

-- ASN1STOP

	BWP-UplinkDedicated field descriptions

	beamFailureRecoveryConfig
Determines how the UE performs Beam Failure Recovery upon detection of a Beam Failure (see RadioLinkMonitoringConfig). If supplementaryUplink is present, the field is present only in one of the uplink carriers, either UL or SUL.

	configuredGrantConfig
A Configured-Grant of typ1 or type2. It may be configured for UL or SUL but in case of type1 not for both at a time. Except for reconfiguration with sync and in first reconfiguration after reestablishment, the NW does not reconfigure configuredGrantConfig when there is an active configured uplink grant Type 2 (see TS 38.321 [3]). However, the NW may release the configuredGrantConfig at any time.

	pucch-Config
PUCCH configuration for one BWP of the regular UL or SUL of a serving cell. If the UE is configured with SUL, the network configures PUCCH only on the BWPs of one of the uplinks (UL or SUL). The network configures PUCCH-Config for each SpCell. If supported by the UE, the network may configure at most one additional SCell of a cell group with PUCCH-Config (i.e. PUCCH SCell).

For EN-DC, The NW configures at most one serving cell per frequency range with PUCCH. And for EN-DC, if two PUCCH groups are configured, the serving cells of the NR PUCCH group in FR2 use the same numerology.

The NW may configure (add) PUCCH for a BWP when setting up the BWP. The network may also add/remove the pucch-Config in an RRCReconfiguraiton with reconfigurationWithSync to move the PUCCH between the UL and SUL carrier of one serving. In other cases, only modifications of a previously configured pucch-Config are allowed.
If one (S)UL BWP of a serving cell is configured with PUCCH, all other (S)UL BWPs must be configured with PUCCH, too.

	pusch-Config
PUSCH configuration for one BWP of the regular UL or SUL of a serving cell. If the UE is configured with SUL and if it has a PUSCH-Config for both UL and SUL, a carrier indicator field in DCI indicates for which of the two to use an UL grant. See also L1 parameter 'dynamicPUSCHSUL' (see 38.213, section FFS_Section)

	srs-Config
Uplink sounding reference signal configuration


	Conditional Presence
	Explanation

	SpCellOnly
	The field is optionally present, Need M, in the BWP-UplinkDedicated of an SpCell. It is absent otherwise. 


	**** Next change ****


–
PDCP-Config
The IE PDCP-Config is used to set the configurable PDCP parameters for signalling and data radio bearers.

PDCP-Config information element
-- ASN1START

-- TAG-PDCP-CONFIG-START

PDCP-Config ::=         SEQUENCE {

    drb                     SEQUENCE {

        discardTimer            ENUMERATED {ms10, ms20, ms30, ms40, ms50, ms60, ms75, ms100, ms150, ms200,

                                            ms250, ms300, ms500, ms750, ms1500, infinity}           OPTIONAL, -- Cond Setup

        pdcp-SN-SizeUL          ENUMERATED {len12bits, len18bits}                                   OPTIONAL, -- Cond Setup2

        pdcp-SN-SizeDL          ENUMERATED {len12bits, len18bits}                                   OPTIONAL, -- Cond Setup2

        headerCompression       CHOICE {

            notUsed                 NULL,

            rohc                    SEQUENCE {

                maxCID                  INTEGER (1..16383)                                          DEFAULT 15,

                profiles                SEQUENCE {

                    profile0x0001           BOOLEAN,

                    profile0x0002           BOOLEAN,

                    profile0x0003           BOOLEAN,

                    profile0x0004           BOOLEAN,

                    profile0x0006           BOOLEAN,

                    profile0x0101           BOOLEAN,

                    profile0x0102           BOOLEAN,

                    profile0x0103           BOOLEAN,

                    profile0x0104           BOOLEAN
                },

                drb-ContinueROHC            ENUMERATED { true }                                     OPTIONAL    -- Need N

            },

            uplinkOnlyROHC          SEQUENCE {

                maxCID                  INTEGER (1..16383)                                          DEFAULT 15,

                profiles                SEQUENCE {

                    profile0x0006           BOOLEAN
                },

                drb-ContinueROHC            ENUMERATED { true }                                     OPTIONAL    -- Need N

            },

            ...

        },

        integrityProtection     ENUMERATED { enabled }                                              OPTIONAL,   -- Cond ConnectedTo5GC

        statusReportRequired    ENUMERATED { true }                                                 OPTIONAL,   -- Cond Rlc-AM

        outOfOrderDelivery      ENUMERATED { true }                                                 OPTIONAL    -- Need R

    }                                                                                               OPTIONAL,   -- Cond DRB

    moreThanOneRLC          SEQUENCE {

        primaryPath             SEQUENCE {

            cellGroup               CellGroupId                                                     OPTIONAL,   -- Need R

            logicalChannel          LogicalChannelIdentity                                          OPTIONAL    -- Need R

        },

        ul-DataSplitThreshold   UL-DataSplitThreshold                                               OPTIONAL, -- Cond SplitBearer
        pdcp-Duplication            BOOLEAN                                                         OPTIONAL    -- Need R

    }                                                                                               OPTIONAL, -- Cond MoreThanOneRLC

    t-Reordering                ENUMERATED {

                                    ms0, ms1, ms2, ms4, ms5, ms8, ms10, ms15, ms20, ms30, ms40,

                                    ms50, ms60, ms80, ms100, ms120, ms140, ms160, ms180, ms200, ms220,

                                    ms240, ms260, ms280, ms300, ms500, ms750, ms1000, ms1250,

                                    ms1500, ms1750, ms2000, ms2250, ms2500, ms2750,

                                    ms3000, spare28, spare27, spare26, spare25, spare24,

                                    spare23, spare22, spare21, spare20,

                                    spare19, spare18, spare17, spare16, spare15, spare14,

                                    spare13, spare12, spare11, spare10, spare09,

                                    spare08, spare07, spare06, spare05, spare04, spare03,

                                    spare02, spare01 }                                              OPTIONAL, -- Need S

    ...,

    [[
    cipheringDisabled       ENUMERATED {true}                                                       OPTIONAL    -- Cond ConnectedTo5GC

    ]]
}

UL-DataSplitThreshold ::= ENUMERATED {
                                            b0, b100, b200, b400, b800, b1600, b3200, b6400, b12800, b25600, b51200, b102400, b204800,

                                            b409600, b819200, b1228800, b1638400, b2457600, b3276800, b4096000, b4915200, b5734400,

                                            b6553600, infinity, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1}

-- TAG-PDCP-CONFIG-STOP

-- ASN1STOP

	PDCP-Config field descriptions

	cipheringDisabled

If included, ciphering is disabled for this DRB regardless of which ciphering algorithm is configured for the SRB/DRBs. The field may only be included if the UE is connected to 5GC. Otherwise the field is absent. The network configures all DRBs with the same PDU-session ID with same value for this field.

	discardTimer

Value in ms of discardTimer specified in TS 38.323 [5]. Value ms50 corresponds to 50 ms, ms100 corresponds to 100 ms and so on.

	drb-ContinueROHC

Indicates whether the PDCP entity continues or resets the ROHC header compression protocol during PDCP re-establishment, as specified in TS 38.323 [5]. This field is configured only in case of reconfiguration with sync or in first reconfiguration after reestablishment where the PDCP termination point is not changed and the fullConfig is not indicated.

	headerCompression

If rohc is configured, the UE shall apply the configured ROHC profile(s) in both uplink and downlink. If uplinkOnlyROHC is configured, the UE shall apply the configure ROHC profile(s) in uplink (there is no header compression in downlink). ROHC can be configured for any bearer type. The network reconfigures headerCompression only upon reconfiguration involving PDCP re-establishment.  Network configures headerCompression to notUsed when outOfOrderDelivery is configured.

	integrityProtection

Indicates whether or not integrity protection is configured for this radio bearer.  The value of integrityProtection for a DRB can only be changed using reconfiguration with sync or in first reconfiguration after reestablishment.

FFS: text to indicate where to find the key.

	maxCID

Indicates the value of the MAX_CID parameter as specified in TS 38.323 [5]

FFS: need to specify something with respect to UE capabilities.

	moreThanOneRLC
FFS / TODO: Handle more than two secondary cell groups

	outOfOrderDelivery

Indicates whether or not outOfOrderDelivery specified in TS 38.323 [5] is configured. Out-of-order delivery is configured only when the radio bearer is established.

	pdcp-Duplication
Indicates whether or not uplink duplication status at the time of receiving this IE is configured and activated as specified in TS 38.323 [5]. The presence of this field indicates whether duplication is configured. PDCP duplication is not configured for CA packet duplication of LTE RLC bearer. The value of this field, when the field is present, indicates the initial state of the duplication. If set to TRUE, duplication is activated. The value of this field is always TRUE, when configured for a SRB.

	pdcp-SN-SizeDL

PDCP sequence number size for downlink, 12 or 18 bits, as specified in TS 38.323 [5]. For SRBs only the value 12 is applicable.

	pdcp-SN-SizeUL

PDCP sequence number size for uplink, 12 or 18 bits, as specified in TS 38.323 [5]. For SRBs only the value 12 is applicable.

	primaryPath

Indicates the cell group ID and LCID of the primary RLC entity as specified in TS 38.323 clause 5.2.1 for UL data transmission when more than one RLC entity is associated with the PDCP entity. In this version of the specification, only cell group ID corresponding to MCG is supported for SRBs. The NW indicates cellGroup for split bearers using logical channels in different cell groups. The NW indicates logicalChannel for CA based PDCP duplication, i.e., if both logical channels terminate in the same cell group.

	statusReportRequired

For AM DRBs, indicates whether the DRB is configured to send a PDCP status report in the uplink, as specified in TS 38.323 [5]. For UL DRBs, the value shall be ignored by the UE.

	t-Reordering

Value in ms of t-Reordering specified in TS 38.323 [5]. Value ms0 corresponds to 0ms, value ms20 corresponds to 20ms, value ms40 corresponds to 40ms, and so on.  When the field is absent the UE applies the value infinity.

	ul-DataSplitThreshold

Parameter specified in TS 38.323 [5]. Value b0 corresponds to 0 bytes, value b100 corresponds to 100 bytes, value b200 corresponds to 200 bytes, and so on. The network sets this field to 'infinity' for UEs not supporting splitDRB-withUL-Both-MCG-SCG.


	Conditional presence
	Explanation

	DRB
	This field is mandatory present when the corresponding DRB is being set up, not present for SRBs.  Otherwise this field is optionally present, need M.

	MoreThanOneRLC
	This field is mandatory present upon RRC reconfiguration with setup of a PDCP entity for a radio bearer with more than one associated logical channel and upon RRC reconfiguration with the association of an additional logical channel to the PDCP entity.

Upon RRC reconfiguration when a PDCP entity is associated with multiple logical channels, this field is optionally present need M. Otherwise, this field is absent, and all its included parameters are released.

	Rlc-AM
	For RLC AM, the field is optionally present, need R. Otherwise, the field is not present.

	Setup
	The field is mandatory present in case of radio bearer setup. Otherwise the field is optionally present, need M.

	SplitBearer
	The field is optional present, need M, in case of radio bearer with more than one associated RLC mapped to different cell groups. If the field is absent when the split bearer is configured for the radio bearer first time, then the default value infinity is applied. 

	ConnectedTo5GC
	The field is optionally present, need R, if the UE is connected to 5GC. Otherwise the field is absent.

	Setup2
	This field is mandatory present in case for radio bearer setup for RLC-AM and RLC-UM. Otherwise, this field is not present.


	**** Next change ****


–
RLC-Config
The IE RLC-Config is used to specify the RLC configuration of SRBs and DRBs.

RLC-Config information element
-- ASN1START

-- TAG-RLC-CONFIG-START

RLC-Config ::=                      CHOICE {

    am                                  SEQUENCE {

        ul-AM-RLC                           UL-AM-RLC,

        dl-AM-RLC                           DL-AM-RLC

    },

    um-Bi-Directional                   SEQUENCE {

        ul-UM-RLC                           UL-UM-RLC,

        dl-UM-RLC                           DL-UM-RLC

    },

    um-Uni-Directional-UL               SEQUENCE {

        ul-UM-RLC                           UL-UM-RLC

    },

    um-Uni-Directional-DL               SEQUENCE {

        dl-UM-RLC                           DL-UM-RLC

    },

    ...

}

UL-AM-RLC ::=                       SEQUENCE {

    sn-FieldLength                      SN-FieldLengthAM                                    OPTIONAL,   -- Cond Reestab

    t-PollRetransmit                    T-PollRetransmit,

    pollPDU                             PollPDU,

    pollByte                            PollByte,

    maxRetxThreshold                    ENUMERATED { t1, t2, t3, t4, t6, t8, t16, t32 }

}

DL-AM-RLC ::=                       SEQUENCE {

    sn-FieldLength                      SN-FieldLengthAM                                    OPTIONAL,   -- Cond Reestab

    t-Reassembly                        T-Reassembly,

    t-StatusProhibit                    T-StatusProhibit

}

UL-UM-RLC ::=                       SEQUENCE {

    sn-FieldLength                      SN-FieldLengthUM                                    OPTIONAL    -- Cond Reestab

}

DL-UM-RLC ::=                       SEQUENCE {

    sn-FieldLength                      SN-FieldLengthUM                                    OPTIONAL,   -- Cond Reestab

    t-Reassembly                        T-Reassembly

}

T-PollRetransmit ::=                ENUMERATED {

                                        ms5, ms10, ms15, ms20, ms25, ms30, ms35,

                                        ms40, ms45, ms50, ms55, ms60, ms65, ms70,

                                        ms75, ms80, ms85, ms90, ms95, ms100, ms105,

                                        ms110, ms115, ms120, ms125, ms130, ms135,

                                        ms140, ms145, ms150, ms155, ms160, ms165,

                                        ms170, ms175, ms180, ms185, ms190, ms195,

                                        ms200, ms205, ms210, ms215, ms220, ms225,

                                        ms230, ms235, ms240, ms245, ms250, ms300,

                                        ms350, ms400, ms450, ms500, ms800, ms1000,

                                        ms2000, ms4000, spare5, spare4, spare3,

                                        spare2, spare1}

PollPDU ::=                         ENUMERATED {

                                        p4, p8, p16, p32, p64, p128, p256, p512, p1024, p2048, p4096, p6144, p8192, p12288, p16384, p20480,

                                        p24576, p28672, p32768, p40960, p49152, p57344, p65536, infinity, spare8, spare7, spare6, spare5, spare4,

                                        spare3, spare2, spare1}

PollByte ::=                        ENUMERATED {

                                        kB1, kB2, kB5, kB8, kB10, kB15, kB25, kB50, kB75,

                                        kB100, kB125, kB250, kB375, kB500, kB750, kB1000,

                                        kB1250, kB1500, kB2000, kB3000, kB4000, kB4500,

                                        kB5000, kB5500, kB6000, kB6500, kB7000, kB7500,

                                        mB8, mB9, mB10, mB11, mB12, mB13, mB14, mB15,

                                        mB16, mB17, mB18, mB20, mB25, mB30, mB40, infinity,

                                        spare20, spare19, spare18, spare17, spare16,

                                        spare15, spare14, spare13, spare12, spare11,

                                        spare10, spare9, spare8, spare7, spare6, spare5,

                                        spare4, spare3, spare2, spare1}

T-Reassembly ::=                    ENUMERATED {

                                        ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,

                                        ms40, ms45, ms50, ms55, ms60, ms65, ms70,

                                        ms75, ms80, ms85, ms90, ms95, ms100, ms110,

                                        ms120, ms130, ms140, ms150, ms160, ms170,

                                        ms180, ms190, ms200, spare1}

T-StatusProhibit ::=                ENUMERATED {

                                        ms0, ms5, ms10, ms15, ms20, ms25, ms30, ms35,

                                        ms40, ms45, ms50, ms55, ms60, ms65, ms70,

                                        ms75, ms80, ms85, ms90, ms95, ms100, ms105,

                                        ms110, ms115, ms120, ms125, ms130, ms135,

                                        ms140, ms145, ms150, ms155, ms160, ms165,

                                        ms170, ms175, ms180, ms185, ms190, ms195,

                                        ms200, ms205, ms210, ms215, ms220, ms225,

                                        ms230, ms235, ms240, ms245, ms250, ms300,

                                        ms350, ms400, ms450, ms500, ms800, ms1000,

                                        ms1200, ms1600, ms2000, ms2400, spare2, spare1}

SN-FieldLengthUM ::=                ENUMERATED {size6, size12}

SN-FieldLengthAM ::=                ENUMERATED {size12, size18}

-- TAG-RLC-CONFIG-STOP

-- ASN1STOP

	RLC-Config field descriptions

	maxRetxThreshold

Parameter for RLC AM in TS 38.322 [4]. Value t1 corresponds to 1 retransmission, t2 to 2 retransmissions and so on.

	pollByte

Parameter for RLC AM in TS 38.322 [4]. Value kB25 corresponds to 25 kBytes, kB50 to 50 kBytes and so on. infinity corresponds to an infinite amount of kBytes.

	pollPDU

Parameter for RLC AM in TS 38.322 [4]. Value p4 corresponds to 4 PDUs, p8 to 8 PDUs and so on. infinity corresponds to an infinite number of PDUs.

	sn-FieldLength

Indicates the RLC SN field size, see TS 38.322 [4], in bits. Value size6 means 6 bits, size12 means 12 bits, size18 means 18 bits. The value of sn-FieldLength for a DRB shall be changed only using reconfiguration with sync or in first reconfiguration after reestablishment. The network configures only size12 in SN-FieldLengthAM for SRB.

	t-PollRetransmit

Timer for RLC AM in TS 38.322 [4], in milliseconds. Value ms5 means 5ms, ms10 means 10ms and so on.

	t-Reassembly

Timer for reassembly in TS 38.322 [4], in milliseconds. Value ms0 means 0ms, ms5 means 5ms and so on. 

	t-StatusProhibit

Timer for status reporting in TS 38.322 [4], in milliseconds. Value ms0 means 0ms, ms5 means 5ms and so on.


	Conditional Presence
	Explanation

	Reestab
	The field is mandatory present at bearer setup. It is optionally present, need M, at RLC re-establishment.  Otherwise it is not present.


	**** Next change ****


–
ServingCellConfigCommon
The ServingCellConfigCommon IE is used to configure cell specific parameters of a UE's serving cell. The IE contains parameters which a UE would typically acquire from SSB, MIB or SIBs when accessing the cell from IDLE. With this IE, the network provides this information in dedicated signalling when configuring a UE with a SCells or with an additional cell group (SCG). It also provides it for SpCells (MCG and SCG) upon reconfiguration with sync and first reconfiguration after reestablishment.

ServingCellConfigCommon information element

-- ASN1START

-- TAG-SERVING-CELL-CONFIG-COMMON-START

ServingCellConfigCommon ::=         SEQUENCE {

    physCellId                          PhysCellId                                                  OPTIONAL,   -- Cond HOAndServCellAdd,

    downlinkConfigCommon                DownlinkConfigCommon                                        OPTIONAL,   -- Cond HOAndServCellAdd

    uplinkConfigCommon                  UplinkConfigCommon                                          OPTIONAL,   -- Need M

    supplementaryUplinkConfig                   UplinkConfigCommon                                  OPTIONAL,   -- Need S

    n-TimingAdvanceOffset               ENUMERATED { n0, n25600, n39936 }                           OPTIONAL,   -- Need S

    ssb-PositionsInBurst                CHOICE {

        shortBitmap                         BIT STRING (SIZE (4)),

        mediumBitmap                        BIT STRING (SIZE (8)),

        longBitmap                          BIT STRING (SIZE (64))

    }                                                                                                           OPTIONAL,   -- Cond AbsFreqSSB

    ssb-periodicityServingCell          ENUMERATED { ms5, ms10, ms20, ms40, ms80, ms160, spare2, spare1 }       OPTIONAL,   -- Need S

    dmrs-TypeA-Position                 ENUMERATED {pos2, pos3},

    lte-CRS-ToMatchAround               SetupRelease { RateMatchPatternLTE-CRS }                                OPTIONAL,   -- Need M

    rateMatchPatternToAddModList        SEQUENCE (SIZE (1..maxNrofRateMatchPatterns)) OF RateMatchPattern       OPTIONAL,   -- Need N

    rateMatchPatternToReleaseList       SEQUENCE (SIZE (1..maxNrofRateMatchPatterns)) OF RateMatchPatternId     OPTIONAL,   -- Need N

    subcarrierSpacing                   SubcarrierSpacing                                                       OPTIONAL,   -- Cond HOAndServCellAdd

    tdd-UL-DL-ConfigurationCommon       TDD-UL-DL-ConfigCommon                                                  OPTIONAL,   -- Cond TDD

    ss-PBCH-BlockPower                  INTEGER (-60..50),

    ...

}

-- TAG-SERVING-CELL-CONFIG-COMMON-STOP
-- ASN1STOP

	ServingCellConfigCommon field descriptions

	dmrs-TypeA-Position
Position of (first) DM-RS for downlink (see 38.211, section 7.4.1.1.1) and uplink (38.211, section 6.4.1.1.3).

	downlinkConfigCommon
The common downlink configuration of the serving cell, including the frequency information configuration and the initial downlink BWP common configuration. The parameters provided herein should match the parameters configured by MIB and SIB1 of the serving cell. 

	longBitmap
bitmap for above 6 GHz

	lte-CRS-ToMatchAround
Parameters to determine an LTE CRS pattern that the UE shall rate match around.

	mediumBitmap
bitmap for 3-6 GHz

	n-TimingAdvanceOffset
The N_TA-Offset to be applied for random access on this serving cell. If the field is absent, the UE applies the value defined for the duplex mode and frequency range of this serving cell. See 38.133, table 7.1.2-2.

	rateMatchPatternToAddModList
Resources patterns which the UE should rate match PDSCH around. The UE rate matches around the union of all resources indicated in the nested bitmaps. Rate match patterns defined here on cell level apply only to PDSCH of the same numerology. Corresponds to L1 parameter 'Resource-set-cell' (see 38.214, section 5.1.2.2.3)

	shortBitmap
bitmap for sub 3 GHz

	ss-PBCH-BlockPower
TX power that the NW used for SSB transmission. The UE uses it to estimate the RA preamble TX power. (see 38.213, section 7.4)

	ssb-periodicityServingCell
The SSB periodicity in ms for the rate matching purpose. If the field is absent, the UE applies the value ms5. (see 38.211, section [7.4.3.1])

	ssb-PositionsInBurst
Indicates the time domain positions of the transmitted SS-blocks in an SS-burst. The first/ leftmost bit corresponds to SS/PBCH block index 0, the second bit corresponds to SS/PBCH block index 1, and so on. Value 0 in the bitmap indicates that the corresponding SS/PBCH block is not transmitted while value 1 indicates that the corresponding SS/PBCH block is transmitted. Corresponds to L1 parameter 'SSB-Transmitted' (see 38.213, section 5.1)

	subcarrierSpacing
Subcarrier spacing of SSB. Only the values 15 or 30 kHz (<6GHz), 120 or 240 kHz (>6GHz) are applicable.

	supplementaryUplinkConfig

The network configures this field only if uplinkConfigCommon is configured. If this field is absent, the UE shall release the supplementaryUplinkConfig and the supplementaryUplink configured in ServingCellConfig of this serving cell, if configured.

	tdd-UL-DL-ConfigurationCommon
A cell-specific TDD UL/DL configuration, see 38.213, section 11.1.


	Conditional Presence
	Explanation

	AbsFreqSSB
	The field is absent when absoluteFrequencySSB in frequencyInfoDL is absent, otherwise the field is mandatory present.

	HOAndServCellAdd
	This field is mandatory present for inter-cell handover and upon serving cell (PSCell/SCell) addition. Otherwise, the field is absent, Need M. 

	ServCellAdd
	This field is mandatory present upon serving cell addition (for PSCell and SCell). It is optionally present, Need M otherwise.

	TDD
	The field is optionally present, Need R, for TDD cells; otherwise it is not present.


