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1 Introduction

In TR 38.889 [1], the following agreement is captured:
“For paging, it may be beneficial to introduce more opportunities per DRX cycle for the UE to receive the page. The additional locations can be provided for example in time domain or frequency domain.”

In this contribution, we discuss methods to improve paging and provide text proposal for TR 38.889.

2 Discussion

It has been agreed that channel occupancy, and more specifically an inability to acquire the channel during a UE’s POs, increases the over-all paging latency in NR-U compared to NR.
Increasing the opportunities for a UE to receive a page can be done by either increasing the number of POs within a PF [6-8][10-12], or increasing the number of PFs in time (e.g. by shortening the DRX cycle). The former seems like a more agreeable method given that UE power savings are affected if the UE has to wake up more often. However, increasing the number of POs in a PF may not be sufficient given that the channel load is highly correlated in such a short time span. For example, the probability of successful channel access in a slot is highly correlated to that of an adjacent slot. Therefore, to reduce the correlation and improve the channel access probability, the network would have to use maximum separation between POs in a PF (e.g. assign POs at the beginning and end of a PF). This is poor PF utilization and does not allow the network to effectively spread the paging load over the PF.

On the other hand, reducing the DRX cycle to increase the number of PFs would remove the channel access correlation between POs. However, this comes at a cost of increasing UE power consumption. Furthermore, this also reduces the network’s ability to effectively spread the paging load in time and thus reduces its paging capacity.

Observation 1: Multiple POs in a PF have highly correlated channel access probabilities and may not improve UE reachability for paging transmissions.

Observation 2: Decreasing DRX cycle duration to improve channel access probability reduces UE power savings and paging transmission capacity.
It has been proposed that POs can be spread in the frequency domain [11]. This can provide more channel access diversity for the network to transmit a paging message on at least one PO in a PF. One drawback of this method is that to significantly increase channel access probability, a UE should always monitor multiple frequency regions within a PF.
In cases where the channel occupancy is low, current NR operation is sufficient for paging. However, the channel occupancy may change dynamically. Therefore, monitoring extra POs upon a condition being satisfied is beneficial in high channel occupancy conditions [5]. This means that in cases of high channel occupancy, a UE should monitor more POs, possibly in more frequency regions and possibly across multiple PFs (or in a PF of longer duration) per DRX cycle. For example, in high occupancy, a UE may monitor multiple POs, possibly each in its own PF and possibly each in a different frequency. Whereas in low channel occupancy, the UE can monitor a single PO in a single PF per DRX cycle. The method to determine when a condition to monitor extra POs has been satisfied can be discussed in the WI. Such method could for example be based on lack of reception of a signal (e.g. DRS) during a PO, reception of a Wake-up Signal (WUS) activating a PO, explicit indication in a PO activating a future PO, and the like.
Proposal 1: The UE can be configured with conditional POs that may be triggered to be active, e.g. depending on the channel occupancy of the unlicensed channel.
Such conditional POs can ensure that a UE is not unnecessarily wasting power monitoring multiple POs in multiple frequencies if the gNB can easily acquire the channel in the legacy PO. Furthermore, providing UEs with more POs reduces the over-all paging capacity of the network (or requires an increase in paging resources). However, conditional POs means that the network should not expect to always need such POs and they can therefore be spread out in a way to ensure paging capacity is not reduced. For example, a first UE may have a first resource as its main PO and a second resource as a conditional PO. Another UE may be configured with the opposite. Therefore, only in cases where both UEs are to be paged and only a single PO is available will there be a need to transmit multiple paging messages in a PO.
3 Text Proposal for TR 38.889

Based on the above we make the following proposal:
Proposal 2: Add the TP in TR 38.889.
7.2.2
Higher layer aspects

7.2.2.1
Inactive and Idle procedures (38.304 related)

For Inactive and Idle mode procedures, Rel-15 NR design is considered as the baseline. As such, NR licensed measurement framework (cell and beam quality derivation for RSRP, RSRQ, and SINR, filtering and combining multiple beams) is also used as the baseline.
The UE measurements in Idle/Inactive mode will assume recurring transmissions of SSB/PBCH and RMSI but possibly with reduced opportunities due to LBT. The impact of LBT on Idle/Inactive measurement is not captured in RAN2 specifications.

In unlicensed bands, multiple PLMNs can use the same carriers without any coordination. Therefore, the best cell found by a UE on a frequency may not belong the registered PLMN. In this case, the UE should be enabled to camp on a non-best cell on a carrier if the best cell does not belong to the registered PLMN (or E-PLMN), where the non-best cell would still be the best cell of the registered PLMN.

For paging, it may be beneficial to introduce more opportunities per DRX cycle for the UE to receive the page. The additional locations can be provided for example in time domain or frequency domain. Additional opportunities may be configured in different paging frames and on different PRBs. To reduce unnecessary monitoring of paging occasions while maintaining paging capacity, monitoring additional opportunities may be conditional on channel occupancy.
4 Conclusion

In this contribution we discuss paging enhancements for NR-U and provide the following observations and proposals and TP for 38.889:

Observation 1: Multiple POs in a PF have highly correlated channel access probabilities and may not improve UE reachability for paging transmissions.

Observation 2: Decreasing DRX cycle duration to improve channel access probability reduces UE power savings and paging transmission capacity.
Proposal 1: The UE can be configured with conditional POs that may be triggered to be active, e.g. depending on the channel occupancy of the unlicensed channel.
Proposal 2: Add the TP in TR 38.889.
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