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	Reason for change:
	The TCI-StateId which are configured in PDSCH of initial DL BWP also be used for indication of TCI state for CORESET#0 in MAC CE.


	
	

	Summary of change:
	Add description for the claficiation that The TCI-StateId which are configured in PDSCH of initial DL BWP also be used for indication of TCI state for CORESET#0 in MAC CE.
Impact analysis

Impacted functionality:

TCI state activation.
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<Start of modification 1>
6.1.3.15
TCI State Indication for UE-specific PDCCH MAC CE

The TCI State Indication for UE-specific PDCCH MAC CE is identified by a MAC PDU subheader with LCID as specified in Table 6.2.1-1. It has a fixed size of 16 bits with following fields:

-
Serving Cell ID: This field indicates the identity of the Serving Cell for which the MAC CE applies. The length of the field is 5 bits;

-
CORESET ID: This field indicates a Control Resource Set identified with ControlResourceSetId as specified in TS 38.331 [5], for which the TCI State is being indicated. The length of the field is 4 bits;
-
TCI State ID: This field indicates the TCI state identified by TCI-StateId as specified in TS 38.331 [5] applicable to the Control Resource Set identified by CORESET ID field in case that the CORESET ID’s value is not 0 or the TCI state identified by TCI-StateId configured in PDSCH-Config of initial DL BWP as specified in TS 38.331 [5] in case that the CORESET ID’s value is 0. The length of the field is 7 bits.
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Figure 6.1.3.15-1: TCI State Indication for UE-specific PDCCH MAC CE
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