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<Start of modified section>
5.2.2.4.2
Actions upon reception of the SIB1
Upon receiving the SIB1 the UE shall:
1>
store the acquired SIB1;

1>
if the cellAccessRelatedInfo contains an entry with the PLMN-Identity of the selected PLMN:

2>
in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding PLMN-IdentityInfo containing the selected PLMN;

1>
if in RRC_CONNECTED while T311 is not running:

2>
disregard the frequencyBandList, if received, while in RRC_CONNECTED;

2>
forward the cellIdentity to upper layers;

2>
forward the trackingAreaCode to upper layers;

1>
else:

2>
if one or more of the frequency bands indicated in the frequencyBandList for downlink and one or more of the frequency bands indicated in the frequencyBandList for uplink or one or more of the frequency bands indicated in the frequencyBandList for supplementary uplink, if configured, are part of the frequency bands supported by the UE and they are not downlink only bands, and the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList within the frequencyBandList of FrequencyInfoUL-SIB for FDD or of FrequencyInfoDL-SIB for TDD for the frequency band selected by the UE (for the downlink and uplink or supplementary uplink, if configured):

3>
forward the cellIdentity to upper layers;

3>
forward the trackingAreaCode to upper layers;

3>
forward the ims-EmergencySupport to upper layers, if present;

3>
forward the eCallOverIMS-Support to upper layers, if present;

3>
apply the configuration included in the servingCellConfigCommon;

3>
apply the specified PCCH configuration defined in 9.1.1.3;

3>
if the UE has a stored valid version of a SIB that the UE requires to operate within the cell in accordance with sub-clause 5.2.2.2.1:

4>
use the stored version of the required SIB;

3>
if the UE has not stored the valid version of one or several required SIB(s), in accordance with sub-clause 5.2.2.2.1:

4>
for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to broadcasting:
5>
acquire the SI message(s) as defined in sub-clause 5.2.2.3.2;

4>
for the SI message(s) that, according to the si-SchedulingInfo, contain at least one required SIB and for which si-BroadcastStatus is set to notBroadcasting:

5>
trigger a request to acquire the SI message(s) as defined in sub-clause 5.2.2.3.3;

3>
apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList;

3>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:

4>
apply the additionalPmax;

3>
else:

4>
apply the p-Max;

2>
else:

3>
consider the cell as barred in accordance with TS 38.304 [20]; and

3>
perform barring as if intraFreqReselection is set to notAllowed;

Editor's Note: To be further updated when content of the SIB1 has been completed.

<End of modified section>
<Start of modified section>
5.2.2.4.3
Actions upon reception of SIB2

Upon receiving SIB2, the UE shall:

1>
if in RRC_IDLE, or in RRC_INACTIVE or in RRC_CONNECTED while T311 is running:

2>
if, for the frequency band selected by the UE (from the procedure in Section 5.2.2.4.2) to represent the serving cell's carrier frequency, the frequencyBandList is present in SIB2, the frequencyBandListSUL is present in SIB2 for supplementary uplink, if configured, and the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList within the frequencyBandList:

3>
apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList;

3>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:

4>
apply the additionalPmax;

3>
else:

4>
apply the p-Max;

2>
else:

3>
apply the p-Max;
<End of modified section>
<Start of modified section>
5.2.2.4.5
Actions upon reception of SIB4
Upon receiving SIB4 the UE shall:

1>
if in RRC_IDLE, or in RRC_INACTIVE or in RRC_CONNECTED while T311 is running:

2>
if, for the frequency band selected by the UE to represent a non-serving NR carrier frequency is not a downlink only band:

3>
if, for the selected frequency band, the frequencyBandList is present in SIB4, the frequencyBandListSUL is present in SIB4 for supplementary uplink, if configured, and the UE supports at least one additionalSpectrumEmission in the NR-NS-PmaxList within the frequencyBandList:

4>
apply the first listed additionalSpectrumEmission which it supports among the values included in NR-NS-PmaxList within frequencyBandList;

4>
if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NR-NS-PmaxList:

5>
apply the additionalPmax;

4>
else:

5>
apply the p-Max;

3>
else:

4>
apply the p-Max;

<End of modified section>
<Start of modified section>
5.3.8.3
Reception of the RRCRelease by the UE

The UE shall:

1>
delay the following actions defined in this sub-clause 60ms from the moment the RRCRelease message was received or optionally when lower layers indicate that the receipt of the RRCRelease message has been successfully acknowledged, whichever is earlier;

1>
stop timer T320, if running;

1>
if the RRCRelease message includes redirectedCarrierInfo indicating redirection to eutra:

2>
if cnType is included:

3>
the received cnType is provided to upper layers;

NOTE:
Handling the case if the E-UTRA cell selected after the redirection does not support the core network type specified by the cnType, is up to UE implementation.

1>
if the RRCRelease message includes the cellReselectionPriorities:

2>
store the cell reselection priority information provided by the cellReselectionPriorities;

2>
if the t320 is included:

3>
start timer T320, with the timer value set according to the value of t320;

1>
else:

2>
apply the cell reselection priority information broadcast in the system information;

1>
if deprioritisationReq is included:

2>
start or restart timer T325 with the timer value set to the deprioritisationTimer signalled;

2>
store the deprioritisationReq until T325 expiry or until PLMN selection is performed on request by NAS;

1>
if the RRCRelease includes suspendConfig:

2>
apply the received suspendConfig;

2>
store fullI-RNTI, shortI-RNTI, nextHopChainingCount, t380 and ran-PagingCycle provided in suspendConfig;

2>
reset MAC;

2>
re-establish RLC entities for SRB1;

2>
if the RRCRelease message with suspendConfig was received in response to an RRCResumeRequest or an RRCResumeRequest1:

3>
stop the timer T319 if running;

3>
replace any previously stored security context with newly received security context in the suspendConfig;

3>
replace the previously stored C-RNTI with the temporary C-RNTI in the cell the UE has received the RRCRelease message;

3>
replace the previously stored cellIdentity with the cellIdentity of the cell the UE has received the RRCRelease message;

3>
replace the previously stored physical cell identity with the physical cell identity of the cell the UE has received the RRCRelease message;

2>
else:

3>
store the UE AS Context including the current RRC configuration, the current security context, the PDCP state including ROHC state, SDAP configuration, C-RNTI used in the source PCell, the cellIdentity and the physical cell identity of the source PCell;

2>
suspend all SRB(s) and DRB(s), except SRB0;

2>
start timer T380, with the timer value set to t380;

2>
indicate the suspension of the RRC connection to upper layers;

2>
enter RRC_INACTIVE and perform procedures as specified in TS 38.304 [21]

1>
else

2>
perform the actions upon going to RRC_IDLE as specified in 5.3.11, with the release cause 'other'.

Editor's Note: FFS Whether there needs to be different release causes and actions associated.

<End of modified section>

<Start of modified section>
<TEXT OMITTED>
–
RRCRelease
The RRCRelease message is used to command the release of an RRC connection or the suspension of the RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: Network to UE

RRCRelease message
-- ASN1START

-- TAG-RRCRELEASE-START

RRCRelease ::=                      SEQUENCE {

    rrc-TransactionIdentifier           RRC-TransactionIdentifier,

    criticalExtensions                  CHOICE {

        rrcRelease                          RRCRelease-IEs,

        criticalExtensionsFuture            SEQUENCE {}

    }

}

RRCRelease-IEs ::=                  SEQUENCE {

    redirectedCarrierInfo               RedirectedCarrierInfo                                                   OPTIONAL,   -- Need N

    cellReselectionPriorities           CellReselectionPriorities                                               OPTIONAL,   -- Need R

    suspendConfig                       SuspendConfig                                                           OPTIONAL,   -- Need R

    deprioritisationReq                 SEQUENCE {

        deprioritisationType                ENUMERATED {frequency, nr},

        deprioritisationTimer               ENUMERATED {min5, min10, min15, min30}

    }                                                                                                           OPTIONAL,   -- Need N

    lateNonCriticalExtension                OCTET STRING                                                        OPTIONAL,

    nonCriticalExtension                    SEQUENCE{}                                                          OPTIONAL
}

RedirectedCarrierInfo ::=           CHOICE {

    nr                                  CarrierInfoNR,

    eutra                               RedirectedCarrierInfo-EUTRA,

    ...

}

RedirectedCarrierInfo-EUTRA ::=     SEQUENCE {

    eutraFrequency                          ARFCN-ValueEUTRA,

    cnType-r15                              ENUMERATED {epc,fiveGC}                                             OPTIONAL
}

CarrierInfoNR ::=                   SEQUENCE {

    carrierFreq                         ARFCN-ValueNR,

    ssbSubcarrierSpacing                SubcarrierSpacing,

    smtc                                SSB-MTC                                                                 OPTIONAL,      -- Need S

    ...

}

SuspendConfig ::=                   SEQUENCE {

    fullI-RNTI                          I-RNTI-Value,

    shortI-RNTI                         ShortI-RNTI-Value,

    ran-PagingCycle                     PagingCycle,

    ran-NotificationAreaInfo            RAN-NotificationAreaInfo                                                OPTIONAL,   -- Need M

    t380                                PeriodicRNAU-TimerValue                                                 OPTIONAL,   -- Need R

    nextHopChainingCount                NextHopChainingCount,

    ...

}

PeriodicRNAU-TimerValue ::=         ENUMERATED { min5, min10, min20, min30, min60, min120, min360, min720}

CellReselectionPriorities ::=       SEQUENCE {

    freqPriorityListEUTRA               FreqPriorityListEUTRA                                                   OPTIONAL,       -- Need M

    freqPriorityListNR                  FreqPriorityListNR                                                      OPTIONAL,       -- Need M

    t320                                ENUMERATED {min5, min10, min20, min30, min60, min120, min180, spare1}   OPTIONAL,       -- Need R

    ...

}

PagingCycle ::=                     ENUMERATED {rf32, rf64, rf128, rf256}

FreqPriorityListEUTRA ::=           SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityEUTRA

FreqPriorityListNR ::=              SEQUENCE (SIZE (1..maxFreq)) OF FreqPriorityNR

FreqPriorityEUTRA ::=               SEQUENCE {

    carrierFreq                         ARFCN-ValueEUTRA,

    cellReselectionPriority             CellReselectionPriority,

    cellReselectionSubPriority          CellReselectionSubPriority                                              OPTIONAL        -- Need R

}

FreqPriorityNR ::=                  SEQUENCE {

    carrierFreq                         ARFCN-ValueNR,

    cellReselectionPriority             CellReselectionPriority,

    cellReselectionSubPriority          CellReselectionSubPriority                                              OPTIONAL        -- Need R

}

RAN-NotificationAreaInfo ::=        CHOICE {

    cellList                            PLMN-RAN-AreaCellList,

    ran-AreaConfigList                  PLMN-RAN-AreaConfigList,

    ...

}

PLMN-RAN-AreaCellList ::=           SEQUENCE (SIZE (1.. maxPLMNIdentities)) OF PLMN-RAN-AreaCell

PLMN-RAN-AreaCell ::=               SEQUENCE {

    plmn-Identity                       PLMN-Identity                                                           OPTIONAL,   -- Need S

    ran-AreaCells                       SEQUENCE (SIZE (1..32)) OF  CellIdentity

}

PLMN-RAN-AreaConfigList ::=         SEQUENCE (SIZE (1..maxPLMNIdentities)) OF PLMN-RAN-AreaConfig

PLMN-RAN-AreaConfig ::=             SEQUENCE {

    plmn-Identity                       PLMN-Identity                                                           OPTIONAL,   -- Need S

    ran-Area                            SEQUENCE (SIZE (1..16)) OF  RAN-AreaConfig

}

RAN-AreaConfig ::=                  SEQUENCE {

    trackingAreaCode            TrackingAreaCode,

    ran-AreaCodeList            SEQUENCE (SIZE (1..32)) OF  RAN-AreaCode        OPTIONAL    -- Need R

}

-- TAG-RRCRELEASE-STOP

-- ASN1STOP

Editor's Note: FFS Whether RejectWaitTimer is needed in RRCRelease message.

	RRCRelease field descriptions

	cnType

Indicate that the UE is redirected to EPC or 5GC.

	deprioritisationReq

Indicates whether the current frequency or RAT is to be de-prioritised. 

	deprioritisationTimer
Indicates the period for which either the current carrier frequency or NR is deprioritised. Value minN corresponds to N minutes.

	suspendConfig
Indicates configuration for the RRC_INACTIVE state.

	t380

Refers to the timer that triggers the periodic RNAU procedure in UE. Value min5 corresponds to 5 minutes, value min10 corresponds to 10 minutes and so on.

	ran-PagingCycle

Refers to the UE specific cycle for RAN-initiated paging. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	redirectedCarrierInfo

Indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to an NR or an inter-RAT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 38.304 [20]


	CarrierInfoNR field descriptions

	carrierFreq

Indicates the redirected NR frequency.

	ssbSubcarrierSpacing

Subcarrier spacing of SSB in the redirected SSB frequency. Only the values 15 or 30 (<6GHz), 120 kHz or 240 kHz (>6GHz) are applicable.

	smtc

The SSB periodicity/offset/duration configuration for the redirected SSB frequency. It is based on timing reference of PCell. If the field is absent, the UE uses the SMTC configured in the measObjectNR having the same SSB frequency and subcarrier spacing.


	RAN-NotificationAreaInfo field descriptions

	cellList
A list of cells configured as RAN area.

	ran-AreaConfigList
A list of RAN area codes or RA code(s) as RAN area.


	PLMN-RAN-AreaConfig field descriptions

	plmn-Identity

PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE uses the ID of the registered PLMN.

	ran-AreaCodeList
The sum of RAN-AreaCodes all PLMNs does not exceed 32

	ran-Area

Indicates whether TA code(s) or RAN area code(s) are used for the RAN notification area. The network uses only TA code(s) or RAN area code(s) to configure a UE.


	PLMN-RAN-AreaCell field descriptions

	plmn-Identity
PLMN Identity to which the cells in ran-AreaCells belong. If the field is absent the UE uses the ID of the registered PLMN.

	ran-AreaCells
The sum of cells from all PLMNs does not exceed 32



<TEXT OMITTED>
<End of modified section>
<Start of modified section>
<TEXT OMITTED>
–
Q-OffsetRange

The IE Q-OffsetRange is used to indicate a cell, beam or measurement object specific offset to be applied when evaluating candidates for cell re-selection or when evaluating triggering conditions for measurement reporting. The IE Q-OffsetRange is also used with cell ranking as IE rangeToBestCell in case of multi-beam operations as defined in TS 38.304 [20]. The value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.
Q-OffsetRange information element

-- ASN1START

-- TAG-Q-OFFSET-START

Q-OffsetRange ::=                   ENUMERATED {

                                                dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,

                                                dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,

                                                dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,

                                                dB6, dB8, dB10, dB12, dB14, dB16, dB18,

                                                dB20, dB22, dB24}

-- TAG-Q-OFFSET-STOP

-- ASN1STOP


<TEXT OMITTED>
–
SIB4

SIB4 contains information relevant only for inter-frequency cell re-selection i.e. information about other NR frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SIB4 information element
-- ASN1START

-- TAG-SIB4-START

SIB4 ::=        SEQUENCE {

    interFreqCarrierFreqList            InterFreqCarrierFreqList,

    lateNonCriticalExtension            OCTET STRING        OPTIONAL,

    ...

}

InterFreqCarrierFreqList ::=             SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo

InterFreqCarrierFreqInfo ::=     SEQUENCE {

    dl-CarrierFreq                  ARFCN-ValueNR,

    frequencyBandList                   MultiFrequencyBandListNR-SIB            OPTIONAL,   -- Need R

    frequencyBandListSUL                MultiFrequencyBandListNR-SIB            OPTIONAL,   -- Need R

    nrofSS-BlocksToAverage          INTEGER (2..maxNrofSS-BlocksToAverage)      OPTIONAL,

    absThreshSS-BlocksConsolidation ThresholdNR                                 OPTIONAL,

    smtc                                SSB-MTC                                     OPTIONAL,   -- Need R

    ssbSubcarrierSpacing                SubcarrierSpacing,

    ssb-ToMeasure                   SSB-ToMeasure                               OPTIONAL,   -- Need R

    deriveSSB-IndexFromCell         BOOLEAN,

    ss-RSSI-Measurement             SS-RSSI-Measurement                             OPTIONAL,

    q-RxLevMin                          Q-RxLevMin,

    q-RxLevMinSUL                       Q-RxLevMin          OPTIONAL,       -- Need R

    q-QualMin                           Q-QualMin           OPTIONAL,       -- Need R,

    p-Max                               P-Max                           OPTIONAL,       -- Need R

    t-ReselectionNR                 T-Reselection,

    t-ReselectionNR-SF                  SpeedStateScaleFactors OPTIONAL,        -- Need N

    threshX-HighP                       ReselectionThreshold,

    threshX-LowP                        ReselectionThreshold,

    threshX-Q                       SEQUENCE {

        threshX-HighQ                       ReselectionThresholdQ,

        threshX-LowQ                        ReselectionThresholdQ

    }                                                                   OPTIONAL, -- Cond RSRQ

    cellReselectionPriority         CellReselectionPriority     OPTIONAL,       -- Need R

    cellReselectionSubPriority      CellReselectionSubPriority  OPTIONAL,       -- Need R

    q-OffsetFreq                        Q-OffsetRange                   DEFAULT dB0,

    interFreqNeighCellList          InterFreqNeighCellList      OPTIONAL,       -- Need R

    interFreqBlackCellList          InterFreqBlackCellList      OPTIONAL,       -- Need R

    ...

}

InterFreqNeighCellList ::=          SEQUENCE (SIZE (1..maxCellInter)) OF InterFreqNeighCellInfo

InterFreqNeighCellInfo ::=          SEQUENCE {

    physCellId                              PhysCellId,

    q-OffsetCell                            Q-OffsetRange,

        q-RxLevMinOffsetCell                INTEGER (1..8)              OPTIONAL,   -- Need R

        q-RxLevMinOffsetCellSUL             INTEGER (1..8)              OPTIONAL,   -- Need R

    q-QualMinOffsetCell                     INTEGER (1..8)              OPTIONAL,   -- Need R

    ...

}

InterFreqBlackCellList ::=          SEQUENCE (SIZE (1..maxCellBlack)) OF PCI-Range

-- TAG-SIB4-STOP

-- ASN1STOP

	SIB4 field descriptions

	absThreshSS-BlocksConsolidation

Threshold for consolidation of L1 measurements per RS index.

	deriveSSB-IndexFromCell

This field indicates whether the UE may use the timing of any detected cell on that frequency to derive the SSB index of all neighbour cells on that frequency. If this field is set to TRUE, the UE assumes SFN and frame boundary alignment across cells on the neighbor frequency as specified in 38.133 [14].

	interFreqBlackCellList

List of blacklisted inter-frequency neighbouring cells.

	interFreqCarrierFreqList

List of neighbouring carrier frequencies and frequency specific cell re-selection information. 

	interFreqNeighCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters.

	nrofSS-BlocksToAverage

Number of SS blocks to average for cell measurement derivation.

	p-Max

Value applicable for the neighbouring NR cells on this carrier frequency. If absent the UE applies the maximum power according to TS 38.101 [15].

	q-OffsetCell

Parameter "Qoffsets,n" in TS 38.304 [4].

	q-OffsetFreq

Parameter "Qoffsetfrequency" in TS 38.304 [4].

	q-QualMin

Parameter "Qqualmin" in TS 38.304 [4]. 

	q-QualMinOffsetCell

Parameter "Qqualminoffsetcell" in TS 38.304 [4]. Actual value Qqualminoffsetcell = field value [dB].

	q-RxLevMin

Parameter "Qrxlevmin" in TS 38.304 [4], applicable for inter-frequency neighbour cells.

	q-RxLevMinOffsetCell

Parameter "Qrxlevminoffsetcell" in TS 38.304 [4]. Actual value Qrxlevminoffsetcell = field value * 2 [dB].

	q-RxLevMinOffsetCellSUL

Parameter "QrxlevminoffsetcellSUL" in TS 38.304 [4]. Actual value QrxlevminoffsetcellSUL = field value * 2 [dB].

	q-RxLevMinSUL
Parameter "Qrxlevmin" in TS 38.304 [4], applicable for inter-frequency neighbour cells.

	smtc

Measurement timing configuration for inter-frequency measurement. If this field is absent, the UE assumes that SSB periodicity is 5 ms in this frequency.

	ssb-ToMeasure

The set of SS blocks to be measured within the SMTC measurement duration (see 38.215). When the field is absent the UE measures on all SS-blocks.

	ssbSubcarrierSpacing

Subcarrier spacing of SSB. Only the values 15 or 30  (<6GHz), 120 kHz or 240 kHz (>6GHz) are applicable.

	threshX-HighP

Parameter "ThreshX, HighP" in TS 38.304 [4].

	threshX-HighQ

Parameter "ThreshX, HighQ" in TS 38.304 [4].

	threshX-LowP

Parameter "ThreshX, LowP" in TS 38.304 [4].

	threshX-LowQ

Parameter "ThreshX, LowQ" in TS 38.304 [4].

	t-ReselectionNR

Parameter "TreselectionNR" in TS 38.304 [4].

	t-ReselectionNR-SF

Parameter "Speed dependent ScalingFactor for TreselectionNR" in TS 38.304 [4]. If the field is not present, the UE behaviour is specified in TS 38.304 [4].


	Conditional Presence
	Explanation

	RSRQ
	The field is mandatory present if threshServingLowQ is present in SIB2; otherwise it is not present.


<TEXT OMITTED>
<End of modified section>
