
3GPP TSG-RAN2 Meeting #104
R2-1817147
Spokane, USA, 12 - 16 November 2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.331
	CR
	0604
	rev
	-
	Current version:
	15.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	x
	Radio Access Network
	x
	Core Network
	


	

	Title:

	Correction to Q-RxLevMin and Q-QualMin value range

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R2

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2018-11-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The value range for Q-RxLevMin and Q-QualMin does not match the RAN4 value range for RSRP and RSRQ respectively. 

	
	

	Summary of change:
	The value range for Q-RxLevMin is changed to INTEGER (-78..-16).

The value range for Q-QualMin is changed to INTEGER (-43..20).

Impact Analysis

Impacted functionality:

Cell selection
Inter-operability:

1. If the NW is implemented according to the CR but the UE is not then the UE may not be able to receive the cell selection parameters and not be able to select the cell.

2. If the UE is implemented according to the CR but the NW is not then the UE may not be able to receive the cell selection parameters and not be able to select the cell.

	
	

	Consequences if not approved:
	The network is not able to configure the lowest or highest possible cell selection criteria in the cell.
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<Start of modified section>
<TEXT OMITTED>
–
Q-QualMin
The IE Q-QualMin is used to indicate for cell selection/ re-selection the required minimum received RSRQ level in the (NR) cell. Corresponds to parameter Qqualmin in TS 38.304 [4]. Actual value Qqualmin = field value [dB].
Q-QualMin information element

-- ASN1START

-- TAG-Q-QUALMIN-START

Q-QualMin ::=                       INTEGER (-43..20)       
-- TAG-Q-QUALMIN-STOP

-- ASN1STOP
–
Q-RxLevMin
The IE Q-RxLevMin is used to indicate for cell selection/ re-selection the required minimum received RSRP level in the (NR) cell. Corresponds to parameter Qrxlevmin in TS 38.304 [4]. Actual value Qrxlevmin = field value * 2 [dBm].
Q-RxLevMin information element

-- ASN1START

-- TAG-Q-RXLEVMIN-START

Q-RxLevMin ::=                      INTEGER (-78..-16)      
-- TAG-Q-RXLEVMIN-STOP

-- ASN1STOP
<TEXT OMITTED>
<End of modified section>
