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	Reason for change:
	In RAN2#103 it was agreed that after a handover in RRC_CONNECTED the UE cannot perform barring check until it has valid UAC information (from SIB1 for NR or SIB25 for eLTE) from the target cell. 

	
	

	Summary of change:
	A note is added clarifying that barring check cannot be performed until the UAC information from SIB25 of the target cell has been acquired.

Impact Analysis

Impacted functionality:
Access control

Inter-operability:
If the CR is implemented by the UE but not by the eNB, there is no inter-operability issue foreseen.

If the CR is implemented by the eNB but not by the UE, there is no inter-operability issue foreseen.


	
	

	Consequences if not approved:
	The access barring check procedure after handover is not fully specified which may lead to inconsistent UE behaviour.
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START OF CHANGES
[bookmark: _Toc510018577][bookmark: _Toc510018570]5.3.16	Unified Access Control
5.3.16.1	General
The purpose of this procedure is to perform access barring check for an access attempt associated with a given Access Category and one or more Access Identities upon request from upper layers according to TS 24.501 [95] or the RRC layer.

[bookmark: _Hlk517010579]NOTE: 	After a handover resulting in change of PCell in RRC_CONNECTED the UE does not perform access barring check until it has obtained valid UAC information (from SIB1) from the target cell. Access barring checks thus need to be postponed until SIB1 has been acquired.
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