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	Reason for change:
	The ca-BandwidthClassDL-EUTRA IE and ca-BandwidthClassUL-EUTRA IE are marked as optional but they should be mandatory.

	
	

	Summary of change:
	The main changes are as follows in section 6.3.6:
1. Change the IE’s to be mandatory.
Impact analysis
Impacted functionality: Signalling of NR CA and MR-DC band combinations.

Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, the network may not receive the IEs from the UE and the LTE band combination is not correct.
2. If the UE is implemented according to the CR and the network is not, there is no issue.
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First Modified Subclause
[bookmark: _Toc525763562]–	BandCombinationList
The IE BandCombinationList contains a list of NR CA and/or MR-DC band combinations (also including DL only or UL only band).
BandCombinationList information element
-- ASN1START
-- TAG-BANDCOMBINATIONLIST-START

BandCombinationList ::=             SEQUENCE (SIZE (1..maxBandComb)) OF BandCombination

BandCombination ::=                 SEQUENCE {
    bandList                            SEQUENCE (SIZE (1..maxSimultaneousBands)) OF BandParameters,
    featureSetCombination               FeatureSetCombinationId,

    ca-ParametersEUTRA                  CA-ParametersEUTRA                      OPTIONAL,
    ca-ParametersNR                     CA-ParametersNR                         OPTIONAL,
    mrdc-Parameters                     MRDC-Parameters                         OPTIONAL,
    supportedBandwidthCombinationSet    BIT STRING (SIZE (1..32))               OPTIONAL,
    powerClass-v1530                    ENUMERATED {pc2}                        OPTIONAL
}

BandParameters ::=                      CHOICE {
    eutra                               SEQUENCE {
        bandEUTRA                           FreqBandIndicatorEUTRA,
        ca-BandwidthClassDL-EUTRA           CA-BandwidthClassEUTRA              OPTIONAL,
        ca-BandwidthClassUL-EUTRA           CA-BandwidthClassEUTRA              OPTIONAL
    },
    nr                                  SEQUENCE {
        bandNR                              FreqBandIndicatorNR,
        ca-BandwidthClassDL-NR              CA-BandwidthClassNR                 OPTIONAL,
        ca-BandwidthClassUL-NR              CA-BandwidthClassNR                 OPTIONAL
    }
}

-- TAG-BANDCOMBINATIONLIST-STOP
-- ASN1STOP

	BandCombination field descriptions

	powerClass
Power class that the UE supports when operating according to this band combination. If the field is absent, the UE supports the default power class. If this power class is higher than the power class that the UE supports on the individual bands of this band combination (ue-PowerClass in BandNR), the latter determines maximum TX power available in each band. The UE sets the new power class parameter only in band combinations with two FR1 uplink serving cells. 

	supportedBandwidthCombinationSet
For NR SA and for inter-band EN-DC, the field defines the bandwidth combinations for the NR part of the band combination. For intra-band EN-DC, the field indicates the supported bandwidth combination set applicable to the NR and LTE band combinations. The first (left-most) bit in the bitmap corresponds to the BWCS#0 and so on. If the bit is set to 1, the UE supports the corresponding BWCS.
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