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	Reason for change:
	During the RAN2#103-bis meeting it was agreed to update the description for the  supportedMIMO-CapabilityDL-r15 to make it refer to the MIMO capability of Rel-10.

	
	

	Summary of change:
	The main changes are as follows:
1. In section 4.3.5.30, the supportedMIMO-CapabilityDL-r15 IE description is updated.
2. Impact analysis
Impacted functionality: Signalling support of DL MIMO layers the UE can support.
Inter-operability: 
1. If the network is implemented according to the CR and the UE is not, the UE thinks this is related to sTTI.
2. If the UE is implemented according to the CR and the network is not, the network doesn’t know the capability as per the Rel-10 interpretation.

	
	

	Consequences if not approved:
	Network remains unclear what the UE capability is for maximum number of spatial multiplexing layers in the downlink direction supported by the UE.
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First Modified Subclause
[bookmark: _Toc525990917]4.3.5.27	v2x-SupportedTxBandCombListPerBC-r14, v2x-SupportedRxBandCombListPerBC-r14
This field indicates, for a particular band combination of EUTRA, the supported band combination list among v2x-SupportedTxBandCombinationList or v2x-SupportedRxBandCombinationList on which the UE supports simultaneous transmission and reception of EUTRA and V2X sidelink communication respectively.
[bookmark: _Toc525990918]4.3.5.28	txAntennaSwitchDL-r13
The field indicates the entry number of the first-listed band with UL in the band combination that causes this DL to be affected when transmit antenna switching occurs. If this field is not included, this DL is not affected by transmit antenna switching. All DL and UL that switch together indicate the same entry number.
[bookmark: _Toc525990919]4.3.5.29	txAntennaSwitchUL-r13
The presence of this field indicates the UE supports transmit antenna selection for this UL band in the band combination as described in TS 36.213 [22, 8.2 and 8.7].
The field indicates the entry number of the first-listed band with UL in the band combination that switches together with this UL when transmit antenna switching occurs. All DL and UL that switch together indicate the same entry number.
[bookmark: _Toc525990920]4.3.5.30	supportedMIMO-CapabilityDL-r15
If present, this field defines the number of downlink MIMO layers the UE supports when the UE is configured with sTTI. Only two layers or four layers for MIMO support using this field are applicable with sTTI.This field defines the maximum number of spatial multiplexing layers in the downlink direction supported by the UE on a single component carrier for bandwidth classes that include multiple component carriers (i.e. bandwidth classes B, C, D and so on).
The support for more layers in supportedMIMO-CapabilityDL-12 than given by the "maximum number of supported layers for spatial multiplexing in DL" derived from the ue-Category or ue-CategoryDL in the UE-EUTRA-Capability IE is only applicable to transmission mode 9 and transmission mode 10.
[bookmark: _Toc525990921]4.3.5.31	dl-1024QAM-r15
This field defines whether the UE supports 1024QAM in DL on this band or on this band within the band combination as described in TS 36.331 [5]. This field is only applicable for UEs of DL category 20, 22 and onwards.
[bookmark: _Toc525990922]4.3.5.32	srs-MaxSimultaneousCCs-r14
This field indicates, for a particular band combination, the maximum number of simultaneously configurable target CCs supported by the UE for SRS switching.
Next Modified Subclause



