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START OF THE CHANGE

5.3.5.5
Cell Group configuration

5.3.5.5.1
General

The network configures the UE with Master Cell Group (MCG), and zero or one Secondary Cell Group (SCG). For EN-DC, the MCG is configured as specified in TS 36.331 [10]. The network provides the configuration parameters for a cell group in the CellGroupConfig IE.
The UE performs the following actions based on a received CellGroupConfig IE:

1>
if the CellGroupConfig contains the spCellConfig with reconfigurationWithSync:

2>
perform Reconfiguration with sync according to 5.3.5.5.2;

2>
resume all suspended radio bearers and resume SCG transmission for all radio bearers, if suspended;

1>
if the CellGroupConfig contains the rlc-BearerToReleaseList:

2>
perform RLC bearer release as specified in 5.3.5.5.3;

1>
if the CellGroupConfig contains the rlc-BearerToAddModList:

2>
perform the RLC bearer addition/modification as specified in 5.3.5.5.4;

1>
if the CellGroupConfig contains the mac-CellGroupConfig:

2>
configure the MAC entity of this cell group as specified in 5.3.5.5.5;

1> if the CellGroupConfig contains the physicalCellGroupConfig:
2> configure the physical configuration of the cell group as specified in 5.3.5.5.x;
1>
if the CellGroupConfig contains the sCellToReleaseList:

2>
perform SCell release as specified in 5.3.5.5.8;

1>
if the CellGroupConfig contains the spCellConfig:

2>
configure the SpCell as specified in 5.3.5.5.7;

1>
if the CellGroupConfig contains the sCellToAddModList:

2>
perform SCell addition/modification as specified in 5.3.5.5.9.
NEXT CHANGE

5.3.5.5.x
Cell Group physical layer configuration
The UE shall configure the physical layer with the parameters for the cell group within the PhysicalCellGroupConfig.
END OF CHANGES
