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	Reason for change:
	In the last RAN2#103bis meeting, RAN2 agreed the following in case that SDAP entity is setup
- indicate the establishment of the user plane resources for the pdu-Session to upper layers

Aslo in the last SA2#129 meeting, the following is agreed in [S2-1811235].
- When a User Plane connection for a PDU Session is released, the AS layer in the UE indicates it to the NAS layer.

However in the current RRC specification, when the PDU session is released or a SDAP entity is released, the indication from AS layer to the NAS layer is missiing. 



	
	

	Summary of change:
	When the SDAP entity is released, the UE RRC indicates the release of PDU session to upper layers.

Impact Analysis:
Impacted functionality:
SDAP configuration

Interoperability issue:
· if the network is implemented according to the CR and the UE is not: there is inter-operability issue. 
· if the UE is implemented according to the CR and the network is not: there is inter-operability issue. 

	
	

	Consequences if not approved:
	[bookmark: _GoBack]It is not clear how the UE NAS knows PDU session is released. And it is not in line with SA2 agreements
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[bookmark: _Toc525763160]5.3.5.6.1	General
The UE shall perform the following actions based on a received RadioBearerConfig IE:
1>	if the RadioBearerConfig includes the srb3-ToRelease and set to true:
2>	perform the SRB release as specified in 5.3.5.6.2;
1>	if the RadioBearerConfig includes the srb-ToAddModList:
2>	perform the SRB addition or reconfiguration as specified in 5.3.5.6.3;
1>	if the RadioBearerConfig includes the drb-ToReleaseList:
2>	perform DRB release as specified in 5.3.5.6.4;
1>	if the RadioBearerConfig includes the drb-ToAddModList:
2>	perform DRB addition or reconfiguration as specified in 5.3.5.6.5.
1>	release all SDAP entities, if any, that have no associated DRB as specified in TS 37.324 [xx] section 5.1.2, and indicate the release of the user plane resources for the pdu-Sessions to upper layers.
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