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START OF CHANGES
[bookmark: _Toc524434309][bookmark: _Toc524434465]5.3.5.8	Reconfiguration failure
[bookmark: _Toc524434310]5.3.5.8.1	Integrity check failure
Editor’s Note: Removed "SIB3" from heading so that this sub-section can easily be expanded to stand-alone case (if considered necessary). FFS_Standalone
The UE shall:
1>	upon integrity check failure indication from NR lower layers for SRB3:
2>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SRB3 integrity check failure.
[bookmark: _Toc524434311]5.3.5.8.12	Inability to comply with RRCReconfiguration
The UE shall:
1>	if the UE is operating in EN-DC:
2>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB3;
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration error, upon which the connection reconfiguration procedure ends;
2>	else, if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over MCG SRB1;
3> continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	initiate the connection re-establishment procedure as specified in TS 36.331 [10, 5.3.7], upon which the connection reconfiguration procedure ends.
1>	else if RRCReconfiguration is received via NR:
2>	if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message;
3>	continue using the configuration used prior to the reception of RRCReconfiguration message;
3>	if security has not been activated:
4>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause other; 
3>	else:
4>	initiate the connection re-establishment procedure as specified in 5.3.7, upon which the reconfiguration procedure ends;
1>	else if RRCReconfiguration is received via other RAT (HO to NR failure):
2> if the UE is unable to comply with any part of the configuration included in the RRCReconfiguration message:
3>	perform the actions defined for this failure case as defined in the specifications applicable for the other RAT.
NOTE 1:	The UE may apply above failure handling also in case the RRCReconfiguration message causes a protocol error for which the generic error handling as defined in 10 specifies that the UE shall ignore the message.
NOTE 2:	If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/failure.
[bookmark: _Toc524434312]5.3.5.8.23	T304 expiry (Reconfiguration with sync Failure)
The UE shall:
1>	if T304 of the MCG expires:
2>  release dedicated preambles provided in rach-ConfigDedicated if configured;
2>	revert back to the UE configuration used in the source PCell;
2>	initiate the connection re-establishment procedure as specified in subclause 5.3.7.
NOTE 1:	In the context above, "the UE configuration" includes state variables and parameters of each radio bearer.
1>	else if T304 of a secondary cell group expires:
2>  release dedicated preambles provided in rach-ConfigDedicated, if configured; 
2>	initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration with sync failure, upon which the RRC reconfiguration procedure ends;
1> else if T304 expires when RRCReconfiguration is received via other RAT (HO to NR failure):
2> reset MAC;
2> perform the actions defined for this failure case as defined in the specifications applicable for the other RAT.
END OF CHANGES

[bookmark: _Toc510531142][bookmark: _Toc524434322]START OF CHANGES

5.3.7.2	Initiation
The UE initiates the procedure when one of the following conditions is met:
1>	upon detecting radio link failure of the MCG, in accordance with 5.3.10; or
1>	upon re-configuration with sync failure of the MCG, in accordance with sub-clause 5.3.5.8.23; or
1>	upon mobility from NR failure, in accordance with sub-clause 5.4.3.5; or
1>	upon integrity check failure indication from lower layers concerning SRB1 or SRB2; or
1>	upon an RRC connection reconfiguration failure, in accordance with sub-clause 5.3.5.8.12.
Upon initiation of the procedure, the UE shall:
1>	stop timer T310, if running;
1> stop timer T304, if running;
1>	start timer T311;
1>	suspend all RBs, except SRB0;
1>	reset MAC;
1>	release the MCG SCell(s), if configured, in accordance with sub-clause 5.3.5.5.8;
1>	release the current dedicated ServingCell configuration and apply the specified values in corresponding specification except for the parameters for which values are provided in SIB1;
1>	release delayBudgetReportingConfig, if configured, and stop timer T3xx, if running;
1>	apply the default MAC Cell Group configuration as specified in 9.2.x1;
1>	perform cell selection in accordance with the cell selection process as specified in TS 38.304 [21].
[bookmark: _Toc524434323][bookmark: _Hlk515609884]5.3.7.3	Actions following cell selection while T311 is running
Upon selecting a suitable NR cell, the UE shall:
1>	stop timer T311;
1>	start timer T301;
1>	apply the timeAlignmentTimerCommon included in SIB1;
1>	initiate transmission of the RRCReestablishmentRequest message in accordance with 5.3.7.4;
NOTE:	This procedure applies also if the UE returns to the source PCell.
[bookmark: _Hlk512504982]Upon selecting an inter-RAT cell, the UE shall:
1>	perform the actions upon going to RRC_IDLE as specified in 5.3.11, with release cause 'RRC connection failure'.
[bookmark: _Toc524434324]5.3.7.4	Actions related to transmission of RRCReestablishmentRequest message
The UE shall set the contents of RRCReestablishmentRequest message as follows:
1>	set the ue-Identity as follows:
2>	set the c-RNTI to the C-RNTI used in the source PCell (reconfiguration with sync or mobility from NR failure) or used in the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the physCellId to the physical cell identity of the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases);
2>	set the shortMAC-I to the 16 least significant bits of the MAC-I calculated:
3>	over the ASN.1 encoded as per section 8 (i.e., a multiple of 8 bits) VarShortMAC-Input;
3>	with the KRRCint key and integrity protection algorithm that was used in the source PCell (reconfiguration with sync or mobility from NR failure) or of the PCell in which the trigger for the re-establishment occurred (other cases); and
3>	with all input bits for COUNT, BEARER and DIRECTION set to binary ones;
1>	set the reestablishmentCause as follows:
2>	 if the re-establishment procedure was initiated due to reconfiguration failure as specified in 5.3.5.8.12:
3>	set the reestablishmentCause to the value reconfigurationFailure;
2>	else if the re-establishment procedure was initiated due to reconfiguration with sync failure as specified in 5.3.5.8.23 (intra-NR handover failure) or 5.4.3.5 (inter-RAT mobility from NR failure):
3>	set the reestablishmentCause to the value handoverFailure;
2>	else:
3>	set the reestablishmentCause to the value otherFailure;
1> restore the RRC configuration and security context from the stored UE AS context;
1>	restore the PDCP state and re-establish PDCP for SRB1;
1>	re-establish RLC for SRB1;
1>	resume SRB1;
1>	The UE shall submit the RRCReestablishmentRequest message to lower layers for transmission.
END OF CHANGES


START OF CHANGES
[bookmark: _Toc510018554][bookmark: _Toc524434431]5.7.3.2	Initiation
A UE initiates the procedure to report SCG failures when SCG transmission is not suspended and when one of the following conditions is met:
1>	upon detecting radio link failure for the SCG, in accordance with subclause 5.3.10.3;
1>	upon reconfiguration with sync failure of the SCG, in accordance with subclause 5.3.5.8.23;
1>	upon SCG configuration failure, in accordance with subclause 5.3.5.8.21;
1>	upon integrity check failure indication from SCG lower layers concerning SRB3, in accordance with subclause 5.3.5.8.1.

END OF CHANGES

