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START OF CHANGES
[bookmark: _Toc524434252][bookmark: _Toc510018463]5.2.2.3.3	Request for on demand system information
The UE shall:
1>	reacquire the latest version of SIB1 unless the stored SIB1 was acquired within the SIB1 periodicity;
1>	if SIB1 includes si-SchedulingInfo containing si-RequestConfig or si-RequestConfigSUL:  
2>		trigger the lower layer to initiate the Random Access procedure in accordance with [3] using the PRACH preamble(s) and PRACH resource(s) in si-RequestConfig corresponding to the SI message(s) that the UE requires to operate within the cell, and for which si-BroadcastStatus is set to notBroadcasting;
2>	if acknowledgement for SI request is received from lower layers;
3>	acquire the requested SI message(s) as defined in sub-clause 5.2.2.3.2;
1>	else 
2> apply the timeAlignmentTimerCommon included in SIB1;
2> apply the CCCH configuration as specified in 9.1.1.X;
2>	initiate transmission of the RRCSystemInfoRequest message in accordance with 5.2.2.3.4;
2>	if acknowledgement for RRCSystemInfoRequest message is received from lower layers;
3>	acquire the requested SI message(s) as defined in sub-clause 5.2.2.3.2;
NOTE: 	After RACH failure for SI request it is UE implementation when to retry the SI request.
END OF CHANGES
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