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Introduction
This document is the email discussion report of the following email discussion:

[103bis#19][NR] Sorting of NR cells in measurement reports in LTE (Huawei)


Intended outcome: CR submitted to next


Deadline:  Thursday 2018-11-01

2
Summary
There seems to be consensus on the draft CR. In order to make sure all companies have a clear understanding of the sorting behaviour with the changes in 5.5.5.3, it is summarized here:
-
events B1 NR, B2 NR

-
triggered NR cells and their beams


=> quantity of the NR threshold for B event
-
beams of each NR serving cell and best non-serving NR cell
-
on the NR frequency of the event

=> quantity of the NR threshold for B event
-
on another NR frequency



=>
according to available quantities (from NR config)
-
events A3, A4, A5:

-
beams of each NR serving cell and best non-serving NR cell














=> according to available quantities (from NR config)
-
periodical NR reports

-
applicable NR cells






=> according to cell reporting quantities
-
beams of applicable NR cells



=> according to beam reporting quantities
In addition, there are a few sorting related corrections in 5.5.5.1:

-
removal of sorting of best neighbour cell (since there is only one per NR frequency)

-
correct field name

-
for cell reporting, split setting of quantities and sorting of cells in separate bullets

-
for beam reporting, add missing "for each beam" for ssbIndex and quantities

It is proposed to agree the CR [1].
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