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	Reason for change:
	In RAN2 #103bis meeting, the RLC failure information report was discussed and it was agreed for EN-DC that the NR FailureInformation message should be reported via SRB1 if the SRB3 is not configured. In details, it should be carried in the LTE ULInformationTransferMRDC message.

Similarly, for NE-DC, if RLC failure happens in LTE SCG side, the LTE FailureInformation message should be reported via the NR SRB1. In details, it should be carried in an NR ULInformationTransferMRDC message.
This change is performed based on the CR R2-1815967 which was agreed in principle in RAN2 #103bis.

	
	

	Summary of change:
	Change the UE handling of the FailureInformation message.
Impact analysis

Impacted functionality:

RLC failure report

Inter-operability:

If the UE is implemented according to the CR and the network is not there is backward compatibility issue.

If the network is implemented according to the CR and the UE is not there is no backward compatibility issue.



	
	

	Consequences if not approved:
	In case of NE-DC, the UE cannot report LTE FailureInformation message to MgNB.
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	Other comments:
	


5.6.21.3
Actions related to transmission of FailureInformation message

When initiating the procedure according to 5.6.21.2, the UE shall set the contents of the FailureInformation message as follows:
1>
if the procedure is initiated to report RLC failure:

2>
set logicalChannelIdentity to the logical channel identity of the RLC entity;
2>
set cellGroupIndication to the cell group where the RLC entity is located;

2>
set failureType to the type of failure that has been detected;

1> if used to inform the network about a failure fro a MCG RLC bearer:

2> submit the FailureInformation message to lower layers for transmission via SRB1;

1> else if used to inform the network about a failure for a SCG RLC bearer:

2> if SRB3 is configured;

3> submit the FailureInformation message to lower layers for transmission via SRB1;

2> else;

3> submit the FailureInformation message via the NR MCG embedded in the NR RRC message ULInformationTransferMRDC as specified in TS 38.331 [82].
