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	Reason for change:
	In RAN2-102, it was agreed to change the UE capability report based on bands with maximum CC number and interested BW as below:

Agreements

1 : If the NW provides frequency bands to the UE for the NR capability reporting from the UE, the Network is also given the option of providing a set of bands, where for each of these bands, the maximum interested BW and maximum number of carriers it can support, can be provided as well. This option is applicable to both EN-DC and NR SA.
However, the new agreement has not been captured correctly in the stage 2 spec.
Impact analysis

Impacted functionality:

UE Capabilities 
Inter-operability:

None foreseen as the corresponding requirements are already captured in stage 3 specifications.

	
	

	Summary of change:
	Change “band combination” to “bands”.

	
	

	Consequences if not approved:
	The UE capability report description does not correctly reflect stage 3 agreement.
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START OF CHANGE

14
UE Capabilities

The UE capabilities in NR do not rely on UE categories: UE categories associated to fixed peak data rates are only defined for marketing purposes and not signalled to the network. Instead, the network determines the UL and DL data rate supported by a UE from the supported band combinations and from the baseband capabilities (modulation scheme, MIMO layers, …).

To limit signalling overhead, the gNB can request the UE to provide NR capabilities for a restricted set of bands. When responding, the UE can skip a subset of the requested band combinations when the corresponding UE capabilities are the same.
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