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FIRST CHANGE
6.3.3
UE capability information elements

–
MeasAndMobParameters
The IE MeasAndMobParameters is used to convey UE capabilities related to measurements for radio resource management (RRM), radio link monitoring (RLM) and mobility (e.g. handover).

MeasAndMobParameters information element

-- ASN1START

-- TAG-MEASANDMOBPARAMETERS-START

MeasAndMobParameters ::=                    SEQUENCE {

    measAndMobParametersCommon              MeasAndMobParametersCommon          OPTIONAL,

    measAndMobParametersXDD-Diff                MeasAndMobParametersXDD-Diff        OPTIONAL,

    measAndMobParametersFRX-Diff                MeasAndMobParametersFRX-Diff        OPTIONAL
}

MeasAndMobParametersCommon ::=          SEQUENCE {

    supportedGapPattern                 BIT STRING (SIZE (22))          OPTIONAL,

    ssb-RLM                             ENUMERATED {supported}          OPTIONAL,

    ssb-AndCSI-RS-RLM                   ENUMERATED {supported}          OPTIONAL,

    ...,

    [[

    eventB-MeasAndReport        ENUMERATED {supported}      OPTIONAL,

    handoverFDD-TDD         ENUMERATED {supported}      OPTIONAL,

    eutra-CGI-Reporting     ENUMERATED {supported}      OPTIONAL,

    nr-CGI-Reporting            ENUMERATED {supported}      OPTIONAL
    ]]

}

MeasAndMobParametersXDD-Diff ::=            SEQUENCE {

    intraAndInterF-MeasAndReport        ENUMERATED {supported}  OPTIONAL,

    eventA-MeasAndReport                ENUMERATED {supported}  OPTIONAL,

    ...,

    [[

    handoverInterF              ENUMERATED {supported}  OPTIONAL,

    handoverLTE             ENUMERATED {supported}  OPTIONAL,

    handover-eLTE               ENUMERATED {supported}  OPTIONAL
]]
    [[

    Handover-EN-DC              ENUMERATED {supported}  OPTIONAL,

    Handover-NGEN-DC             ENUMERATED {supported}  OPTIONAL
    ]]

}

MeasAndMobParametersFRX-Diff ::=            SEQUENCE {

    ss-SINR-Meas                        ENUMERATED {supported}      OPTIONAL,

    csi-RSRP-AndRSRQ-MeasWithSSB        ENUMERATED {supported}      OPTIONAL,

    csi-RSRP-AndRSRQ-MeasWithoutSSB     ENUMERATED {supported}      OPTIONAL,

    csi-SINR-Meas                       ENUMERATED {supported}      OPTIONAL,

    csi-RS-RLM                          ENUMERATED {supported}      OPTIONAL,

    ...,

    [[

    handoverInterF              ENUMERATED {supported}  OPTIONAL,

    handoverLTE             ENUMERATED {supported}  OPTIONAL,

    handover-eLTE               ENUMERATED {supported}  OPTIONAL
]]
    [[

    Handover-EN-DC              ENUMERATED {supported}  OPTIONAL,

    Handover-NGEN-DC             ENUMERATED {supported}  OPTIONAL
    ]]

}

-- TAG-MEASANDMOBPARAMETERS-STOP

-- ASN1STOP
END CHANGE
