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1. Overall Description:

RAN2 recently agreed NR V2X Scenario 2 and Scenario 3 in which EPC based eNB can provide control/configuration for a UE's V2X communication in both LTE SL and NR SL with or without SgNB configuration (i.e. EN-DC configuration):

· Scenario 2: a EPC based eNB or NG-eNB provides control/configuration for a UE's V2X communication in both LTE SL and NR SL

· Scenario 3: a UE's V2X communication in LTE SL and NR SL is controlled/configured by Uu while the UE is configured with EN-DC;

RAN2 understands that Scenario 2 and 3 are related to the solution #22 in TR23.786 (i.e. Authorisation for NR based PC5 communication when the UE is served by EPS). Thus, RAN2 assumes that the MME based on subscription information provides information to eNB whether the UE is authorised for V2X communication over NR PC5 in NR V2X Scenario 2 or 3. 

In addition, RAN2 would like to inform SA2 and RAN3 about Scenario 1 and 4 recently agreed for NR V2X study:
· Scenario 1: a gNB provides control/configuration for a UE's V2X communication in both LTE SL and NR SL;
· Scenario 4: a UE's V2X communication in LTE SL and NR SL is controlled/configured by Uu while the UE is configured in NGEN-DC or NE-DC.
2. Actions:

RAN2 respectfully asks SA2 and RAN3 to take the above information into account for their future work and provide feedback, if necessary.
3. Date of Next RAN2 Meetings:

TSG-RAN2 Meeting #105
25 February - 1 March 2019
Athens, Greece
TSG-RAN2 Meeting #105bis
8 - 12 April 2019
TBD, China
