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	Reason for change:
	In the current PHR procedure, when dualConnectivityPHR is configured, UE is required to report power headroom of each activated serving cell in both MAC However, we observe the following issues with this requirement for EN-DC:
· For UEs that do not support dynamic power sharing, their LTE and NR cells do not share power dynamically and their power control are performed independently. Therefore, there is no need for UE to couple PHR procedures of two cell groups, i.e. transmit PHR MAC CE in one cell group for PHR triggered by events in another cell group; 2. report power headroom of serving cells in another cell group, because they are not needed by the power control loop for the cell group in which PHR MAC CE is transmitted.

· For UEs capable of dynamic power sharing, reporting power headroom of serving cells in another MAC entity can be challenging. For example, if PHR MAC CE is transmitted over NR, due to NR’s much tigher timeline, UE may not be able to get values of power headroom from LTE side before NR’s MAC PDU is assembled. This problem might be overcome by defining a new formula for virtual PHR which does not depend on timeline. But such a design would require discussion in RAN1 and is unlikely be accepted in time for Rel-15. If a PHR MAC CE is transmitted over LTE but NR cells have shorter TTIs, then there is the question which NR slot should be used in the determination of value and type of the PHs reported in that PHR MAC CE sent over LTE. Again, solution to such questions would also require discussions in RAN1 and is unlikely be accepted in time for Rel-15.
Given the challenges described above, the backward compatibility requirement, and the short amount of time left for Rel-15, we think a pragmatic solution is
1. To keep the current dual connectivity PHR MAC CE format as is; and
2. Not to transmit PHRs triggered by events in another cell group; and
3. Not to report power headroom of cells in a cell group different from the one where PHR MAC CE is sent.   

	
	

	Summary of change:
	In case of EN-DC, UE does not transmit PHRs triggered by events in another cell group and not report power headroom of cells in a cell group different from the one where PHR MAC CE is sent.   
Impact analysis
Impacted functionality:
PHR procedure
Inter-operability: 

If UE does not implement this change but network does, network can ignore the PH values of serving cells in the cell group different from the one where this PHR is received. So there is no issue.

If UE implements this change but network does not, network does not include cells in a cell group different from the one where this PHR MAC CE is received. This change may affect performance of power control but does not have inter-operability issue.

	
	

	Consequences if not approved:
	UE has difficulty reporting power headroom in case of EN-DC.
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------------------------------- [Start of change] ---------------------------
5.4.6
Power Headroom Reporting

The Power Headroom reporting procedure is used to provide the serving eNB with information about the difference between the nominal UE maximum transmit power and the estimated power for UL-SCH transmission or SRS transmission per activated Serving Cell and also with information about the difference between the nominal UE maximum power and the estimated power for UL-SCH and PUCCH/SPUCCH transmission on SpCell and PUCCH SCell.

The reporting period, delay and mapping of Power Headroom are defined in subclause 9.1.8 of [9]. RRC controls Power Headroom reporting by configuring the two timers periodicPHR-Timer and prohibitPHR-Timer, and by signalling dl-PathlossChange which sets the change in measured downlink pathloss and the required power backoff due to power management (as allowed by P-MPRc [10]) to trigger a PHR [8].

A Power Headroom Report (PHR) shall be triggered if any of the following events occur:

-
prohibitPHR-Timer expires or has expired and the path loss has changed more than dl-PathlossChange dB for at least one activated Serving Cell of any MAC entity which is used as a pathloss reference since the last transmission of a PHR in this MAC entity when the MAC entity has UL resources for new transmission;

-
periodicPHR-Timer expires;

-
upon configuration or reconfiguration of the power headroom reporting functionality by upper layers [8], which is not used to disable the function;

-
activation of an SCell of this MAC entity with configured uplink or an SCell of another E-UTRA MAC entity with configured uplink;
-
addition of the PSCell (i.e. PSCell is newly added or PSCell is changed);
-
prohibitPHR-Timer expires or has expired, when the MAC entity has UL resources for new transmission, and the following is true in this TTI for any of the activated Serving Cells of this MAC entity with configured uplink or another SCell of an E-UTRA MAC entity with configured uplink:

-
there are UL resources allocated for transmission or there is a PUCCH/SPUCCH transmission on this cell, and the required power backoff due to power management (as allowed by P-MPRc [10]) for this cell has changed more than dl-PathlossChange dB since the last transmission of a PHR when the MAC entity had UL resources allocated for transmission or PUCCH/SPUCCH transmission on this cell.

NOTE 1:
The MAC entity should avoid triggering a PHR when the required power backoff due to power management decreases only temporarily (e.g. for up to a few tens of milliseconds) and it should avoid reflecting such temporary decrease in the values of PCMAX,c/PH when a PHR is triggered by other triggering conditions.

NOTE 2:
If UL HARQ operation is autonomous for the HARQ entity and if the PHR is already included in a MAC PDU for transmission by this HARQ entity, but not yet transmitted by lower layers, it is up to UE implementation how to handle the PHR content.

If the MAC entity has UL resources allocated for new transmission for this TTI the MAC entity shall:

-
if it is the first UL resource allocated for a new transmission since the last MAC reset, start periodicPHR-Timer;

-
if the Power Headroom reporting procedure determines that at least one PHR has been triggered and not cancelled, and;

-
if the allocated UL resources can accommodate the MAC control element for PHR which the MAC entity is configured to transmit, plus its subheader, as a result of logical channel prioritization:

-
if extendedPHR is configured:

-
for each activated Serving Cell with configured uplink:

-
obtain the value of the Type 1 or Type 3 power headroom;

-
if the MAC entity has UL resources allocated for transmission on this Serving Cell for this TTI:

-
obtain the value for the corresponding PCMAX,c field from the physical layer;

-
if simultaneousPUCCH-PUSCH is configured or a serving cell operating according to Frame Structure Type 3 with uplink is configured and activated:

-
obtain the value of the Type 2 power headroom for the PCell;

-
obtain the value for the corresponding PCMAX,c field from the physical layer (see subclause 5.1.1.2 of [2]);

-
instruct the Multiplexing and Assembly procedure to generate and transmit an Extended PHR MAC control element for extendedPHR as defined in subclause 6.1.3.6a based on the values reported by the physical layer;

-
else if extendedPHR2 is configured:

-
for each activated Serving Cell with configured uplink:

-
obtain the value of the Type 1 or Type 3 power headroom;

-
if the MAC entity has UL resources allocated for transmission on this Serving Cell for this TTI:

-
obtain the value for the corresponding PCMAX,c field from the physical layer;

-
if a PUCCH SCell is configured and activated:

-
obtain the value of the Type 2 power headroom for the PCell and PUCCH SCell;

-
obtain the values for the corresponding PCMAX,c fields from the physical layer (see subclause 5.1.1.2 of [2]);

-
else:

-
if simultaneousPUCCH-PUSCH is configured for the PCell or a serving cell operating according to Frame Structure Type 3 with uplink is configured and activated:

-
obtain the value of the Type 2 power headroom for the PCell;

-
obtain the value for the corresponding PCMAX,c field from the physical layer (see subclause 5.1.1.2 of [2]);

-
instruct the Multiplexing and Assembly procedure to generate and transmit an Extended PHR MAC control element for extendedPHR2 according to configured ServCellIndex and the PUCCH(s) for the MAC entity as defined in subclause 6.1.3.6a based on the values reported by the physical layer;

-
else if dualConnectivityPHR is configured:

-
for each activated Serving Cell with configured uplink associated with this MAC entity or an SCell of another E-UTRA MAC entity with configured uplink:

-
obtain the value of the Type 1 or Type 3 power headroom;

-
if this MAC entity has UL resources allocated for transmission on this Serving Cell for this TTI or if the other MAC entity has UL resources allocated for transmission on this Serving Cell for this TTI and phr-ModeOtherCG is set to real by upper layers:

-
obtain the value for the corresponding PCMAX,c field from the physical layer;

-
if simultaneousPUCCH-PUSCH is configured or a serving cell operating according to Frame Structure Type 3 with uplink is configured and activated:

-
obtain the value of the Type 2 power headroom for the SpCell;

-
obtain the value for the corresponding PCMAX,c field for the SpCell from the physical layer (see subclause 5.1.1.2 of [2]);

-
if the other MAC entity is E-UTRA MAC entity:

-
obtain the value of the Type 2 power headroom for the SpCell of the other MAC entity.

-
if phr-ModeOtherCG is set to real by upper layers:

-
obtain the value for the corresponding PCMAX,c field for the SpCell of the other MAC entity from the physical layer (see subclause 5.1.1.2 of [2]);

-
instruct the Multiplexing and Assembly procedure to generate and transmit a Dual Connectivity PHR MAC control element as defined in subclause 6.1.3.6b based on the values reported by the physical layer;

-
else:

-
obtain the value of the Type 1 power headroom from the physical layer;

-
instruct the Multiplexing and Assembly procedure to generate and transmit a PHR MAC control element as defined in subclause 6.1.3.6 based on the value reported by the physical layer;

-
start or restart periodicPHR-Timer;

-
start or restart prohibitPHR-Timer;

-
cancel all triggered PHR(s).
--------------------------------[End of change] ----------------------------
