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	Reason for change:
	RAN4 recommends a value range of [-43..-12] (dB) for Q-QualMin. The signalled value range of Q-QualMin is [-34..-3] (dB). 

	
	

	Summary of change:
	An offset of -9 dB is added to the signalled value of Q-QualMin. 
Impact Analysis

Impacted functionality:

Cell selection
Inter-operability:

1. If the NW is implemented according to the CR but the UE is not then the UE may not be able to selec the cell when the configured Q-QualMin is below -34 dB respectively.

2. If the UE is implemented according to the CR but the NW is not then there is no inter-operability issue.

	
	

	Consequences if not approved:
	The network is not able to configure the lowest possible Q-QualMin in the cell.
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<Start of modified section>
<TEXT OMITTED>
–
Q-QualMin
The IE Q-QualMin is used to indicate for cell selection/ re-selection the required minimum received RSRQ level in the (NR) cell. Corresponds to parameter Qqualmin in TS 38.304 [4]. Actual value Qqualmin = field value - 9 [dB].
Q-QualMin information element

-- ASN1START

-- TAG-Q-QUALMIN-START

Q-QualMin ::=                       INTEGER (-34..-3)       -- FFS range

-- TAG-Q-QUALMIN-STOP

-- ASN1STOP
<TEXT OMITTED>
<End of modified section>
