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START OF FIRST CHANGES

[bookmark: _Toc524434747][bookmark: _Hlk508870130]–	MeasAndMobParameters
The IE MeasAndMobParameters is used to convey UE capabilities related to measurements for radio resource management (RRM), radio link monitoring (RLM) and mobility (e.g. handover).
MeasAndMobParameters information element
-- ASN1START
-- TAG-MEASANDMOBPARAMETERS-START

MeasAndMobParameters ::=                    SEQUENCE {
    measAndMobParametersCommon              MeasAndMobParametersCommon          OPTIONAL,
    measAndMobParametersXDD-Diff                MeasAndMobParametersXDD-Diff        OPTIONAL,
    measAndMobParametersFRX-Diff                MeasAndMobParametersFRX-Diff        OPTIONAL
}

MeasAndMobParametersCommon ::=          SEQUENCE {
    supportedGapPattern                 BIT STRING (SIZE (22))          OPTIONAL,
    ssb-RLM                             ENUMERATED {supported}          OPTIONAL,
    ssb-AndCSI-RS-RLM                   ENUMERATED {supported}          OPTIONAL,
    ...,
    [[
    eventB-MeasAndReport        ENUMERATED {supported}      OPTIONAL,
    handoverFDD-TDD         ENUMERATED {supported}      OPTIONAL,
    eutra-CGI-Reporting     ENUMERATED {supported}      OPTIONAL,
    nr-CGI-Reporting            ENUMERATED {supported}      OPTIONAL
	]],
	[[
	periodicEUTRA-MeasAndReport	ENUMERATED {supported} 		OPTIONAL
    ]]
}

MeasAndMobParametersXDD-Diff ::=            SEQUENCE {
    intraAndInterF-MeasAndReport        ENUMERATED {supported}  OPTIONAL,
    eventA-MeasAndReport                ENUMERATED {supported}  OPTIONAL,
    ...,
    [[
    handoverInterF              ENUMERATED {supported}  OPTIONAL,
    handoverLTE             ENUMERATED {supported}  OPTIONAL,
    handover-eLTE               ENUMERATED {supported}  OPTIONAL
    ]]
}

MeasAndMobParametersFRX-Diff ::=            SEQUENCE {
    ss-SINR-Meas                        ENUMERATED {supported}      OPTIONAL,
    csi-RSRP-AndRSRQ-MeasWithSSB        ENUMERATED {supported}      OPTIONAL,
    csi-RSRP-AndRSRQ-MeasWithoutSSB     ENUMERATED {supported}      OPTIONAL,
    csi-SINR-Meas                       ENUMERATED {supported}      OPTIONAL,
    csi-RS-RLM                          ENUMERATED {supported}      OPTIONAL,
    ...,
    [[
    handoverInterF              ENUMERATED {supported}  OPTIONAL,
    handoverLTE             ENUMERATED {supported}  OPTIONAL,
    handover-eLTE               ENUMERATED {supported}  OPTIONAL
    ]]
}

-- TAG-MEASANDMOBPARAMETERS-STOP
-- ASN1STOP

END OF FIRST CHANGES



START OF SECOND CHANGES

[bookmark: _Toc525763598]–	RLC-Parameters
The IE RLC-Parameters is used to convey capabilities related to RLC.
RLC-Parameters information element
-- ASN1START
-- TAG-RLC-PARAMETERS-START

RLC-Parameters ::= SEQUENCE {
    am-WithShortSN                  ENUMERATED {supported}  OPTIONAL,
    um-WithShortSN                  ENUMERATED {supported}  OPTIONAL,
    um-WithLongSN                   ENUMERATED {supported}  OPTIONAL,
    ...
}

-- TAG-RLC-PARAMETERS-STOP
-- ASN1STOP

[bookmark: _Toc525763599]–	SDAP-Parameters
The IE SDAP-Parameters is used to convey capabilities related to SDAP.
SDAP-Parameters information element
-- ASN1START
-- TAG-SDAP-PARAMETERS-START

SDAP-Parameters ::= SEQUENCE {
[bookmark: _GoBack]	as-ReflectiveQoS				ENUMERATED {true}		OPTIONAL,
    ...
}

-- TAG-SDAP-PARAMETERS-STOP
-- ASN1STOP

–	SupportedBandwidth
The IE SupportedBandwidth is used to indicate the maximum channel bandwidth supported by the UE on one carrier of a band of a band combination.
SupportedBandwidth information element
-- ASN1START
-- TAG-SUPPORTEDBANDWIDTH-START

SupportedBandwidth ::=      CHOICE {
    fr1                         ENUMERATED {mhz5, mhz10, mhz15, mhz20, mhz25, mhz30, mhz40, mhz50, mhz60, mhz80, mhz100},
    fr2                         ENUMERATED {mhz50, mhz100, mhz200, mhz400}
}

-- TAG-SUPPORTEDBANDWIDTH-STOP
-- ASN1STOP

[bookmark: _Toc525763600]–	UE-CapabilityRAT-ContainerList
The IE UE-CapabilityRAT-ContainerList contains a list of radio access technology specific capability containers.
UE-CapabilityRAT-ContainerList information element
-- ASN1START
-- TAG-UE-CAPABILITY-RAT-CONTAINER-LIST-START

UE-CapabilityRAT-ContainerList ::=SEQUENCE (SIZE (0..maxRAT-CapabilityContainers)) OF UE-CapabilityRAT-Container

UE-CapabilityRAT-Container ::= SEQUENCE {
    rat-Type                            RAT-Type,
    ue-CapabilityRAT-Container          OCTET STRING
}

-- TAG-UE-CAPABILITY-RAT-CONTAINER-LIST-STOP
-- ASN1STOP

	UE-CapabilityRAT-ContainerList field descriptions

	ue-CapabilityRAT-Container
Container for the UE capabilities of the indicated RAT. The encoding is defined in the specification of each RAT:
For rat-Type set to nr: the encoding of UE capabilities is defined in UE-NR-Capability.
For rat-Type set to eutra-nr: the encoding of UE capabilities is defined in UE-MRDC-Capability.
For rat-Type set to eutra: the encoding of UE capabilities is defined in UE-EUTRA-Capability specified in 36.331.



[bookmark: _Toc525763601]–	UE-CapabilityRAT-RequestList
The IE UE-CapabilityRAT-RequestList is used to request UE capabilities for one or more RATs from the UE.
UE-CapabilityRAT-RequestList information element
-- ASN1START
-- TAG-UE-CAPABILITYRAT-REQUESTLIST-START

UE-CapabilityRAT-RequestList ::=        SEQUENCE (SIZE (1..maxRAT-CapabilityContainers)) OF UE-CapabilityRAT-Request

UE-CapabilityRAT-Request ::=            SEQUENCE {
    rat-Type                                RAT-Type,
    capabilityRequestFilter                 OCTET STRING                    OPTIONAL,   -- Need N
    ...
}

-- TAG-UE-CAPABILITYRAT-REQUESTLIST-STOP
-- ASN1STOP

	UE-CapabilityRAT-Request field descriptions

	capabilityRequestFilter
Information by which the network requests the UE to filter the UE capabilities.
For ratType set to nr: the encoding of the capabilityRequestFilter is defined in UE-CapabilityRequestFilterNR. 

	rat-Type
The RAT type for which the NW requests UE capabilities.



[bookmark: _Toc525763602]–	UE-CapabilityRequestFilterNR
The IE UE-CapabilityRequestFilterNR is used to request filtered UE capabilities.
UE-CapabilityRequestFilterNR information element
-- ASN1START
-- TAG-UE-CAPABILITYREQUESTFILTERNR-START

UE-CapabilityRequestFilterNR ::=            SEQUENCE {
    frequencyBandList                           FreqBandList                OPTIONAL,   -- Need N
    nonCriticalExtension                        SEQUENCE {}                 OPTIONAL
}

-- TAG-UE-CAPABILITYREQUESTFILTERNR-STOP
-- ASN1STOP

[bookmark: _Toc525763603]–	UE-MRDC-Capability
The IE UE-MRDC-Capability is used to convey the UE Radio Access Capability Parameters for MR-DC, see TS 38.306 [yy].
UE-MRDC-Capability information element
-- ASN1START
-- TAG-UE-MRDC-CAPABILITY-START

UE-MRDC-Capability ::=              SEQUENCE {
    measAndMobParametersMRDC            MeasAndMobParametersMRDC            OPTIONAL,
    phy-ParametersMRDC-v1530            Phy-ParametersMRDC                  OPTIONAL,
    rf-ParametersMRDC                   RF-ParametersMRDC,
    generalParametersMRDC               GeneralParametersMRDC-XDD-Diff      OPTIONAL,
    fdd-Add-UE-MRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode       OPTIONAL,
    tdd-Add-UE-MRDC-Capabilities        UE-MRDC-CapabilityAddXDD-Mode       OPTIONAL,
[bookmark: _Hlk515667413]    fr1-Add-UE-MRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode       OPTIONAL,
    fr2-Add-UE-MRDC-Capabilities        UE-MRDC-CapabilityAddFRX-Mode       OPTIONAL,
    featureSetCombinations              SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,
    pdcp-ParametersMRDC-v1530           PDCP-ParametersMRDC                 OPTIONAL,
    lateNonCriticalExtension            OCTET STRING                        OPTIONAL,
    nonCriticalExtension                SEQUENCE {}                         OPTIONAL
}

UE-MRDC-CapabilityAddXDD-Mode ::=   SEQUENCE {
    measAndMobParametersMRDC-XDD-Diff       MeasAndMobParametersMRDC-XDD-Diff   OPTIONAL,
    generalParametersMRDC-XDD-Diff          GeneralParametersMRDC-XDD-Diff      OPTIONAL
}

UE-MRDC-CapabilityAddFRX-Mode ::=   SEQUENCE {
    measAndMobParametersMRDC-FRX-Diff       MeasAndMobParametersMRDC-FRX-Diff
}


GeneralParametersMRDC-XDD-Diff ::= SEQUENCE {
    splitSRB-WithOneUL-Path             ENUMERATED {supported}              OPTIONAL,
    splitDRB-withUL-Both-MCG-SCG        ENUMERATED {supported}              OPTIONAL,
    srb3                                ENUMERATED {supported}              OPTIONAL,
    v2x-EUTRA-v1530                     ENUMERATED {supported}              OPTIONAL,
    ...
}

-- TAG-UE-MRDC-CAPABILITY-STOP
-- ASN1STOP

	UE-MRDC-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for MR-DC. The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



[bookmark: _Toc525763604]–	UE-NR-Capability
The IE UE-NR-Capability is used to convey the NR UE Radio Access Capability Parameters, see TS 38.306.
UE-NR-Capability information element
-- ASN1START
-- TAG-UE-NR-CAPABILITY-START

UE-NR-Capability ::=            SEQUENCE {
    accessStratumRelease            AccessStratumRelease,
    pdcp-Parameters                 PDCP-Parameters,
    rlc-Parameters                  RLC-Parameters                      OPTIONAL,
    mac-Parameters                  MAC-Parameters                      OPTIONAL,
    phy-Parameters                  Phy-Parameters,
    rf-Parameters                   RF-Parameters,
    measAndMobParameters            MeasAndMobParameters                OPTIONAL,
    fdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode         OPTIONAL,
    tdd-Add-UE-NR-Capabilities      UE-NR-CapabilityAddXDD-Mode         OPTIONAL,
    fr1-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode         OPTIONAL,
    fr2-Add-UE-NR-Capabilities      UE-NR-CapabilityAddFRX-Mode         OPTIONAL,
    featureSets                     FeatureSets                         OPTIONAL,
    featureSetCombinations          SEQUENCE (SIZE (1..maxFeatureSetCombinations)) OF FeatureSetCombination         OPTIONAL,

    lateNonCriticalExtension        OCTET STRING                        OPTIONAL,
    nonCriticalExtension            UE-NR-Capability-1530               OPTIONAL
}

UE-NR-Capability-1530 ::=               SEQUENCE {
    fdd-Add-UE-NR-Capabilities-1530         UE-NR-CapabilityAddXDD-Mode-1530        OPTIONAL,
    tdd-Add-UE-NR-Capabilities-1530         UE-NR-CapabilityAddXDD-Mode-1530        OPTIONAL,
    voiceOverMCG-Bearer                     ENUMERATED {supported}                  OPTIONAL,
    interRAT-Parameters                     InterRAT-Parameters                     OPTIONAL,
    inactiveState                           ENUMERATED {supported}                  OPTIONAL,
    delayBudgetReporting                    ENUMERATED {supported}                  OPTIONAL,
    nonCriticalExtension                    UE-NR-Capability-15xySEQUENCE {}                             OPTIONAL
}

UE-NR-Capability-15xy ::=               SEQUENCE {
    sdap-Parameters                 		SDAP-Parameters                			OPTIONAL,
    nonCriticalExtension                	SEQUENCE {}                         	OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode ::=         SEQUENCE {
    phy-ParametersXDD-Diff                  Phy-ParametersXDD-Diff                  OPTIONAL,
    mac-ParametersXDD-Diff                  MAC-ParametersXDD-Diff                  OPTIONAL,
    measAndMobParametersXDD-Diff            MeasAndMobParametersXDD-Diff            OPTIONAL
}

UE-NR-CapabilityAddXDD-Mode-1530 ::=    SEQUENCE {
    eutra-ParametersXDD-Diff                EUTRA-ParametersXDD-Diff
}

UE-NR-CapabilityAddFRX-Mode ::=	SEQUENCE {
    phy-ParametersFRX-Diff              Phy-ParametersFRX-Diff                      OPTIONAL,
    measAndMobParametersFRX-Diff        MeasAndMobParametersFRX-Diff                OPTIONAL
}

-- TAG-UE-NR-CAPABILITY-STOP
-- ASN1STOP

	UE-NR-Capability field descriptions

	featureSetCombinations
A list of FeatureSetCombination:s for NR (not for MR-DC). The FeatureSetDownlink:s and FeatureSetUplink:s referred to from these FeatureSetCombination:s are defined in the featureSets list in UE-NR-Capability.



END OF SECOND CHANGES
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