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	Reason for change:
	The UE capabilities for mobility and E-UTRA/5GC have been discussed in email discussion 103#44. This is to introduce corresponding UE capabilities. 


	
	

	Summary of change:
	Introduce following capabilities:

1 ims-VoiceOverMCG-BearerEUTRA-5GC-r15 (common for FDD/TDD). The feature is mandatory if the UE support IMS voice in upper layers. (The bit is separate from the VoiceOverMCGBearer added for EN-DC)
2 reflectiveQoS-r15 (Optional, common for FDD/TDD)

3 inactiveState-r15(mandatory, common for FDD/TDD)

4 ho-InterfreqEUTRA-5GC-r15 (mandatory, diff for FDD/TDD)

5 ho-EUTRA-5GC-FDD-TDD-r15 (mandatory, common for FDD/TDD)

6 eutra-5GC-HO-ToNR-FDD-FR1-r15 (mandatory, diff for LTE FDD/TDD)

eutra-5GC-HO-ToNR-TDD-FR1-r15 (mandatory, diff for LTE FDD/TDD)

7 eutra-5GC-HO-ToNR-FDD-FR2-r15 (mandatory, diff for LTE FDD/TDD)

eutra-5GC-HO-ToNR-TDD-FR2-r15 (mandatory, diff for LTE FDD/TDD)

8 eutra-EPC-HO-ToNR-FDD-FR1-r15 (mandatory, diff for LTE FDD/TDD)

eutra-EPC-HO-ToNR-TDD-FR1-r15 (mandatory, diff for LTE FDD/TDD)

9 eutra-EPC-HO-ToNR-FDD-FR2-r15 (mandatory, diff for LTE FDD/TDD)

eutra-EPC-HO-ToNR-TDD-FR2-r15 (mandatory, diff for LTE FDD/TDD)

10 sa-NR-r15(Optional, common for FDD/TDD)

11 eutra-5GC-r15(Optional, diff for FDD/TDD)

12 eutra-EPC-HO-EUTRA-5GC-r15 (mandatory, diff for FDD/TDD)

13 ims-VoiceOverNR-FR1-r15

ims-VoiceOverNR-FR2-r15

14 conditionally mandatory feature, DL SDAP HD

Impact Analysis:
Impacted functionality: 

Capabilities on mobility and E-UTRA/5GC related features
Inter-operability:

1. If the network is implemented according to the CR and the UE is not, there is no inter operability issue. But the network has no idea what features the UE can support.
2. If the UE is implemented according to the CR and the network is not, there is no inter operability issue. But the related features cannot be supported.


	
	

	Consequences if not approved:
	The UE capablities on mobility and E-UTRA/5GC are missing. 
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	1st Text Proposal Change 


4.3.34
Inter-RAT Parameters NR

4.3.34.1
en-DC-r15
This field indicates whether UE supports E-UTRA NR Dual Connectivity as specified in TS 36.331 [5] and TS 38.331 [32].

4.3.34.2
supportedBandListNR-r15
Only applicable if the UE supports NR. This field includes the supported NR bands as defined in TS 38.101-1 [33] and TS 38.101-2 [34].
4.3.34.x0
eutra-5GC-HO-ToNR-FDD-FR1-r15
This field indicates whether the UE supports handover from E-UTRA/5GC to NR FDD FR1. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs and if the UE supports eutra-5GC-r15.
4.3.34.x1
eutra-5GC-HO-ToNR-TDD-FR1-r15
This field indicates whether the UE supports handover from E-UTRA/5GC to NR TDD FR1. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs and if the UE supports eutra-5GC-r15.
4.3.34.x2
eutra-5GC-HO-ToNR-FDD-FR2-r15
This field indicates whether the UE supports handover from E-UTRA/5GC to NR FDD FR2. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs and if the UE supports eutra-5GC-r15.
4.3.34.x3
eutra-5GC-HO-ToNR-TDD-FR2-r15
This field indicates whether the UE supports handover from E-UTRA/5GC to NR TDD FR2. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs and if the UE supports eutra-5GC-r15.
4.3.34.x4
eutra-EPC-HO-ToNR-FDD-FR1-r15
This field indicates whether the UE supports handover from E-UTRA/EPC to NR FDD FR1. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs.
4.3.34.x5
eutra-EPC-HO-ToNR-TDD-FR1-r15
This field indicates whether the UE supports handover from E-UTRA/EPC to NR TDD FR1. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs.
4.3.34.x6
eutra-EPC-HO-ToNR-FDD-FR2-r15
This field indicates whether the UE supports handover from E-UTRA/EPC to NR FDD FR2. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs.
4.3.34.x7
eutra-EPC-HO-ToNR-TDD-FR2-r15
This field indicates whether the UE supports handover from E-UTRA/EPC to NR TDD FR2. It is mandatory for UEs of this release of the specification if the UE supports the associated RATs.
4.3.34.x8
sa-NR-r15
This field indicates whether the UE supports standalone NR as specified in TS 38.331 [32].
4.3.34.x9
ims-VoiceOverNR-FR1-r15
This field indicates whether the UE supports IMS voice over NR FR1.
4.3.34.x10
ims-VoiceOverNR-FR2-r15
This field indicates whether the UE supports IMS voice over NR FR2.
	2nd Text Proposal Change 


4.3.3x
E-UTRA/5GC Parameters
4.3.3x.1
eutra-5GC-r15

This field indicates whether the UE supports E-UTRA/5GC.

4.3.3x.2
eutra-EPC-HO-EUTRA-5GC-r15 

This field indicates whether the UE supports handover between E-UTRA/EPC and E-UTRA/5GC. It is mandatory for UEs of this release of the specification if the UE supports the associated corenetworks.
4.3.3x.4
ho-EUTRA-5GC-FDD-TDD-r15

This field indicates whether the UE supports handover between E-UTRA/5GC FDD and E-UTRA/5GC TDD. It is mandatory for UEs of this release of the specification if the UE supports eutra-5GC-r15 and the associated RATs.
4.3.3x.5
ho-InterfreqEUTRA-5GC-r15

This field indicates whether the UE supports inter frequency handover within E-UTRA/5GC. It is mandatory for UEs of this release of the specification.
4.3.3x.6
IMS-VoiceOverMCG-BearerEUTRA-5GC-r15 


This field indicates whether the UE supports IMS voice over NR PDCP for MCG bearer for E-UTRA/5GC. It is mandated to the IMS voice capable UE if the UE supports eutra-5GC-r15. 
4.3.3x.7
inactiveState-r15


This field indicates whether the UE supports RRC_INACTIVE. It is mandatory for UEs of this release of the specification if the UE supports eutra-5GC-r15.
4.3.3x.8
reflectiveQoS-r15


This field indicates whether the UE supports AS reflective QoS.
	3rd Text Proposal Change 


7
Conditionally Mandatory features

/****omit unrelated parts*****/
7.x
E-UTRA/5GC Parameters
7.x.1
DL SDAP HD
It is mandatory to support DL SDAP HD for UEs which are reflectiveQoS capable in LTE.

	End Text Proposal Change


