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1. Overall Description:

In RAN1 spec TS38.214, powerControlOffset under NZP-CSI-RS-Resource is defined as the assumed ratio of PDSCH EPRE to NZP CSI-RS EPRE. 

	-
powerControlOffset: which is the assumed ratio of PDSCH EPRE to NZP CSI-RS EPRE when UE derives CSI feedback and takes values in the range of [-8, 15] dB with 1 dB step size.


However, in RAN2 spec TS38.331, powerControlOffset under NZP-CSI-RS-Resource is defined as the power offset of NZP CSI-RS RE to PDSCH RE.
	powerControlOffset
Power offset of NZP CSI-RS RE to PDSCH RE. Value in dB. Corresponds to L1 parameter Pc (see 38.214, sections 5.2.2.3.1 and 4.1)


After discussions, RAN1 made the agreement below to send an LS to RAN2 to inform the definition of powerControlOffset and suggest revising the corresponding description in TS38.331.
Agreements:
Send an LS to RAN2 to inform that powerControlOffset under NZP-CSI-RS-Resource IE is defined as power offset of PDSCH RE to NZP CSI-RS RE, and suggest revising the corresponding description in 38.331 accordingly.
2. Actions:

RAN1 respectfully ask RAN2 to help revising the definition of powerControlOffset under NZP-CSI-RS-Resource IE in TS38.331 as indicated above.
3. Date of Next TSG-RAN WG1 Meetings:

TSG RAN WG1 Meeting AH-1901
21st – 25th January 2019
Taipei
TSG RAN WG1 Meeting 96
25th February – 1st March 2019
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