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First change

–
UEAssistanceInformation
The UEAssistanceInformation message is used for the indication of UE assistance information to the network.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to Network

UEAssistance Information message
-- ASN1START

-- TAG-UEASSISTANCEINFORMATION-START

UEAssistanceInformation ::=



SEQUENCE {


criticalExtensions




CHOICE {



ueAssistanceInformation


UEAssistanceInformation-IEs,



criticalExtensionsFuture


SEQUENCE {}


}

}

UEAssistanceInformation-IEs ::=

SEQUENCE {


delayBudgetReport




DelayBudgetReport

OPTIONAL,


lateNonCriticalExtension


OCTET STRING


OPTIONAL,


nonCriticalExtension



SEQUENCE {}



OPTIONAL

}

DelayBudgetReport::=
CHOICE {


type1






ENUMERATED {











msMinus1280, msMinus640, msMinus320, msMinus160,msMinus80, msMinus60, msMinus40,











msMinus20, ms0, ms20,ms40, ms60, ms80, ms160, ms320, ms640, ms1280},


...

}

-- TAG-UEASSISTANCEINFORMATION-STOP

-- ASN1STOP

	UEAssistanceInformation field descriptions

	delayBudgetReport
Indicates the UE-preferred adjustment to connected mode DRX.

	type1
Indicates the preferred amount of increment/decrement to the long DRX cycle length with respect to the current configuration. Value in number of milliseconds. Value ms40 corresponds to 40 milliseconds, msMinus40 corresponds to -40 milliseconds and so on.


End of the first change

