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1. Overall Description:

SA5 would like to thank SA2 for their Reply LS and attached information on Slice Related Data Analytics (S2-1812758).
The SA2 reply on the role of NWDAF is understood and SA5 considers the UE Service Experience analytical information provided from the NWDAF to OAM as an additional information source to be used to by OAM to solve network issues and improve quality of experience for the end-user.

Below you may find SA5 feedback on the solutions 1813377 and 1813374.
Both solutions provide QoE information from the CN (NWDAF) to OAM, however each solution differs in how the network resources are re-configured.

In solution 1813377, the OAM acts on the QoE information from the CN (NWDAF) and provides configuration information to the RAN, CN or TN. The configuration data is managed by OAM.
In solution 1813374, the OAM configures the initial resources in RAN and delegates further actions to the RAN, CN or TN. SA5 observed that, in this solution, additional RAN resource scheduling loop is introduced between the CN (NSSF) and RAN without OAM.
SA5 would like to clarify whether this additional RAN resource scheduling loop involves RAN configuration. If so, it may introduce inconsistencies in the RAN configuration compared with the data configured by OAM, making the solution un-manageable. If the RAN resource scheduling (initiated by CN) would change the QCI for the ongoing sessions, it would not interfere with OAM configuration. However, a negative consequence occurs if the changes of QCI is changed for many sessions very often (typically several times during 5 minutes for a substantial amount of sessions in a slice), it may cause problems for the accuracy of performance measurements statistics per QCI reported to OAM.
2. Actions:

To SA2 group.

ACTION: 
SA5 asks SA2 to take account of the above in the further discussion on solution 1813374 to ensure that all RAN configuration data is managed by OAM
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