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1. Overall Description:

SA2 thanks SA5 for the "LS on the slicing terminology and the role of S-NSSAI parameter".

SA2 would like to answer the questions (request for clarifications) asked by SA5 as follows.

Question 1: "SA5 would like to ask for clarification of the slicing related terminology in the TS 23.501.

The TS 23.501 sometimes is using different terms “Network Slice” and “Network Slice Instance” in similar situations. For example, the title of the sub-clause 5.15.2 is 

”Identification and selection of a Network Slice: the S-NSSAI and the NSSAI”. However, in 5.15.5: “It [the NSSF] selects the Network Slice instance(s) to serve the UE …”"

SA2 Answer: SA2 separates the terms according to the following definitions:

Network Slice: A logical network that provides specific network capabilities and network characteristics.

Network Slice instance: A set of Network Function instances and the required resources (e.g. compute, storage and networking resources) which form a deployed Network Slice.

An S-NSSAI from an SA2 perspective is used to assist in selection of a Network Slice instance.

From management and orchestration perspective, it is SA2 expectation that other, SA5 defined, identifiers can be used to represent the Network Slice instance and its components.
Question 3: "SA5 would like to ask for clarification of the role of the parameter S-NSSAI.

In the TS 23.501, sub-clause 5.15.2: “Based on the operator's operational or deployment needs, a Network Slice instance can be associated with one or more S-NSSAIs, and an S-NSSAI can be associated with one or more Network Slice instances.”"

SA2 Answer: The SA2 specifications cannot be directly mapped to the SA5 terminology.

For the "a Network Slice instance can be associated with one or more S-NSSAIs", this allows that the resources of a Network Slice instance can be used to serve multiple Network Slices (as identified by their S-NSSAI).
For the "S-NSSAI can be associated with one or more Network Slice instances", that can be used when there are more than one Network Slice instance supporting the same S-NSSAI that share the same AMF Set and resources in 5G-AN. In such case, the NSI ID can be used for identifying the other Core Network parts (e.g. SMF) of a Network Slice instance, if there is a need to differentiate between them in the 5GC. Note that the NSI ID is solely used within the 5GC (i.e. neither 5G-AN nor the UE gets the NSI ID).
SA2 agreed the attached CR clarifying some of the aspects SA5 asked to be clarified.
2. Actions:

To SA5 group.

ACTION: 
SA2 kindly asks SA5 to take note of the above.
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