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----------------------------------------------------------------------first change----------------------------------------------------------
6.3.3
UE capability information elements

Omit some text
–
RF-Parameters
The IE RF-Parameters is used to convey RF-related capabilities for NR operation.

RF-Parameters information element

-- ASN1START

-- TAG-RF-PARAMETERS-START

RF-Parameters ::=                   SEQUENCE {

    supportedBandListNR                 SEQUENCE (SIZE (1..maxBands)) OF BandNR,

    supportedBandCombinationList        BandCombinationList                         OPTIONAL,

    appliedFreqBandListFilter           FreqBandList                                OPTIONAL,

    ...,

    [[

    supportedBandCombinationList-v1540  BandCombinationList-v1540                   OPTIONAL,

    srs-SwitchingTimeRequested          ENUMERATED {true}                           OPTIONAL
    ]],

    [[

    supportedBandCombinationList-v1550  BandCombinationList-v1550                   OPTIONAL,
]]
[[
supportedSAR-FR1                        ENUMERATED {supported}                      OPTIONAL,
]]
[[

supportedSAR-FR2                        ENUMERATED {supported}                      OPTIONAL
]]
}

BandNR ::=                          SEQUENCE {

    bandNR                              FreqBandIndicatorNR,

    modifiedMPR-Behaviour               BIT STRING (SIZE (8))                       OPTIONAL,

    mimo-ParametersPerBand              MIMO-ParametersPerBand                      OPTIONAL,

    extendedCP                          ENUMERATED {supported}                      OPTIONAL,

    multipleTCI                         ENUMERATED {supported}                      OPTIONAL,

    bwp-WithoutRestriction              ENUMERATED {supported}                      OPTIONAL,

    bwp-SameNumerology                  ENUMERATED {upto2, upto4}                   OPTIONAL,

    bwp-DiffNumerology                  ENUMERATED {upto4}                          OPTIONAL,

    crossCarrierScheduling-SameSCS      ENUMERATED {supported}                      OPTIONAL,

    pdsch-256QAM-FR2                    ENUMERATED {supported}                      OPTIONAL,

    pusch-256QAM                        ENUMERATED {supported}                      OPTIONAL,

    ue-PowerClass                       ENUMERATED {pc1, pc2, pc3, pc4}             OPTIONAL,

    rateMatchingLTE-CRS                 ENUMERATED {supported}                      OPTIONAL,

    channelBWs-DL-v1530                 CHOICE {

        fr1                                 SEQUENCE {

            scs-15kHz                           BIT STRING (SIZE (10))              OPTIONAL,

            scs-30kHz                           BIT STRING (SIZE (10))              OPTIONAL,

            scs-60kHz                           BIT STRING (SIZE (10))              OPTIONAL
        },

        fr2                                 SEQUENCE {

            scs-60kHz                           BIT STRING (SIZE (3))               OPTIONAL,

            scs-120kHz                          BIT STRING (SIZE (3))               OPTIONAL
        }

    }                                                                               OPTIONAL,

    channelBWs-UL-v1530                 CHOICE {

        fr1                                 SEQUENCE {

            scs-15kHz                           BIT STRING (SIZE (10))              OPTIONAL,

            scs-30kHz                           BIT STRING (SIZE (10))              OPTIONAL,

            scs-60kHz                           BIT STRING (SIZE (10))              OPTIONAL
        },

        fr2                                 SEQUENCE {

            scs-60kHz                           BIT STRING (SIZE (3))               OPTIONAL,

            scs-120kHz                          BIT STRING (SIZE (3))               OPTIONAL
        }

    }                                                                               OPTIONAL,

    ...,

    [[

    maxUplinkDutyCycle-PC2-FR1                  ENUMERATED {n60, n70, n80, n90, n100}           OPTIONAL-- Cond SARSupport
    ]],

    [[

    pucch-SpatialRelInfoMAC-CE          ENUMERATED {supported}                      OPTIONAL,

    powerBoosting-pi2BPSK               ENUMERATED {supported}                      OPTIONAL
    ]]

}

-- TAG-RF-PARAMETERS-STOP

-- ASN1STOP

	RF-Parameters field descriptions

	appliedFreqBandListFilter
In this field the UE mirrors the FreqBandList that the NW provided in the capability enquiry, if any. The UE filtered the band combinations in the supportedBandCombinationList in accordance with this appliedFreqBandListFilter. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].

	supportedBandCombinationList
A list of band combinations that the UE supports for NR (without MR-DC). The FeatureSetCombinationId:s in this list refer to the FeatureSetCombination entries in the featureSetCombinations list in the UE-NR-Capability IE. The UE does not include this field if the UE capability is requested by E-UTRAN and the network request includes the field eutra-nr-only [10].


	Conditional Presence
	Explanation

	SARSupport
	The field is present only when the supportedSAR set to 'supported'.
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