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	First change


10.7
Inter-node NB-IoT RRC information element definitions

–
AS-Config-NB
The AS-Config-NB IE contains information about NB-IoT RRC configuration information in the source eNB which can be utilized by target eNB.

AS-Config-NB information element

-- ASN1START

AS-Config-NB ::=




SEQUENCE {


sourceRadioResourceConfig-r13


RadioResourceConfigDedicated-NB-r13,


sourceSecurityAlgorithmConfig-r13

SecurityAlgorithmConfig,


sourceUE-Identity-r13




C-RNTI,


sourceDl-CarrierFreq-r13



CarrierFreq-NB-r13,


...,


[[
sourceDL-CarrierFreq-v1550


CarrierFreq-NB-v1550
OPTIONAL
-- Cond TDD


]]
}

-- ASN1STOP

	AS-Config-NB field descriptions

	sourceDL-CarrierFreq

Provides the parameter Downlink EARFCN in the source PCell, see TS 36.101 [42].

	sourceRadioResourceConfig

Radio configuration in the source PCell. The radio resource configuration for all radio bearers existing in the source PCell shall be included. See 10.9.

	sourceSecurityAlgorithmConfig

This field provides the AS integrity protection (SRBs) and AS ciphering (SRBs and DRBs) algorithm configuration used in the source PCell.


	Conditional presence
	Explanation

	TDD
	The field is optionally present in case of TDD; otherwise the field is not present.


