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1. 
Overall Description:

As per the list of SA5 performance monitoring measurements (UL PDCP SDU loss rate, DL PDCP PDU Data Volume etc.) [1], the gNB-CU-UP and gNB-DU needs to perform many of the L2 measurements per mapped-5QI level. 
The DRB-QoS information (containing the mapped-5QI) is shared by gNB-CU-CP with gNB-DU via the F1 interface [2] in the UE CONTEXT SETUP RESQUEST message. However, the gNB-CU-UP is not aware of the DRB-QoS information. To make gNB-CU-UP capable of logging the PDCP measurements at mapped-5QI level, the gNB-CU-UP would need to be informed about the DRB QoS information. Therefore, in order to be able to capture the measurements requested by SA5, RAN2 concluded that the gNB-CU-CP needs to inform gNB-CU-UP about the DRB-QoS information that is also sent to the gNB-DU.  

Therefore, RAN2 would like to respectfully ask RAN3 to consider the inclusion of DRB-QoS information in the appropriate signalling over the E1 interface.
2
Actions
To RAN3.
ACTION: 
RAN2 would like to respectfully ask RAN3 to consider the inclusion of DRB-QoS information in the appropriate signalling over the E1 interface. 
3
Dates of next TSG-RAN WG2 meetings

TSG-RAN WG2 Meeting#106
13 -17 May 2019
Reno, USA
TSG-RAN WG2 Meeting#107
26 -30 Aug 2019
Prague, Czech Republic
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