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	Reason for change:
	The current cell access barring alleviation mechanism in cell reselection, as specified in the first paragraph of subclause in 5.2.4.4 in TS 38.304, leads to unnecessary UE power consumption.

	
	

	Summary of change:
	Add the condition of intraFreqReselection = "not allowed",” for the limitation removal of the cell access barring when the highest ranked cell changes.

Impact analysis
Impacted functionality:
Cell access barring alleviation/removal in cell reseclection
Inter-operability:
1.    If the network is implemented according to the CR and the UE is not, there are no inter-operability problems.
1.    If the UE is implemented according to the CR and the network is not, there are no inter-operability problems.


	
	

	Consequences if not approved:
	The cell access barring alleviation mechanism in cell reselection is not efficient and leads to unnecessary UE power consumption
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[bookmark: _Toc526174457]5.2.4.4	Cells with cell reservations, access restrictions or unsuitable for normal camping
For the highest ranked cell (including serving cell) according to cell reselection criteria specified in subclause 5.2.4.6, for the best cell according to absolute priority reselection criteria specified in subclause 5.2.4.5, the UE shall check if the access is restricted according to the rules in subclause 5.3.1.
If that cell and other cells have to be excluded from the candidate list, as stated in subclause 5.3.1, the UE shall not consider these as candidates for cell reselection. If the field intraFreqReselection in MIB message of these cells is set to "not allowed", Tthis limitation shall be removed when the highest ranked cell changes.
If the highest ranked cell or best cell according to absolute priority reselection rules is an intra-frequency or inter-frequency cell which is not suitable due to being part of the "list of 5GS forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under NR control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
If the highest ranked cell or best cell according to absolute priority reselection rules is an inter-RAT cell which is not suitable due to being part of the "list of forbidden TAs for roaming" or belonging to a PLMN which is not indicated as being equivalent to the registered PLMN, the UE shall not consider this cell and other cells on the same frequency, as candidates for reselection for a maximum of 300 seconds. If the UE enters into state any cell selection, any limitation shall be removed. If the UE is redirected under NR control to a frequency for which the timer is running, any limitation on that frequency shall be removed.
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