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	Reason for change:
	In the 38.331 running CR from RAN2 #105 meeting, there is a TBD:

TBD Late drop: Whether for NR-NR DC case, UE behavior needs further clarification regarding comparison between NR SpCell and s-Measure.
For mobility reasons, it is undesirable to always perform the measurements when the SpCell is good enough because more UE power is consumed. On the other hand, for CC management reasons, measurements should be performed even if SpCell exceeds s-Measure.
In NR-DC scenario, FR1 can provides stable coverage and is suitable to serve as PCell, while FR2 is more likely to have narrow beams and function as PSCell/SCell to improve capacity. Therefore, measurements on FR2 are not for mobility reasons and should always be performed.

	
	

	Summary of change:
	Clarify that in NR-DC scenario, s-Measure is applicable to FR1.
Impact analysis:

This CR impacts measurement performing and reporting.

If the UE implements this CR but not the network, UE will report more FR2 measurements than those required by the network, which will not cause any issue and can help the network to make CA/DC decisions; if the network implements this CR but not the UE, UE will not report FR2 measurement results when NR SpCell is above s-Measure, which is the same behaviour as the current specification and will not make things worse.
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	PSCell/SCell addition may not be initiated if s-Measure is always activated.
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	Other comments:
	This CR is based on R2-1902800 ([105#22][NR/Late drop] 38.331 CR) with all changes accepted.


5.5.3.1
General

An RRC_CONNECTED UE shall derive cell measurement results by measuring one or multiple beams associated per cell as configured by the network, as described in 5.5.3.3. For all cell measurement results in RRC_CONNECTED the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria and measurement reporting. For cell measurements, the network can configure RSRP, RSRQ or SINR as trigger quantity. Reporting quantities can be the same as trigger quantity or combinations of quantities (i.e. RSRP and RSRQ; RSRP and SINR; RSRQ and SINR; RSRP, RSRQ and SINR).

The network may also configure the UE to report measurement information per beam (which can either be measurement results per beam with respective beam identifier(s) or only beam identifier(s)), derived as described in 5.5.3.3a. If beam measurement information is configured to be included in measurement reports, the UE applies the layer 3 beam filtering as specified in 5.5.3.2. On the other hand, the exact layer 1 filtering of beam measurements used to derive cell measurement results is implementation dependent.

The UE shall:

1>
whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell for which servingCellMO is configured as follows:

2>
if at least one measId included in the measIdList within VarMeasConfig contains an rsType set to ssb:

3>
if at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRS-Indexes and maxNrofRS-IndexesToReport and contains an rsType set to ssb:

4>
derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;

3>
derive serving cell measurement results based on SS/PBCH block, as described in 5.5.3.3;

2>
if at least one measId included in the measIdList within VarMeasConfig contains an rsType set to csi-rs:

3>
if at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRS-Indexes and maxNrofRS-IndexesToReport and contains an rsType set to csi-rs:

4>
derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;

3>
derive serving cell measurement results based on CSI-RS, as described in 5.5.3.3;

1>
if at least one measId included in the measIdList within VarMeasConfig contains SINR as trigger quantity and/or reporting quantity:

2>
if the associated reportConfig contains rsType set to ssb:

3>
if the measId contains a reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:

4>
derive layer 3 filtered SINR per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;

3>
derive serving cell SINR based on SS/PBCH block, as described in 5.5.3.3;

2>
if the associated reportConfig contains rsType set to csi-rs:

3>
if the measId contains a reportQuantityRS-Indexes and maxNrofRS-IndexesToReport:

4>
derive layer 3 filtered SINR per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;

3>
derive serving cell SINR based on CSI-RS, as described in 5.5.3.3;

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the reportType for the associated reportConfig is set to reportCGI:

3>
perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using available idle periods;

3>
if the cell indicated by reportCGI field for the associated measObject is an NR cell and that indicated cell is broadcasting SIB1 (see TS 38.213 [13], clause 13):

4>
try to acquire SIB1 in the concerned cell;

3>
if the cell indicated by reportCGI field is an E-UTRA cell:

4>
try to acquire SystemInformationBlockType1 in the concerned cell;

2>
if the reportType for the associated reportConfig is periodical or eventTriggered or reportSFTD:

3>
if a measurement gap configuration is setup, or

3>
if the UE does not require measurement gaps to perform the concerned measurements:

4> if the associated reportConfig contains rsType set to ssb and ssbFrequency in the associated measObject is in FR2, or

4> if the associated reportConfig contains rsType set to csi-rs and CSI-RS resource(s) in the associated measObject are in FR2, or
4>
if s-MeasureConfig is not configured, or

4>
if s-MeasureConfig is set to ssb-RSRP and the NR SpCell RSRP based on SS/PBCH block, after layer 3 filtering, is lower than ssb-RSRP, or

4>
if s-MeasureConfig is set to csi-RSRP and the NR SpCell RSRP based on CSI-RS, after layer 3 filtering, is lower than csi-RSRP:

5>
if the measObject is associated to NR and the rsType is set to csi-rs:

6>
if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport for the associated reportConfig are configured:

7>
derive layer 3 filtered beam measurements only based on CSI-RS for each measurement quantity indicated in reportQuantityRS-Indexes, as described in 5.5.3.3a;

6>
derive cell measurement results based on CSI-RS for each trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;

5>
if the measObject is associated to NR and the rsType is set to ssb:

6>
if reportQuantityRS-Indexes and maxNrofRS-IndexesToReport for the associated reportConfig are configured:

7>
derive layer 3 beam measurements only based on SS/PBCH block for each measurement quantity indicated in reportQuantityRS-Indexes, as described in 5.5.3.3a;

6>
derive cell measurement results based on SS/PBCH block for each trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;

5>
if the measObject is associated to E-UTRA:

6>
perform the corresponding measurements associated to neighbouring cells on the frequencies indicated in the concerned measObject;

4>
if the reportSFTD-Meas is set to true: 
5>
if the measObject is associated to E-UTRA: 

6>
perform SFTD measurements between the PCell and the E-UTRA PScell;

2>
perform the evaluation of reporting criteria as specified in 5.5.4.


