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Start of Change

6.2.2
Message definitions

------------------Skip no change part----------------
–
RRCConnectionResume
The RRCConnectionResume message is used to resume the suspended RRC connection.

Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: E‑UTRAN to UE

RRCConnectionResume message
-- ASN1START

RRCConnectionResume-r13 ::=

SEQUENCE {


rrc-TransactionIdentifier

RRC-TransactionIdentifier,


criticalExtensions



CHOICE {



c1







CHOICE {




rrcConnectionResume-r13


RRCConnectionResume-r13-IEs,




spare3






NULL,




spare2






NULL,




spare1






NULL



},



criticalExtensionsFuture

SEQUENCE {}


}

}

RRCConnectionResume-r13-IEs ::=

SEQUENCE {


radioResourceConfigDedicated-r13

RadioResourceConfigDedicated
OPTIONAL,
-- Need ON


nextHopChainingCount-r13



NextHopChainingCount,


measConfig-r13






MeasConfig





OPTIONAL,
-- Need ON


antennaInfoDedicatedPCell-r13


AntennaInfoDedicated-v10i0

OPTIONAL,
-- Need ON


drb-ContinueROHC-r13




ENUMERATED {true}



OPTIONAL,
-- Need OP


lateNonCriticalExtension



OCTET STRING




OPTIONAL,


rrcConnectionResume-v1430-IEs


RRCConnectionResume-v1430-IEs
OPTIONAL

}

RRCConnectionResume-v1430-IEs ::= SEQUENCE {


otherConfig-r14





OtherConfig-r9




OPTIONAL,

-- Need ON


rrcConnectionResume-v1510-IEs

RRCConnectionResume-v1510-IEs
OPTIONAL

}

RRCConnectionResume-v1510-IEs ::= SEQUENCE {


sk-Counter-r15





INTEGER (0.. 65535)



OPTIONAL,
-- Need ON


nr-RadioBearerConfig1-r15


OCTET STRING




OPTIONAL,
-- Need ON


nr-RadioBearerConfig2-r15


OCTET STRING




OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionResume-v1530-IEs
OPTIONAL

}

RRCConnectionResume-v1530-IEs ::= SEQUENCE {


fullConfig-r15





ENUMERATED {true}



OPTIONAL,
-- Need ON


nonCriticalExtension



RRCConnectionResume-v16xy-IEs





OPTIONAL

}

RRCConnectionResume-v16xy-IEs ::= SEQUENCE {


sCellToAddModList-r16



SCellToAddModList-r10


OPTIONAL,
-- Need ON


nr-Config-r15





CHOICE {



release







NULL,



setup







SEQUENCE {




endc-ReleaseAndAdd-r15
BOOLEAN,




nr-SecondaryCellGroupConfig-r15
OCTET STRING



OPTIONAL,
-- Need ON




p-MaxEUTRA-r15




P-Max





OPTIONAL
-- Need ON



}


}
















OPTIONAL,
-- Need ON


nonCriticalExtension



SEQUENCE {}





OPTIONAL

}
-- ASN1STOP
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