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	Reason for change:
	Section 9.2 includes default values for SRB configuration. However, bucketSizeDuration, which is a mandatory field, is not mentioned in this section, which should clearly state which values are used for mandatory fields. 
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START OF CHANGES
[bookmark: _Toc535261700]9.2	Default radio configurations
The following clauses only list default values for REL-15 parameters included in protocol version v15.3.0. For all fields introduced in a later protocol version, the default value is "released" or "false" unless explicitly specified otherwise. If the UE is to apply default configuration while it is configured with some critically extended fields, the UE shall apply the original version of those fields with only default values.
NOTE 1: 	In general, the signalling should preferably support a "release" option for fields introduced after v15.3.0. The "value not applicable" should be used restrictively, mainly limited to for fields which value is relevant only if another field is set to a value other than its default.
NOTE 2: 	For parameters in ServingCellConfig, the default values are specified in the corresponding specification.
[bookmark: _Toc535261701]9.2.1	Default SRB configurations
Parameters
	Name
	Value
	Semantics description
	Ver

	
	SRB1
	SRB2
	SRB3
	
	

	PDCP-Config
>t-Reordering
	
infinity
	
	

	RLC-Config CHOICE
	Am
	
	

	ul-RLC-Config
>sn-FieldLength
>t-PollRetransmit
>pollPDU
>pollByte
>maxRetxThreshold
	
size12
ms45
infinity
infinity
t8
	
	

	dl-RLC-Config
>sn-FieldLength
>t-Reassembly
>t-StatusProhibit
	
size12
ms35
ms0
	
	

	logicalChannelIdentity
	1
	2
	3
	
	

	LogicalChannelConfig
	
	
	

	>priority
	1
	3
	1
	
	

	>prioritisedBitRate
	infinity
	
	

	>bucketSizeDuration
	ms1000
	
	

	>logicalChannelGroup
	0
	
	



[bookmark: _Toc535261702]9.2.2	Default MAC Cell Group configuration
Parameters
	Name
	Value
	Semantics description
	Ver

	MAC Cell Group configuration
	
	
	

	bsr-Config
	
	
	

	>periodicBSR-Timer
	sf10
	
	

	>retxBSR-Timer
	sf80
	
	

	phr-Config
	
	
	

	>phr-PeriodicTimer
	sf10
	
	

	>phr-ProhibitTimer
	sf10
	
	

	>phr-Tx-PowerFactorChange 
	dB1
	
	



[bookmark: _Toc535261703]9.2.3	Default values timers and constants
Parameters
	Name
	Value
	Semantics description
	Ver

	t310
	ms1000
	
	

	n310
	n1
	
	

	t311
	ms30000
	
	

	n311
	n1
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