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The field phaseTrackingRS in DMRS-DownlinkConfig, is defined as ‘OPTIONAL – Need M’, i.e. allowing delta configuration. However, the field description notes that:
“If absent or released, the UE assumes that downlink PTRS are not present”.
If a UE is confiugred with a PTRS in one message and then in a subsequent message receives a configuration with the field phaseTrackingRS absent, the UE could either interpret this as a delta configuration, or to release the configuration.
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	Updated field description of phaseTrackingRS in DMRS-DownlinkConfig from ‘If absent or released’ to ‘If the field is not configured, or is released’

Impact analysis
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· Phase tracking RS for DMRS
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If the UE is implemented according to this CR while the network is not, the network may attempt to switch to release PTRSs by omitting the field, while the UE would interpret this as a delta configuration and keep searching for these.
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–	DMRS-DownlinkConfig
The IE DMRS-DownlinkConfig is used to configure downlink demodulation reference signals for PDSCH.
DMRS-DownlinkConfig information element
-- ASN1START
-- TAG-DMRS-DOWNLINKCONFIG-START

DMRS-DownlinkConfig ::=             SEQUENCE {
    dmrs-Type                           ENUMERATED {type2}                                                      OPTIONAL,   -- Need S
    dmrs-AdditionalPosition             ENUMERATED {pos0, pos1, pos3}                                           OPTIONAL,   -- Need S
    maxLength                           ENUMERATED {len2}                                                       OPTIONAL,   -- Need S
    scramblingID0                       INTEGER (0..65535)                                                      OPTIONAL,   -- Need S
    scramblingID1                       INTEGER (0..65535)                                                      OPTIONAL,   -- Need S
    phaseTrackingRS                     SetupRelease { PTRS-DownlinkConfig  }                                   OPTIONAL,   -- Need M
    ...
}

-- TAG-DMRS-DOWNLINKCONFIG-STOP
-- ASN1STOP

	DMRS-DownlinkConfig field descriptions

	dmrs-AdditionalPosition
Position for additional DM-RS in DL, see Tables 7.4.1.1.2-3 and 7.4.1.1.2-4 in TS 38.211 [16]. If the field is absent, the UE applies the value pos2. See also clause 7.4.1.1.2 for additional constraints on how the network may set this field depending on the setting of other fields.

	dmrs-Type
Selection of the DMRS type to be used for DL (see TS 38.211 [16], clause 7.4.1.1.1). If the field is absent, the UE uses DMRS type 1.

	maxLength
The maximum number of OFDM symbols for DL front loaded DMRS. len1 corresponds to value 1. len2 corresponds to value 2. If the field is absent, the UE applies value len1. If set to len2, the UE determines the actual number of DM-RS symbols by the associated DCI. (see TS 38.214 [19], clause 7.4.1.1.2).

	phaseTrackingRS
Configures downlink PTRS. If absent the field is not configured or is released, the UE assumes that downlink PTRS are not present. See TS 38.214 [19] clause 5.1.6.3.

	scramblingID0
DL DMRS scrambling initialization (see TS 38.211 [16], clause 7.4.1.1.1). When the field is absent the UE applies the value physCellId configured for this serving cell.

	scramblingID1
DL DMRS scrambling initialization (see TS 38.211 [16], clause 7.4.1.1.1). When the field is absent the UE applies the value physCellId configured for this serving cell.


END OF CHANGES
