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	Reason for change:
	To support Broadcast of AD in a specific carrier

	
	

	Summary of change:
	LPP message Request Assitance Ddata for A-GNSS and OTDOA have been updated so that UE can request to receive the AD via broadcast
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Broadcast of Positioning Assistance Data
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[bookmark: _Toc526163080]6.5.2.3	GNSS Assistance Data Request
[bookmark: _Toc526163081]–	A-GNSS-RequestAssistanceData
The IE A-GNSS-RequestAssistanceData is used by the target device to request GNSS assistance data from a location server.
-- ASN1START

A-GNSS-RequestAssistanceData ::= SEQUENCE {
	gnss-CommonAssistDataReq		GNSS-CommonAssistDataReq		OPTIONAL, -- Cond CommonADReq
	gnss-GenericAssistDataReq		GNSS-GenericAssistDataReq		OPTIONAL, -- Cond GenADReq
	...,
	[[
		gnss-PeriodicAssistDataReq-r15
									GNSS-PeriodicAssistDataReq-r15	OPTIONAL  -- Cond PerADReq
	]],
	[[
		carrierInfoAssisDataRequired-r15	ENUMERATED {true}		OPTIONAL
	]]
}

-- ASN1STOP

	Conditional presence
	Explanation

	CommonADReq
	The field is mandatory present if the target device requests GNSS-CommonAssistData; otherwise it is not present.

	GenADReq
	This field is mandatory present if the target device requests GNSS-GenericAssistData for one or more specific GNSS; otherwise it is not present.

	PerADReq
	This field is mandatory present if the target device requests periodic GNSS assistance data delivery. This field may only be included if any of the fields are included in IE GNSS‑GenericAssistDataReq:
- GNSS-RTK-ObservationsReq,
- GLO-RTK-BiasInformationReq,
- GNSS-RTK-MAC-CorrectionDifferencesReq,
- GNSS-RTK-ResidualsReq,
- GNSS-RTK-FKP-GradientsReq,
- GNSS-SSR-OrbitCorrectionsReq,
- GNSS-SSR-ClockCorrectionsReq, or
- GNSS-SSR-CodeBiasReq. 



Next change


[bookmark: _Toc526162999]6.5.1.3	OTDOA Assistance Data Request
[bookmark: _Toc526163000]–	OTDOA-RequestAssistanceData
The IE OTDOA-RequestAssistanceData is used by the target device to request assistance data from a location server.
-- ASN1START

OTDOA-RequestAssistanceData ::= SEQUENCE {
	physCellId			INTEGER (0..503),
	...,
	[[
	 adType-r14			BIT STRING { prs (0), nprs (1) } (SIZE (1..8))		OPTIONAL
	]],
	[[
		nrPhysCellId-r15	INTEGER (0..1007)									OPTIONAL
	]],
	[[
		carrierInfoAssisDataRequired-r15	ENUMERATED {true}				OPTIONAL
	]]
}

-- ASN1STOP

	OTDOA-RequestAssistanceData field descriptions

	physCellId
This field specifies the E-UTRA physical cell identity of the current primary cell of the target device.

	adType
This field specifies the assistance data requested. This is represented by a bit string, with a one-value at the bit position means the particular assistance data is requested; a zero-value means not requested.
Bit 0 indicates that PRS assistance data are requested, bit 1 indicates that NPRS assistance data are requested.

	nrPhysCellId
This field specifies the NR physical cell identity of the current primary cell of the target device. If this field is present, the target device sets the physCellId to an arbitrary value which shall be ignored by the location server.

	carrierInfoAssisDataRequired
This field specifies that the target device requires the carrier information to be able to listen to the broadcast of  OTDOA Assistance Data.
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