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Discussion and Decision
1
Introduction
In this contribution, we present a text proposal for TR 37.816 and the TP is related to the paper [1].
2
Text proposal for TR 37.816
5
Use cases and solutions for RAN-centric data collection and utilization
5.1
Capacity and Coverage Optimization

5.1.1
Use case description

Editor Note: capture the use cases description and benefits of the use cases
5.1.2
Solution description

Editor Note: Capture the solutions for the use case, including the procedure for configuration and collection of measurements, necessary procedures and information exchange required for the solution, as well as comparison and evaluation on potential alternative solutions.
5.1.3
Conclusion

5.2
PCI selection

5.3
Mobility optimization

5.4
Load Sharing and Load Balancing Optimisation 
5.5
RACH Optimisation 
5.5.1
Use case description

5.5.2
Solution description

5.6
Energy Saving 
5.7
Minimization of Drive Test (MDT) Use Cases
5.7.1
Use case description
5.7.1.x
Use case: QoE measurement collection
In NR system, operators can collect and utilize the QoE measurement information of streaming services and MTSI services for optimizing their network and improving user experience.
5.7.2
Solution description
5.7.2.x
Solution for QoE measurement collection
QoE measurement collection can be activated by Trace Function, and both signalling based and management based initiation are allowed. 
The QoE measurement configuration from OAM or CN is included in a container of RRC signalling and forwarded to the UE. The measurement results can be carried in a container of a new reporting message.

The QoE measurement configuration and measurement reporting are supported for RRC_CONNECTED UEs only. Network can release the QoE measurement configuration towards the UE at any time.
5.7.3
Conclusion

5.8
[…]

Editor Note: other use cases for RAN-centric data collection and utilization will be added when agreed
3
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