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	Reason for change:
	As per the incoming LS on Rel-14 UE feature list (R2-1702472), new UE capability “csi-ReportingNP-r14” is introduced, however, iIn current specification, the UE capability “csi-ReportingNP-r14” and the corresponding description are missing. In addition, it is better to have a separate description on the UE capability “csi-ReportingAdvanced”.

	
	

	Summary of change:
	1. Add the UE capability ”csi-ReportingNP-r14” and the corresponding description. 
2. Add separate description on the UE capability “csi-ReportingAdvanced”
Impact analysis
Impacted functionality:
LTE_eFDMIMO-Core

Inter-operability: 
If the network is implemented according to this CR while the UE is not, there is no inter-operability issue.
If the UE is implemented according to this CR while the network is not, there is no inter-operability issue.
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	The UE capability “csi-ReportingNP-r14” remains missing.
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Beginning of changes
[bookmark: _Toc535259422]4.3.28.9	csi-ReportingAdvanced-r14, csi-ReportingAdvancedMaxPorts-r14
Indicates the maximum number of CSI-RS ports supported by the UE for advanced CSI reporting. The capability parameter is provided per band of a band combination. The capability parameter is provided separately per transmission mode (TM9, TM10).
UE shall not include both csi-ReportingAdvanced-r14 and csi-ReportingAdvancedMaxPorts-r14 for a band of a band combination. The field csi-ReportingAdvanced-r14 is included to indicate the UE supports advanced CSI reporting with 32 ports in the band of the band combination.
[bookmark: _Toc535257962][bookmark: _Toc535259421]4.3.28.x	csi-ReportingAdvanced-r14
Indicates the UE supports advanced CSI reporting with 32 ports. The capability parameter is provided per band of a band combination. The capability parameter is provided separately per transmission mode (TM9, TM10).
UE shall not include both csi-ReportingAdvanced-r14 and csi-ReportingAdvancedMaxPorts-r14 for a band of a band combination. 
4.3.28.y	csi-ReportingNP-r14
Indicates the UE supports CSI reporting on non-precoded CSI-RS with 20,24,28, or 32 ports. The capability parameter is provided per band of a band combination. The capability parameter is provided separately per transmission mode (TM9, TM10).



