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1 Introduction

In this contribution, we would like to confirm the V2X scenarios to be discussed in Rel-16 WI phase. 
2 Discussions
In RAN2 #103bis meeting [1], we agreed RAN2 to study and prioritize standalone scenarios. Also, this agreement was captured in the TR 38.885. 
<TR 38.885>

The study prioritised Scenarios 1, 2 and 3, and MN controlling/configuring both NR SL and LTE SL in Scenarios 4, 5 and 6 which is covered by Scenarios 1, 2 and 3 respectively.
Also, in RAN#83 [2], the following objectives were made:

	1. NR sidelink: Specify NR sidelink solutions necessary to support sidelink unicast, sidelink groupcast, and sidelink broadcast for V2X services, considering in-network coverage, out-of-network coverage, and partial network coverage.
· Support of sidelink signals, channels, bandwidth part, and resource pools [RAN1, RAN2]
· Resource allocation [RAN1, RAN2]
· Mode 1

· NR sidelink scheduling by NR Uu and LTE Uu as per the study outcome
· Sidelink synchronization mechanism as per the study outcome [RAN1, RAN2]

· Solutions for ‘not co-channel’ in-device coexistence between LTE and NR sidelinks

· Congestion control [RAN1, RAN2]

· Sidelink L2/L3 protocols and signalling

2. Specify support for NR Uu to provide control for LTE sidelink 
· Sidelink mode 4 as per the study outcome [RAN2, RAN1]; and

· Sidelink mode 3-like RRC-configured SPS scheduling with either RRC-based activation/deactivation as per the study outcome or DCI-based activation/deactivation [RAN1, RAN2].

· RAN1 to make a decision on which option is supported until RAN#84.

3. Specify UE report to assist gNB scheduling [RAN2, RAN1]

4. Specify support for QoS management [RAN2, RAN3, RAN1]


The objectives seem to focus only on the all of standalone scenarios including NR sidelink controlled by LTE Uu (i.e. NR SL – LTE Uu). However, the NR SL – LTE Uu scenario didn’t discussed in RAN2 in SI phase. Therefore, to finish 5G V2X WI successfully, we should prioritize the discussion of the NR SL – LTE Uu scenario in Rel-16 WI phase.
Proposal. RAN2 is kindly asked to discuss whether the discussion on NR SL – LTE Uu scenario should start earlier than other scenarios in Rel-16 WI phase.

3 Conclusion 

Based on the above discussion, we give our proposal:

Proposal. RAN2 is kindly asked to discuss whether the discussion on NR SL – LTE Uu scenario should start earlier than other scenarios in Rel-16 WI phase.
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