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	Reason for change:
	NOTE: This CR is based on a preliminar draft version of TS 38.331 v15.5.0.

In CR 799r2 (R2-1902787) a new section 12.2.3 was added on Mandatory information in inter-node RRC messages. The purpose of the section is to clarify the presence of fields in inter node messages, e.g. how the source shall set the fields for fileds used to reflect the AS configuration of the UE. There is also a general statement that “For the other fields in CG-Config and CG-ConfigInfo, the sender shall always signal the appropriate value even if same as indicated in the previous RRC INM, unless explicitly stated otherwise”. After this statement there is a list of fields for which the receiver shall maintain the values informed by the fields. The current list includes:
-	measGapConfig (for which delta signaling applies);
-	ue-CapabilityInfo
-	configRestrictInfo

Some further editing is needed of the text presenting the list of fields for which absence means the receiver maintains the values. Currently the explanation is given after the list, but it would be clearer to give the explanation before the list. Also, it would be good to clarify that every time there is a change in the configuration covered by a listed field, the MN shall include the field and it shall provide the full configuration provided by that field. Otherwise, if there is no change, the field can be omitted. 

Finally, for fields that convey the UE configuration in CG-Config, the case of SN initiated SN change is currently mentioned, but the case of MN enquiry of SN configuration is currently missing. 


	
	

	Summary of change:
	In 12.2.3 Mandatory information in inter-node RRC messages
· Added the case of MN enquiry of SN configuration to fields that convey the UE configuration in CG-Config
· Moved the text explaining the excemption list to before the list
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START OF CHANGES

11.2.3	Mandatory information in inter-node RRC messages
For the AS-Config transferred within the HandoverPreparationInformation:
-	The source node shall include all fields necessary to reflect the AS configuration of the UE;
-	Need codes or conditions specified for subfields according to IEs defined in section 6 do not apply. I.e. some fields shall be included regardless of the "Need" or "Cond" e.g. discardTimer;
-	Based on the received AS configuration, the target node can indicate the delta (difference) to the UE’s AS configuration (as included in HandoverCommand).
For a field that conveys the UE configuration in CG-Config (SN initiated change of SN and MN enquiry of SN configuration) and in CG-ConfigInfo upon change of SN (i.e. mcg-RB-Config, scg-RB-Config and sourceConfigSCG):
-	The source node shall include all fields necessary to reflect the AS configuration of the UE, unless stated otherwise in the field description or in this sub-clause;
-	Need codes or conditions specified for subfields according to IEs defined in section 6 do not apply;
-	Based on the received AS configuration, the target node can indicate the delta (difference) to the UE’s AS configuration (as included in CG-Config).
[bookmark: _Hlk3445868]For the other fields in CG-Config and CG-ConfigInfo, the sender shall always signal the appropriate value even if same as indicated in the previous RRC INM, unless explicitly stated otherwise. As an exception to this general rule, the absence of the below listed fields means that the receiver maintains the values informed via the previous message. Note that every time there is a change in the configuration covered by a listed field, the MN shall include the field and it shall provide the full configuration provided by that field. Otherwise, if there is no change, the field can be omitted:
[bookmark: _Hlk5865738]-	measGapConfig (for which delta signaling applies);
-	ue-CapabilityInfo;
-	configRestrictInfo;.

For the above fields, the absence of field means that the receiver maintains the values informed via the previous message.

END OF CHANGES
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