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Start of Change

5.5.2.1
General

The network applies the procedure as follows:

-
to ensure that, whenever the UE has a measConfig, it includes a measObject for the SpCell and for each NR SCell to be measured;

-
to configure at most one measurement identity using a reporting configuration with the reportType set to reportCGI;
-
to ensure that for all SSB based measurements there is at most one measurement object with the same ssbFrequency;

-
to ensure that all measurement objects configured in this specification and in TS 36.331 [10] with the same ssbFrequency have the same ssbSubcarrierSpacing;
-
to ensure that a smtc1 included in any measurement object with the same ssbFrequency has the same value, and that a smtc2 included in any measurement object with the same ssbFrequency has the same value;

-
to ensure that, if a measurement object has the same ssbFrequency as a measurement object configured in TS 36.331 [10]:

-
for that ssbFrequency, the measurement window according to the smtc configured in TS 36.331 [10] includes the measurement window according to the smtc1 configured in TS 38.331, or vice-versa, with an accuracy of the maximum receive timing difference specified in TS 38.133 [14].

-
if both measurement objects are used for RSSI measurements, bits in measurementSlots in both objects corresponding to the same slot are set to the same value. Also, the endSymbol is the same in both objects.

For CSI-RS resources, the network applies the procedure as follows:
-
to ensure that all CSI-RS resources configured in each measurement object have the same center frequency, (startPRB+floor(nrofPRBs/2))
-
to ensure that there is at most one measurement object with the same center frequency and the same subcarrierSpacing.

The UE shall:

1>
if the received measConfig includes the measObjectToRemoveList:

2>
perform the measurement object removal procedure as specified in 5.5.2.4;

1>
if the received measConfig includes the measObjectToAddModList:

2>
perform the measurement object addition/modification procedure as specified in 5.5.2.5;

1>
if the received measConfig includes the reportConfigToRemoveList:

2>
perform the reporting configuration removal procedure as specified in 5.5.2.6;

1>
if the received measConfig includes the reportConfigToAddModList:

2>
perform the reporting configuration addition/modification procedure as specified in 5.5.2.7;

1>
if the received measConfig includes the quantityConfig:

2>
perform the quantity configuration procedure as specified in 5.5.2.8;

1>
if the received measConfig includes the measIdToRemoveList:

2>
perform the measurement identity removal procedure as specified in 5.5.2.2;

1>
if the received measConfig includes the measIdToAddModList:

2>
perform the measurement identity addition/modification procedure as specified in 5.5.2.3;

1>
if the received measConfig includes the measGapConfig:

2>
perform the measurement gap configuration procedure as specified in 5.5.2.9;

1>
if the received measConfig includes the measGapSharingConfig:

2>
perform the measurement gap sharing configuration procedure as specified in 5.5.2.11;

1>
if the received measConfig includes the s-MeasureConfig:

2>
if s-MeasureConfig is set to ssb-RSRP, set parameter ssb-RSRP of s-MeasureConfig within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-MeasureConfig;
2>
else, set parameter csi-RSRP of s-MeasureConfig within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-MeasureConfig.

Next Change

6.3.2
Radio resource control information elements

//////omitted////

–
CSI-RS-ResourceConfigMobility
The IE CSI-RS-ResourceConfigMobility is used to configure CSI-RS based RRM measurements.

CSI-RS-ResourceConfigMobility information element

-- ASN1START

-- TAG-CSI-RS-RESOURCECONFIGMOBILITY-START

CSI-RS-ResourceConfigMobility ::=   SEQUENCE {

    subcarrierSpacing                   SubcarrierSpacing,

    csi-RS-CellList-Mobility            SEQUENCE (SIZE (1..maxNrofCSI-RS-CellsRRM)) OF CSI-RS-CellMobility,

    ... ,

    [[

    refServCellIndex-v1530              ServCellIndex                                                           OPTIONAL    -- Need S

    ]]

}

CSI-RS-CellMobility ::=             SEQUENCE {

    cellId                              PhysCellId,

    csi-rs-MeasurementBW                SEQUENCE {

        nrofPRBs                            ENUMERATED { size24, size48, size96, size192, size264},

        startPRB                            INTEGER(0..2169)

    },

    density                             ENUMERATED {d1,d3}                                                      OPTIONAL,   -- Need R

    csi-rs-ResourceList-Mobility        SEQUENCE (SIZE (1..maxNrofCSI-RS-ResourcesRRM)) OF CSI-RS-Resource-Mobility

}

CSI-RS-Resource-Mobility ::=        SEQUENCE {

    csi-RS-Index                        CSI-RS-Index,

    slotConfig                          CHOICE {

        ms4                                 INTEGER (0..31),

        ms5                                 INTEGER (0..39),

        ms10                                INTEGER (0..79),

        ms20                                INTEGER (0..159),

        ms40                                INTEGER (0..319)

    },

    associatedSSB                       SEQUENCE {

        ssb-Index                           SSB-Index,

        isQuasiColocated                    BOOLEAN
    }                                                                                                           OPTIONAL, -- Need R

    frequencyDomainAllocation           CHOICE {

        row1                                BIT STRING (SIZE (4)),

        row2                                BIT STRING (SIZE (12))

    },

    firstOFDMSymbolInTimeDomain         INTEGER (0..13),

    sequenceGenerationConfig            INTEGER (0..1023),

    ...

}

CSI-RS-Index ::=                    INTEGER (0..maxNrofCSI-RS-ResourcesRRM-1)

-- TAG-CSI-RS-RESOURCECONFIGMOBILITY-STOP

-- ASN1STOP

	CSI-RS-CellMobility field descriptions

	csi-rs-ResourceList-Mobility
List of CSI-RS resources for mobility. The maximum number of CSI-RS resources that can be configured per measObjectNR depends on the configuration of associatedSSB (see TS 38.214 [19], clause 5.1.6.1.3).

	density
Frequency domain density for the 1-port CSI-RS for L3 mobility. See TS 38.211 [16], clause 7.4.1.

	nrofPRBs
Allowed size of the measurement BW in PRBs. See TS 38.211 [16], clause 7.4.1.

	startPRB
Starting PRB index of the measurement bandwidth. See TS 38.211 [16], clause 7.4.1.


	CSI-RS-ResourceConfigMobility field descriptions

	csi-RS-CellList-Mobility
List of cells for CSI-RS based RRM measurements.

	refServCellIndex
Indicates the serving cell providing the timing reference for CSI-RS resources without associatedSSB. The field may be present only if there is at least one CSI-RS resource configured without associatedSSB. In case there is at least one CSI-RS resource configured without associatedSSB and this field is absent, the UE shall use the timing of the PCell. The CSI-RS resources and the serving cell indicated by refServCellIndex for timing reference should be located in the same band.

	subcarrierSpacing
Subcarrier spacing of CSI-RS. Only the values 15, 30 kHz or 60 kHz (<6GHz), 60 or 120 kHz (>6GHz) are applicable.


	CSI-RS-Resource-Mobility field descriptions

	associatedSSB

If this field is present, the UE may base the timing of the CSI-RS resource indicated in CSI-RS-Resource-Mobility on the timing of the cell indicated by the cellId in the CSI-RS-CellMobility. In this case, the UE is not required to monitor that CSI-RS resource if the UE cannot detect the SS/PBCH block indicated by this associatedSSB and cellId. If this field is absent, the UE shall base the timing of the CSI-RS resource indicated in CSI-RS-Resource-Mobility on the timing of the serving cell indicated by refServCellIndex. In this case, the UE is required to measure the CSI-RS resource even if SS/PBCH block(s) with cellId in the CSI-RS-CellMobility are not detected.
CSI-RS resources with and without associatedSSB may be configured in accordance with the rules in TS 38.214 [19], clause 5.1.6.1.3.

	csi-RS-Index

CSI-RS resource index associated to the CSI-RS resource to be measured (and used for reporting).

	firstOFDMSymbolInTimeDomain
Time domain allocation within a physical resource block. The field indicates the first OFDM symbol in the PRB used for CSI-RS, see TS 38.211 [16], clause 7.4.1.5.3. Value 2 is supported only when DL-DMRS-typeA-pos equals 3.

	frequencyDomainAllocation
Frequency domain allocation within a physical resource block in accordance with TS 38.211 [16], clause 7.4.1.5.3 including table 7.4.1.5.2-1. The number of bits that may be set to one depend on the chosen row in that table.

	isQuasiColocated
Indicates that the CSI-RS resource is quasi co-located with the associated SS/PBCH block, see TS 38.214 [19], clause 5.1.6.1.3.

	sequenceGenerationConfig
Scrambling ID for CSI-RS (see TS 38.211 [16], clause 7.4.1.5.2).

	slotConfig
Indicates the CSI-RS periodicity (in milliseconds) and for each periodicity the offset (in number of slots). When subcarrierSpacingCSI-RS is set to kHz15, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 3/4/9/19/39 slots. When subcarrierSpacingCSI-RS is set to kHz30, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 7/9/19/39/79 slots. When subcarrierSpacingCSI-RS is set to kHz60, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 15/19/39/79/159 slots. When subcarrierSpacingCSI-RS is set kHz120, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 31/39/79/159/319 slots.


//////omitted////
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