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	Reason for change:
	It is not clear what frequency reference the UE should apply for commonControlResourceSet configured in SIB1. In particular, since the initial DL BWP in SIB1 is only applicable after msg4, the UE may use Coreset#0 BWP in selecting the frequency reference according to frequencyDomainResources. It should be clarified that the UE uses the initial DL BWP after reading SIB1 even though this BWP is not applied immediately.

	
	

	Summary of change:
	Clarify that the frequency reference for commonControlResourceSet configured in SIB1 is the lowest RB of initial DL BWP in SIB1. 
Impact Analysis:

Impacted 5G architecture options: Standalone, NE-DC, NR-DC

Impacted functionality:
Configuration of commonControlResourceSet

Interoperability issue:
· if the network is implemented according to the CR and the UE is not: the UE may apply the wrong reference point and monitor the wrong coreset.
· if the UE is implemented according to the CR and the network is not: the NW may use the wrong coreset.


	
	

	Consequences if not approved:
	The UE may not apply the correct frequency reference for commonControlResourceSet configured in SIB1.
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[bookmark: _Toc5285243]6.3.2	Radio resource control information elements
<Skipped unchanged parts>
[bookmark: _Toc5285271][bookmark: _Hlk535756552]–	ControlResourceSet
The IE ControlResourceSet is used to configure a time/frequency control resource set (CORESET) in which to search for downlink control information (see TS 38.213 [13], clause 10.1).
ControlResourceSet information element
-- ASN1START
-- TAG-CONTROLRESOURCESET-START

ControlResourceSet ::=              SEQUENCE {
    controlResourceSetId                ControlResourceSetId,

    frequencyDomainResources            BIT STRING (SIZE (45)),
    duration                            INTEGER (1..maxCoReSetDuration),
    cce-REG-MappingType                 CHOICE {
        interleaved                         SEQUENCE {
            reg-BundleSize                      ENUMERATED {n2, n3, n6},
[bookmark: _Hlk514758623]            interleaverSize                     ENUMERATED {n2, n3, n6},
            shiftIndex                          INTEGER(0..maxNrofPhysicalResourceBlocks-1)       OPTIONAL -- Need S
        },
        nonInterleaved                      NULL
    },
    precoderGranularity                 ENUMERATED {sameAsREG-bundle, allContiguousRBs},
    tci-StatesPDCCH-ToAddList           SEQUENCE(SIZE (1..maxNrofTCI-StatesPDCCH)) OF TCI-StateId OPTIONAL, -- Cond NotSIB1-initialBWP
    tci-StatesPDCCH-ToReleaseList       SEQUENCE(SIZE (1..maxNrofTCI-StatesPDCCH)) OF TCI-StateId OPTIONAL, -- Cond NotSIB1-initialBWP
    tci-PresentInDCI                        ENUMERATED {enabled}                                  OPTIONAL, -- Need S
    pdcch-DMRS-ScramblingID                 INTEGER (0..65535)                                    OPTIONAL, -- Need S
    ...
}

-- TAG-CONTROLRESOURCESET-STOP
-- ASN1STOP

	ControlResourceSet field descriptions

	cce-REG-MappingType
Mapping of Control Channel Elements (CCE) to Resource Element Groups (REG) (see TS 38.211 [16], clauses 7.3.2.2 and 7.4.1.3.2).

	controlResourceSetId
Value 0 identifies the common CORESET configured in MIB and in ServingCellConfigCommon (controlResourceSetZero) and is hence not used here in the ControlResourceSet IE. Values 1..maxNrofControlResourceSets-1 identify CORESETs configured by dedicated signalling or in SIB1. The controlResourceSetId is unique among the BWPs of a serving cell.

	duration
Contiguous time duration of the CORESET in number of symbols (see TS 38.211 [16], clause 7.3.2.2).

	[bookmark: _Hlk7387039]frequencyDomainResources
[bookmark: _GoBack]Frequency domain resources for the CORESET. Each bit corresponds a group of 6 RBs, with grouping starting from the first RB group (see TS 38.213 [13], clause 10.1) in the BWP. The first (left-most / most significant) bit corresponds to the first RB group in the BWP, and so on. A bit that is set to 1 indicates that this RB group belongs to the frequency domain resource of this CORESET. Bits corresponding to a group of RBs not fully contained in the bandwidth part within which the CORESET is configured are set to zero (see TS 38.211 [16], clause 7.3.2.2). For commonControlResourceSet configured in DownlinkConfigCommonSIB in SIB1, initialDownlinkBWP is used as the BWP.

	interleaverSize
Interleaver-size (see TS 38.211 [16], clause 7.3.2.2).

	pdcch-DMRS-ScramblingID
PDCCH DMRS scrambling initialization (see TS 38.211 [16], clause 7.4.1.3.1). When the field is absent the UE applies the value of the physCellId configured for this serving cell.

	precoderGranularity
Precoder granularity in frequency domain (see TS 38.211 [16], clauses 7.3.2.2 and 7.4.1.3.2).

	reg-BundleSize
Resource Element Groups (REGs) can be bundled to create REG bundles. This parameter defines the size of such bundles (see TS 38.211 [16], clause 7.3.2.2).

	shiftIndex
When the field is absent the UE applies the value of the physCellIdconfigured for this serving cell (see TS 38.211 [16], clause 7.3.2.2).

	tci-PresentInDCI
If at least spatial QCL is configured/indicated, this field indicates if TCI field is present or not present in DL-related DCI. When the field is absent the UE considers the TCI to be absent/disabled. In case of cross carrier scheduling, the network sets this field to enabled for the ControlResourceSet used for cross carrier scheduling in the scheduling cell (see TS 38.214 [19], clause 5.1.5).

	tci-StatesPDCCH-ToAddList
A subset of the TCI states defined in pdsch-Config included in the BWP-DownlinkDedicated corresponding to the serving cell and to the DL BWP to which the ControlResourceSet belong to. They are used for providing QCL relationships between the DL RS(s) in one RS Set (TCI-State) and the PDCCH DMRS ports (see TS 38.213 [13], clause 6.). The network configures at most maxNrofTCI-StatesPDCCH entries.



	Conditional Presence
	Explanation

	NotSIB1-initialBWP
	The field is absent in SIB1 and in the PDCCH-ConfigCommon of the initial BWP in ServingCellConfigCommon, if SIB1 is broadcasted. Otherwise, it is optionally present, Need N.
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