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Introduction
The work item for NR V2X was approved [1] in RAN#83 and the objectives were identified in relation to L2/L3 protocols for Mode 1 resource allocation:
	1. NR sidelink: Specify NR sidelink solutions necessary to support sidelink unicast, sidelink groupcast, and sidelink broadcast for V2X services, considering in-network coverage, out-of-network coverage, and partial network coverage.
· Resource allocation [RAN1, RAN2]
· Mode 1
· NR sidelink scheduling by NR Uu and LTE Uu as per the study outcome
· Mode 2
· Sensing and resource selection procedures based on sidelink pre-configuration and configuration by NR Uu and LTE Uu as per the study outcome
· Support for simultaneous configuration of Mode 1 and Mode 2 for a UE
· Transmitter UE operation in this configuration is to be discussed after the design of mode 1 only and mode 2 only.
· Receiver UE can receive the transmissions without knowing the resource allocation mode used by the transmitter UE. 
· UE relaying resource pool configuration or resource configuration is not supported in this work in Rel-16.



This contribution aims to show the need for supporting a Mode 1 sensing reporting mechanism, in order to lower the number of resource collisions between Mode 1 and Mode 2 UEs. 
[bookmark: OLE_LINK13][bookmark: OLE_LINK14]Resource Pool Sharing Between Mode 1 and Mode 2 UEs
The resource pool sharing scenario means that both Mode 1 and Mode 2 UEs share the same set of sidelink (SL) transmission resources. This includes both UE mode types that perform aperiodic as well as periodic transmissions. If we consider the resource allocation and resource occupancy awareness from a gNB perspective, the gNB is unaware of Mode 2 UEs’ autonomous resource selection and usage of SL transmission resources.
This creates an inherent resource collision problem in the resource pool sharing scenario whereby a Mode 1 UE maybe scheduled to transmit on a resource already occupied by a Mode 2 UE. 
Depending on the traffic load between Mode 1 and Mode 2 UEs, the resource collision problem can be further compounded, especially if there happen to be more Mode 2 UEs. 
Observation 1: The absence of accurate resource occupancy information at the gNB regarding Mode 2 UE resource pool usage can lead to resource collisions.
The next issue is regarding the amount of resource collisions in a given set of transmission resources between Mode 1 and Mode 2 UEs such that the performance will be significantly impacted. This will depend on: 
1) Number of the Mode 1 and Mode 2 UEs sharing a given set of transmission resources (i.e. a single resource pool).
2) The number of periodic and aperiodic transmission for either modes (i.e. a higher number of aperiodic transmissions, which are as such random in nature, would cause an increased number of collisions).
3) The total amount of resources to be shared by both Mode 1 and Mode 2 UEs (i.e. a smaller set of sub channels).
Figure 1 illustrates a basic example scenario where Mode 1 and Mode 2 UEs share a snapshot of the same set of given resources and the various resulting collision types that may occur. Both types of UEs perform both periodic and aperiodic transmissions. The gNB schedules Mode 1 UEs while being unaware about the resources occupied by Mode 2 UEs.


Figure 1: Types of resource collisions between Mode 1 and Mode 2 UEs

Observation 2: Multiple types of collisions may occur in the full resource pool sharing scenario.
Mode 1 UE Reporting Solutions
It is within the scope of RAN2 to investigate possible reporting mechanisms to enable Mode 1 UEs to carry out sensing and transmitting this sensing result (i.e. occupancy status) back to the gNB, based on the functionality defined in LTE. The primary objective of this report is for the eNB to be aware of the interference environment as well as the occupancy of the resources, to be capable of efficiently scheduling resources within a given transmission resource pool.  
In LTE, all UEs carry out a basic level of occupancy and congestion reporting in the form of the Channel Busy Ratio (CBR) report and the Channel occupancy Ratio (CR). The CBR essentially provides the eNB with an indication of channel congestion by defining a ratio of the amount of sub channels that exceed a preconfigured RSSI threshold in the previous 100 subframes, whereas the CR is a ratio of the number of sub channels used for transmission by the UE to the total number of sub channels over a 1000 subframe period. While both these values are used by the eNB to manage the congestion of resources, they are considered inadequate or not accurate enough for the eNB scheduler to avoid probable collisions in resource allocation when both Mode 1 and Mode 2 UEs share a resource pool. On the other hand, Mode 2 UEs mainly select their resources based on advanced sensing mechanisms that are currently being discussed in RAN1.
In NR if a Mode 1 UE were to send reports back to the gNB to assist in resource scheduling, it would be better to send a more detailed version of the CBR report as the UE measures the CBR per subframe anyway, and averages it out to generate the current CBR value. Instead of averaging it out, the UE could provide the occupancy values of each of the resources in a given resource pool, thereby giving the gNB more information regarding the occupancy state of each resource.
Proposal 1: Mode 1 UEs can be configured to send a detailed occupancy report to the gNB.
As seen in LTE Rel-15, if a Mode 3 UE generates a detailed CBR report, as mentioned above, or even carries out a sensing process and has to send this in a report back to the eNB, it causes an increased overhead, resulting in an additional burden on the Mode 3 UE. 
Increased Overhead
In order to tackle the issue of increased overhead, we propose that only a subset of Mode 1 UEs may send a detailed CBR report (or channel occupancy report) back to the gNB. This is possible as for a given transmit resource pool, not all UEs are required to send the report, as they would be measuring the CBR across the same subframes and sub channels, and hence, would be redundant for all the UEs within the same pool to be reporting back to the gNB.
As such, currently in Rel-15, the transmission of a CBR report is based on triggered events. The trigger for sending the report can be based on a variety of parameters, such as link quality or UE category. Event-triggered reporting would remove the need for any additional signalling procedures for a new reporting mechanism and would not cause any additional overhead. Although the size of the CBR report as such would be larger in the case of a detailed CBR report, since the number of Mode 1 UEs reporting to the gNB is significantly lower than the current case where all UEs transmit the report, the effect of the overhead can be largely mitigated. This method also ensures minimal specification changes.
Proposal 2: Only a subset of Mode 1 UEs transmit the detailed occupancy report to the gNB, by configuring an enhanced set of triggers to send the occupancy report.


Conclusion
In this contribution, the challenges faced in the sharing of resources for both Mode 1 and Mode 2 UEs were discussed. The following are the observations based on the discussed challenges: 
Observation 1: The absence of accurate resource occupancy information at the gNB regarding Mode 2 UE resource pool usage can lead to resource collisions.
Observation 2: Multiple types of collisions may occur in the full resource pool sharing scenario.
Based on these observations, we propose the following:
Proposal 1: Mode 1 UEs can be configured to send a detailed occupancy report to the gNB.
Proposal 2: Only a subset of Mode 1 UEs transmit the detailed occupancy report to the gNB, by configuring an enhanced set of triggers to send the occupancy report.
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