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1	Introduction
Regarding RLF reporting, the following was agreed in RAN2#105:

	Agreements
· The UE informs network about having an RLF report available via rlf-InfoAvailable indication during the initial RRC connection re-establishment process after RLF. The rlf-InfoAvailable parameter is included in Msg5 of the RRC connection re-establishment process.
· It is up to the network to decide when to request for the RLF report, using UEInformationRequest/UEInformationResponse procedure.
· In case of no/failed RRC connection re-establishment, the UE may store the RLF report for indicating rlf-InfoAvailable in Msg5 of later connection establishment.
· The following legacy parameters are supported for RLF reporting in NB-IoT: 
· Failed cell ECGI
· Last Serving Cell RSRP/RSRQ (Whether OK for CP-solution is FFS), 
· Absolute Time Stamp (optional, if available)
· Location Info (optional, if available)
· FFS: further information
· RLF reporting does not trigger RRC connection establishment/resume, including EDT
· Neither rlf-InfoAvailable indication nor RLF report is included in the Msg3 of the EDT procedure to indicate to the network about an available RLF report.




In the highlighted parts above, the procedure of NB-IoT RLF reporting has been described. In this paper we provide text proposal on indicating RLF report to the network for NB-IoT according to the agreements above.
[bookmark: _Ref178064866]2	Discussion
As seen in the above agreements, RAN2 has agreed to use rlf-InfoAvailable indication to indicate the presence of RLf report in NB-IoT. We have provided a text proposal below to incorporate these agreements to TS 36.331 clauses 5.3.3.4, 5.3.3.4a, 5.3.7.5 and 6.7.2. 
The text proposal contains:
1. Defining procedures for including RLF report indication
2. Including the rlf-InfoAvailable in RRCConnectionReconfigurationComplete-NB, RRCConnectionReestablishmentComplete-NB, RRCConnectionResumeComplete-NB and RRCConnectionSetupComplete-NB messages.

[bookmark: _Toc7088644]RAN2 to agree to below text proposal introducing rlf-InfoAvailable for NB-IoT to support RLF reporting.
[bookmark: _Ref189046994]3	Text Proposal

	First change



[bookmark: _Toc535571137]5.3.3.4	Reception of the RRCConnectionSetup by the UE
NOTE 1:	Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];
The UE shall:
1>	if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from a suspended RRC connection:
2>	release all radio resources, including release of the RLC entity, the MAC configuration and the associated PDCP entity for all established or suspended RBs, except for SRB0;
2>	discard the stored UE AS context and resumeIdentity;
2>	if stored, discard the stored nextHopChainingCount;
2>	if stored, discard the stored drb-ContinueROHC;
2>	indicate to upper layers fallback of the RRC connection;
1>	if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest from RRC_INACTIVE:
2>	stop T380 if running;
2>	discard stored UE Inactive AS context;
2>	discard any current AS security context including the KRRCenc key, the KRRCint key, the KUPint key and the KUPenc key;
2>	release radio resources for all established RBs except SRB0, including release of the RLC entities, of the associated PDCP entities and of SDAP;
2>	release the RRC configuration except for the default MAC main configuration and CCCH;
2>	indicate to upper layers fallback of the RRC connection;
1>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
[bookmark: OLE_LINK63][bookmark: OLE_LINK58]1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	stop timer T300;
1>	stop timer T302, if running;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T350, if running;
1>	perform the actions as specified in 5.6.12.4;
1>	release rclwi-Configuration, if configured, as specified in 5.6.16.2;
1>	stop timer T360, if running;
1>	stop timer T322, if running;
[bookmark: _Hlk525732406]1>	stop timer T309, if running, for all access categories;
1>	enter RRC_CONNECTED;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
[bookmark: OLE_LINK67][bookmark: OLE_LINK64]1>	set the content of RRCConnectionSetupComplete message as follows:
2>	if the RRCConnectionSetup is received in response to an RRCConnectionResumeRequest:
3>	if upper layers provide an S-TMSI:
4>	set the s-TMSI to the value received from upper layers;
3>	else if upper layers provide a 5G-S-TMSI:
4>	set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI with the value received from upper layers;
2>	else if upper layers provide a 5G-S-TMSI:
3>	set the ng-5G-S-TMSI-Bits to ng-5G-S-TMSI-Part2 to the leftmost 8 bits of 5G-S-TMSI received from upper layers;
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1 (or SystemInformationBlockType1-NB in NB-IoT);
2>	if upper layers provide the 'Registered MME', include and set the registeredMME as follows:
3>	if the PLMN identity of the 'Registered MME' is different from the PLMN selected by the upper layers:
4>	include the plmnIdentity in the registeredMME and set it to the value of the PLMN identity in the 'Registered MME' received from upper layers;
3>	set the mmegi and the mmec to the value received from upper layers;
2>	if upper layers provided the 'Registered MME':
3>	include and set the gummei-Type to the value provided by the upper layers;
2>	if upper layers provide the 'Registered AMF', include and set the registeredAMF as follows:
3>	if the PLMN identity of the 'Registered AMF' is different from the PLMN selected by the upper layers:
4>	include the plmnIdentity in the registeredAMF and set it to the value of the PLMN identity in the 'Registered AMF' received from upper layers;
3>	set the amf-Identifier to the value received from upper layers;
2>	if upper layers provided the 'Registered AMF':
3>	include and set the guami-Type to the value provided by the upper layers;
2>	if upper layers provide one or more S-NSSAI (see TS 23.003 [27]):
3>	include the s-NSSAI-list and set the content to the values provided by the upper layers;
2>	if the UE supports CIoT EPS optimisation(s):
3>	include attachWithoutPDN-Connectivity if received from upper layers;
3>	include up-CIoT-EPS-Optimisation if received from upper layers;
3>	except for NB-IoT, include cp-CIoT-EPS-Optimisation if received from upper layers;
2>	if connecting as an RN:
3>	include the rn-SubframeConfigReq;
2>	if the RRCConnectionSetup is received in response to RRCEarlyDataRequest:
3>	set the dedicatedInfoNAS to a zero-length octet string;
2>	else:
3>	set the dedicatedInfoNAS to include the information received from upper layers;
2>	if the UE is connected to EPC:
3>	except for NB-IoT:
4>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
5>	include rlf-InfoAvailable;
4>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableMBSFN;
4>	else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailable;
4>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableBT;
4>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableWLAN;
4>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
5>	include connEstFailInfoAvailable;
4>	include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;
4>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
5>	include the mobilityHistoryAvail;
4>	if the SIB2 contains idleModeMeasurements, and the UE has IDLE mode measurement information available in VarMeasIdleReport:
5>	include the idleMeasAvailable;
4>	stop T331 (if running);
4>	if the UE has flight path information available:
5>	include flightPathInfoAvailable;
3>	for NB-IoT:
4>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
5>	set the measResultServCell to include the measurements of the serving cell;
4>	if the UE has radio link failure available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
5>	include rlf-InfoAvailable;
 NOTE 2:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
3>	include dcn-ID if a DCN-ID value (see TS 23.401 [41]) is received from upper layers;
2>	if UE needs UL gaps during continuous uplink transmission:
3>	include ue-CE-NeedULGaps;
1>	submit the RRCConnectionSetupComplete message to lower layers for transmission;
1>	the procedure ends:
[bookmark: _Toc535571138]5.3.3.4a	Reception of the RRCConnectionResume by the UE
The UE shall:
1>	stop timer T300;
1>	stop timer T309, if running, for all access categories;
1>	stop T380 if running;
1>	except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT:
2>	if resuming an RRC connection from a suspended RRC connection:
3>	restore the PDCP state and re-establish PDCP entities for SRB2, if configured with E-UTRA PDCP, and for all DRBs that are configured with E-UTRA PDCP;
3>	if drb-ContinueROHC is included:
4>	indicate to lower layers that stored UE AS context is used and that drb-ContinueROHC is configured;
4>	continue the header compression protocol context for the DRBs configured with the header compression protocol;
3>	else:
4>	indicate to lower layers that stored UE AS context is used;
4>	reset the header compression protocol context for the DRBs configured with the header compression protocol;
3>	discard the stored UE AS context and resumeIdentity;
2>	else if the RRCConnectionResume message includes the fullConfig (for resuming an RRC connection from RRC_INACTIVE):
3>	perform the radio configuration procedure as specified in 5.3.5.8;
2>	else (for resuming an RRC connection from RRC_INACTIVE)
3>	re-establish PDCP entities for SRB2 and all DRBs;
3>	restore the physical layer configuration, the MAC configuration, the RLC configuration and the PDCP configuration from the stored UE Inactive AS context;
3>	if drb-ContinueROHC is included:
4>	indicate to lower layers that drb-ContinueROHC is configured;
3>	discard the stored UE Inactive AS context, except ran-NotificationAreaInfo;
1>	else:
2>	discard the stored UE AS context and resumeIdentity;
1>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
NOTE:	When performing the radio resource configuration procedure, for the physical layer configuration and the MAC Main configuration, the restored RRC configuration from the stored UE AS context is used as basis for the reconfiguration.
1>	if the received RRCConnectionResume message includes the sk-Counter:
2>	perform key update procedure as specified in TS 38.331 [82], clause 5.3.5.8;
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig1:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	if the received RRCConnectionResume message includes the nr-RadioBearerConfig2:
2>	perform radio bearer configuration as specified in TS 38.331 [82], clause 5.3.5.6;
1>	except if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT:
2>	resume SRB2 and all DRBs, if any, including RBs configured with NR PDCP;
1>	if stored, discard the cell reselection priority information provided by the idleModeMobilityControlInfo or inherited from another RAT;
1>	if stored, discard the dedicated offset provided by the redirectedCarrierOffsetDedicated;
1>	if the RRCConnectionResume message includes the measConfig:
2>	perform the measurement configuration procedure as specified in 5.5.2;
1>	stop timer T302, if running;
1>	stop timer T303, if running;
1>	stop timer T305, if running;
1>	stop timer T306, if running;
1>	stop timer T308, if running;
1>	perform the actions as specified in 5.3.3.7;
1>	stop timer T320, if running;
1>	stop timer T350, if running;
1>	perform the actions as specified in 5.6.12.4;
1>	stop timer T360, if running;
1>	stop timer T322, if running;
1>	if the RRCConnectionResume is received in response to an RRCConnectionResumeRequest for EDT or an RRCConnectionResumeRequest from RRC_INACTIVE:
2>	ignore the nextHopChainingCount value indicated in the RRCConnectionResume message;
1>	else:
2>	if resuming an RRC connection from a suspended RRC connection:
3>	update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionResume message, as specified in TS 33.401 [32];
3>	store the nextHopChainingCount value;
3>	derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];
3>	request lower layers to verify the integrity protection of the RRCConnectionResume message, using the previously configured algorithm and the KRRCint key;
3>	if the integrity protection check of the RRCConnectionResume message fails:
4>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'other', upon which the procedure ends;
3>	derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];
3>	configure lower layers to resume integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE;
3>	configure lower layers to resume ciphering and to apply the ciphering algorithm, the KRRCenc key and the KUPenc key, i.e. the ciphering configuration shall be applied to all subsequent messages received and sent by the UE;
1>	enter RRC_CONNECTED;
1>	indicate to upper layers that the suspended RRC connection has been resumed;
1>	stop the cell re-selection procedure;
1>	consider the current cell to be the PCell;
1>	set the content of RRCConnectionResumeComplete message as follows:
2>	set the selectedPLMN-Identity to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]) from the PLMN(s) included in the plmn-IdentityList in SystemInformationBlockType1;
2>	set the dedicatedInfoNAS to include the information received from upper layers;
2>	except for NB-IoT:
3>	if resuming an RRC connection from a suspended RRC connection:
4>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
5>	include rlf-InfoAvailable;
4>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableMBSFN;
4>	else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailable;
4>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableBT;
4>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
5>	include logMeasAvailableWLAN;
4>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
5>	include connEstFailInfoAvailable;
4>	include the mobilityState and set it to the mobility state (as specified in TS 36.304 [4]) of the UE just prior to entering RRC_CONNECTED state;
3>	if the UE supports storage of mobility history information and the UE has mobility history information available in VarMobilityHistoryReport:
4>	include mobilityHistoryAvail;
3>	if the SIB2 contains idleModeMeasurements, and the UE has IDLE mode measurement information available in VarMeasIdleReport:
4>	include the idleMeasAvailable;
3>	stop T331 (if running);
3>	if the UE has flight path information available :
4>	include flightPathInfoAvailable;
2>	for NB-IoT:
3>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
4>	set the measResultServCell to include the measurements of the serving cell;
3>	if the UE has radio link failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
5>	include rlf-InfoAvailable;
 NOTE:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
1>	submit the RRCConnectionResumeComplete message to lower layers for transmission;
1>	the procedure ends.

	Next change



[bookmark: _Toc535571177]5.3.7.5	Reception of the RRCConnectionReestablishment by the UE
NOTE 1:	Prior to this, lower layer signalling is used to allocate a C-RNTI. For further details see TS 36.321 [6];
The UE shall:
1>	stop timer T301;
1>	consider the current cell to be the PCell;
1>	except for a NB-IoT UE for which AS security has not been activated:
2>	if SRB1 was configured with NR PDCP and the UE is connected to EPC:
3>	for SRB1, release the NR PDCP entity and establish an E-UTRA PDCP entity with the current (MCG) security configuration;
NOTE 1a:	The UE applies the LTE ciphering and integrity protection algorithms that are equivalent to the previously configured NR security algorithms.
2>	else:
3>	for SRB1, re-establish the PDCP entity;
2>	re-establish RLC for SRB1;
2>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
2>	resume SRB1;
NOTE 2:	E-UTRAN should not transmit any message on SRB1 prior to receiving the RRCConnectionReestablishmentComplete message.
2>	if UE is connected to EPC, update the KeNB key based on the KASME key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionReestablishment message, as specified in TS 33.401 [32];
2>	else if UE is connected to 5GC, update the KeNB key based on the KAMF key to which the current KeNB is associated, using the nextHopChainingCount value indicated in the RRCConnectionReestablishment message, as specified in TS 33.501 [86];
2>	store the nextHopChainingCount value;
2>	derive the KRRCint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];
2>	derive the KRRCenc key and the KUPenc key associated with the previously configured ciphering algorithm, as specified in TS 33.401 [32];
2>	if connected as an RN:
3>	derive the KUPint key associated with the previously configured integrity algorithm, as specified in TS 33.401 [32];
[bookmark: OLE_LINK47][bookmark: OLE_LINK46][bookmark: OLE_LINK41][bookmark: OLE_LINK40]2>	configure lower layers to activate integrity protection using the previously configured algorithm and the KRRCint key immediately, i.e., integrity protection shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
2>	if connected as an RN:
3>	configure lower layers to apply integrity protection using the previously configured algorithm and the KUPint key, for subsequently resumed or subsequently established DRBs that are configured to apply integrity protection, if any;
2>	configure lower layers to apply ciphering using the previously configured algorithm, the KRRCenc key and the KUPenc key immediately, i.e., ciphering shall be applied to all subsequent messages received and sent by the UE, including the message used to indicate the successful completion of the procedure;
2>	if the UE is not a NB-IoT UE:
3>	if the UE is connected to EPC:
4>	set the content of RRCConnectionReestablishmentComplete message as follows:
5>	if the UE has radio link failure or handover failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
6>	include the rlf-InfoAvailable;
5>	if the UE has MBSFN logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport and if T330 is not running:
6>	include logMeasAvailableMBSFN;
5>	else if the UE has logged measurements available for E-UTRA and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
6>	include the logMeasAvailable;
5>	if the UE has Bluetooth logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
6>	include the logMeasAvailableBT;
5>	if the UE has WLAN logged measurements available and if the RPLMN is included in plmn-IdentityList stored in VarLogMeasReport:
6>	include the logMeasAvailableWLAN;
5>	if the UE has connection establishment failure information available in VarConnEstFailReport and if the RPLMN is equal to plmn-Identity stored in VarConnEstFailReport:
6>	include the connEstFailInfoAvailable;
5>	if the UE has flight path information available:
6>	include flightPathInfoAvailable;
3>	perform the measurement related actions as specified in 5.5.6.1;
3>	perform the measurement identity autonomous removal as specified in 5.5.2.2a;
2>	else:
3>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
4>	set the measResultServCell to include the measurements of the serving cell;
3>	if the UE has radio link failure information available in VarRLF-Report and if the RPLMN is included in plmn-IdentityList stored in VarRLF-Report:
4>	include the rlf-InfoAvailable;
 NOTE 2a:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
2>	submit the RRCConnectionReestablishmentComplete message to lower layers for transmission;
2>	if SystemInformationBlockType15 is broadcast by the PCell:
3>	if the UE has transmitted an MBMSInterestIndication message during the last 1 second preceding detection of radio link failure:
4>	ensure having a valid version of SystemInformationBlockType15 for the PCell;
4>	determine the set of MBMS frequencies of interest in accordance with 5.8.5.3;
4>	determine the set of MBMS services of interest in accordance with 5.8.5.3a;
4>	initiate transmission of the MBMSInterestIndication message in accordance with 5.8.5.4;
2>	if SystemInformationBlockType18 is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink communication related parameters relevant in PCell (i.e. change of commRxInterestedFreq or commTxResourceReq, commTxResourceReqUC if SystemInformationBlockType18 includes commTxResourceUC-ReqAllowed or commTxResourceInfoReqRelay if PCell broadcasts SystemInformationBlockType19 including discConfigRelay) during the last 1 second preceding detection of radio link failure; or
2>	if SystemInformationBlockType19 is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of sidelink discovery related parameters relevant in PCell (i.e. change of discRxInterest or discTxResourceReq, discTxResourceReqPS if SystemInformationBlockType19 includes discConfigPS or discRxGapReq or discTxGapReq if the UE is configured with gapRequestsAllowedDedicated set to true or if the UE is not configured with gapRequestsAllowedDedicated and SystemInformationBlockType19 includes gapRequestsAllowedCommon) during the last 1 second preceding detection of radio link failure; or
2>	if SystemInformationBlockType21 including sl-V2X-ConfigCommon is broadcast by the PCell; and the UE transmitted a SidelinkUEInformation message indicating a change of V2X sidelink communication related parameters relevant in PCell (i.e. change of v2x-CommRxInterestedFreqList or v2x-CommTxResourceReq) during the last 1 second preceding detection of radio link failure:
3>	initiate transmission of the SidelinkUEInformation message in accordance with 5.10.2.3;
1>	for a NB-IoT UE for which AS security has not been activated:
2>	validate dl-NAS-MAC, as specified in TS 33.401 [32];
2>	if dl-NAS-MAC check fails:
3>	perform the actions upon leaving RRC_CONNECTED as specified in 5.3.12, with release cause 'RRC connection failure', upon which the procedure ends;
2>	except for a UE that only supports the Control Plane CIoT EPS optimisation:
3>	re-establish PDCP for SRB1;
3>	re-establish RLC for SRB1;
2>	re-establish RLC for SRB1bis;
2>	perform the radio resource configuration procedure in accordance with the received radioResourceConfigDedicated and as specified in 5.3.10;
2>	except for a UE that only supports the Control Plane CIoT EPS optimisation:
3>	resume SRB1;
2>	resume SRB1bis;
NOTE 3:	E-UTRAN should not transmit any message on SRB1bis prior to receiving the RRCConnectionReestablishmentComplete message.
2>	if the UE supports serving cell idle mode measurements reporting and servingCellMeasInfo is present in SystemInformationBlockType2-NB:
3>	set the measResultServCell to include the measurements of the serving cell;
 NOTE 4:	The UE includes the latest results of the serving cell measurements as used for cell selection/ reselection evaluation, which are performed in accordance with the performance requirements as specified in TS 36.133 [16].
2>	submit the RRCConnectionReestablishmentComplete message to lower layers for transmission;
1>	the procedure ends;

[bookmark: _Toc535571927]
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–	RRCConnectionReconfigurationComplete-NB
The RRCConnectionReconfigurationComplete-NB message is used to confirm the successful completion of an RRC connection reconfiguration.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to E‑UTRAN
RRCConnectionReconfigurationComplete-NB message
-- ASN1START

RRCConnectionReconfigurationComplete-NB ::= SEQUENCE {
	rrc-TransactionIdentifier				RRC-TransactionIdentifier,
	criticalExtensions						CHOICE {
		rrcConnectionReconfigurationComplete-r13	RRCConnectionReconfigurationComplete-NB-r13-IEs,
		criticalExtensionsFuture					SEQUENCE {}
	}
}

RRCConnectionReconfigurationComplete-NB-r13-IEs ::= SEQUENCE {
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	nonCriticalExtension				RRCConnectionReconfigurationComplete-NB-r16-IEsSEQUENCE {}						OPTIONAL
}

RRCConnectionReconfigurationComplete-NB-r16-IEs ::= SEQUENCE {
	rlf-InfoAvailable-r16				ENUMERATED {true}				OPTIONAL,
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}

-- ASN1STOP

[bookmark: _Toc535571928]–	RRCConnectionReestablishment-NB
The RRCConnectionReestablishment-NB message is used to re-establish SRB1.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: E‑UTRAN to UE
RRCConnectionReestablishment-NB message
-- ASN1START


RRCConnectionReestablishment-NB ::=	SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE{
			rrcConnectionReestablishment-r13	RRCConnectionReestablishment-NB-r13-IEs,
			spare1	NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionReestablishment-NB-r13-IEs ::= SEQUENCE {
	radioResourceConfigDedicated-r13			RadioResourceConfigDedicated-NB-r13,
	nextHopChainingCount-r13					NextHopChainingCount,
	lateNonCriticalExtension					OCTET STRING						OPTIONAL,
	nonCriticalExtension						RRCConnectionReestablishment-NB-v1430-IEs	OPTIONAL
}

RRCConnectionReestablishment-NB-v1430-IEs ::=	SEQUENCE {
	dl-NAS-MAC							BIT STRING (SIZE (16))	OPTIONAL,	-- Cond Reestablish-CP
	nonCriticalExtension				SEQUENCE {}				OPTIONAL
}

-- ASN1STOP

	RRCConnectionReestablishment-NB field descriptions

	dl-NAS-MAC
Downlink authentication token, see TS 33.401 [32]. If this field is present, the UE shall ignore the field nextHopChainingCount.



	Conditional presence
	Explanation

	Reestablish-CP
	This field is mandatory present for NB-IoT UE using the Control Plane CIoT EPS optimisation; otherwise the field is not present.



[bookmark: _Toc535571929]–	RRCConnectionReestablishmentComplete-NB
The RRCConnectionReestablishmentComplete-NB message is used to confirm the successful completion of an RRC connection re-establishment.
Signalling radio bearer: SRB1 or SRB1bis
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to E‑UTRAN
RRCConnectionReestablishmentComplete-NB message
-- ASN1START

RRCConnectionReestablishmentComplete-NB ::= SEQUENCE {
	rrc-TransactionIdentifier				RRC-TransactionIdentifier,
	criticalExtensions						CHOICE {
		rrcConnectionReestablishmentComplete-r13	RRCConnectionReestablishmentComplete-NB-r13-IEs,
		criticalExtensionsFuture					SEQUENCE {}
	}
}

RRCConnectionReestablishmentComplete-NB-r13-IEs ::= SEQUENCE {
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	nonCriticalExtension				RRCConnectionReestablishmentComplete-NB-v1470-IEs	OPTIONAL
}

RRCConnectionReestablishmentComplete-NB-v1470-IEs ::= SEQUENCE {
	measResultServCell-r14				MeasResultServCell-NB-r14		OPTIONAL,
	nonCriticalExtension				RRCConnectionReestablishmentComplete-NB-r16-IEsSEQUENCE {}						OPTIONAL
} 

RRCConnectionReestablishmentComplete-NB-r16-IEs ::= SEQUENCE {
	rlf-InfoAvailable-r16				ENUMERATED {true}				OPTIONAL,
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}


-- ASN1STOP

	RRCConnectionReestablishmentComplete-NB field descriptions

	measResultServCell
This field refers to the last idle mode measurement results taken of the serving cell.

	rlf-InfoAvailable
This field is used to indicate the availability of radio link failure related measurements.



[bookmark: _Toc535571930]–	RRCConnectionReestablishmentRequest-NB
The RRCConnectionReestablishmentRequest-NB message is used to request the reestablishment of an RRC connection.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: UE to E‑UTRAN
RRCConnectionReestablishmentRequest-NB message
-- ASN1START

RRCConnectionReestablishmentRequest-NB ::= SEQUENCE {
	criticalExtensions					CHOICE {
		rrcConnectionReestablishmentRequest-r13
											RRCConnectionReestablishmentRequest-NB-r13-IEs,
		later								CHOICE {
			rrcConnectionReestablishmentRequest-r14
											RRCConnectionReestablishmentRequest-NB-r14-IEs,
			criticalExtensionsFuture		SEQUENCE {}
		}
	}
}

RRCConnectionReestablishmentRequest-NB-r13-IEs ::= SEQUENCE {
	ue-Identity-r13						ReestabUE-Identity,
	reestablishmentCause-r13			ReestablishmentCause-NB-r13,
	cqi-NPDCCH-r14						CQI-NPDCCH-NB-r14,
	earlyContentionResolution-r14		BOOLEAN,
	spare								BIT STRING (SIZE (20))
}

RRCConnectionReestablishmentRequest-NB-r14-IEs ::= SEQUENCE {
	ue-Identity-r14						ReestabUE-Identity-CP-NB-r14,
	reestablishmentCause-r14			ReestablishmentCause-NB-r13,
	cqi-NPDCCH-r14						CQI-NPDCCH-Short-NB-r14,
	earlyContentionResolution-r14		BOOLEAN,
	spare								BIT STRING (SIZE (1))
}

ReestablishmentCause-NB-r13 ::=			ENUMERATED {
											reconfigurationFailure, otherFailure,
											spare2, spare1}

ReestabUE-Identity-CP-NB-r14 ::=		SEQUENCE {
	s-TMSI-r14								S-TMSI,
	ul-NAS-MAC-r14							BIT STRING (SIZE (16)),
	ul-NAS-Count-r14						BIT STRING (SIZE (5))
}

-- ASN1STOP

	RRCConnectionReestablishmentRequest-NB field descriptions

	cqi-NPDCCH
This field indicates the measured DL channel quality of the serving cell as specified in TS 36.133 [16].

	earlyContentionResolution
Value TRUE indicates UE supports MAC PDU containing the UE contention resolution identity MAC control element without RRC response message. This field is always set to TRUE in this version of the specification.

	reestablishmentCause
Indicates the failure cause that triggered the re-establishment procedure.
eNB is not expected to reject a RRCConnectionReestablishmentRequest due to unknown cause value being used by the UE.

	ue-Identity
UE identity included to retrieve UE context and to facilitate contention resolution by lower layers.

	ul-NAS-Count
For description of this field see TS 33.401 [32].

	ul-NAS-MAC
For description of this field see TS 33.401 [32].



[bookmark: _Toc535571931]–	RRCConnectionReject-NB
The RRCConnectionReject-NB message is used to reject the RRC connection establishment or RRC connection resume or to reject the EDT procedure.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: E‑UTRAN to UE
RRCConnectionReject-NB message
-- ASN1START

RRCConnectionReject-NB ::=				SEQUENCE {
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionReject-r13				RRCConnectionReject-NB-r13-IEs,
			spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionReject-NB-r13-IEs ::=		SEQUENCE {
	extendedWaitTime-r13					INTEGER (1..1800),
	rrc-SuspendIndication-r13				ENUMERATED {true}			OPTIONAL,	-- Need ON
	lateNonCriticalExtension				OCTET STRING				OPTIONAL,
	nonCriticalExtension					SEQUENCE {}					OPTIONAL
}

-- ASN1STOP

	RRCConnectionReject-NB field descriptions

	extendedWaitTime
Value in seconds.

	rrc-SuspendIndication
If present, this field indicates that the UE should remain suspended and not release its stored context.



[bookmark: _Toc535571932]–	RRCConnectionRelease-NB
The RRCConnectionRelease-NB message is used to command the release of an RRC connection, or to complete an UP-EDT procedure.
Signalling radio bearer: SRB1 or SRB1bis
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionRelease-NB message
-- ASN1START

RRCConnectionRelease-NB ::=		SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionRelease-r13			RRCConnectionRelease-NB-r13-IEs,
			spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionRelease-NB-r13-IEs ::=	SEQUENCE {
	releaseCause-r13					ReleaseCause-NB-r13,
	resumeIdentity-r13					ResumeIdentity-r13				OPTIONAL,	-- Need OR
	extendedWaitTime-r13				INTEGER (1..1800)				OPTIONAL,	-- Need ON
	redirectedCarrierInfo-r13			RedirectedCarrierInfo-NB-r13	OPTIONAL,	-- Need ON
	lateNonCriticalExtension			OCTET STRING					OPTIONAL,
	nonCriticalExtension				RRCConnectionRelease-NB-v1430-IEs		OPTIONAL
}

RRCConnectionRelease-NB-v1430-IEs ::=	SEQUENCE {
	redirectedCarrierInfo-v1430			RedirectedCarrierInfo-NB-v1430	OPTIONAL,	-- Cond Redirection
	extendedWaitTime-CPdata-r14		INTEGER (1..1800)	OPTIONAL,	-- Cond NoExtendedWaitTime
	nonCriticalExtension				RRCConnectionRelease-NB-v1530-IEs	OPTIONAL
}

RRCConnectionRelease-NB-v1530-IEs ::=	SEQUENCE {
	drb-ContinueROHC-r15					ENUMERATED {true}			OPTIONAL,	-- Cond UP-EDT
	nextHopChainingCount-r15				NextHopChainingCount		OPTIONAL,	-- Cond UP-EDT
	nonCriticalExtension				SEQUENCE {}						OPTIONAL
}

ReleaseCause-NB-r13 ::=					ENUMERATED {loadBalancingTAUrequired, other,
													rrc-Suspend, spare1}
RedirectedCarrierInfo-NB-r13::=			CarrierFreq-NB-r13

RedirectedCarrierInfo-NB-v1430	::=		SEQUENCE {
	redirectedCarrierOffsetDedicated-r14	ENUMERATED{
												dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,
												dB12, dB14, dB16, dB18, dB20, dB22, dB24, dB26},
	t322-r14								ENUMERATED{
												min5, min10, min20, min30, min60, min120, min180,
												spare1}
}

-- ASN1STOP

	RRCConnectionRelease-NB field descriptions

	drb-ContinueROHC
This field indicates whether to continue or reset the header compression protocol context for the DRBs configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues when UE initiates UP-EDT in the same cell, while absence indicates that the header compression protocol context is reset. 

	extendedWaitTime
Value in seconds.

	extendedWaitTime-CPdata
Wait time for data transfer using the Control Plane CIoT EPS optimisation. Value in seconds. See TS 24.301 [35].

	redirectedCarrierInfo
The redirectedCarrierInfo indicates a carrier frequency (downlink for FDD) and is used to redirect the UE to a NB-IoT carrier frequency, by means of the cell selection upon leaving RRC_CONNECTED as specified in TS 36.304 [4].

	redirectedCarrierOffsetDedicated
Parameter "Qoffsetdedicatedfrequency" in TS 36.304 [4]. For NB-IoT carrier frequencies, a UE that supports multi-band cells considers the redirectedCarrierOffsetDedicated to be common for all overlapping bands (i.e. regardless of the EARFCN that is used).

	releaseCause
The releaseCause is used to indicate the reason for releasing the RRC Connection.
E-UTRAN should not set the releaseCause to loadBalancingTAURequired if the extendedWaitTime is present.

	t322
Timer T322 as described in section 7.3. Value minN corresponds to N minutes.



	Conditional presence
	Explanation

	NoExtendedWaitTime
	The field is optionally present, Need ON, if the extendedWaitTime is not included; otherwise the field is not present.

	Redirection
	The field is optionally present, Need ON, if redirectedCarrierInfo is included; otherwise the field is not present.

	UP-EDT
	The field is optionally present, Need ON, if the UE supports UP-EDT and releaseCause is set to rrc-Suspend; otherwise the field is not present.



[bookmark: _Toc535571933]–	RRCConnectionRequest-NB
The RRCConnectionRequest-NB message is used to request the establishment of an RRC connection.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: UE to E‑UTRAN
RRCConnectionRequest-NB message
-- ASN1START

RRCConnectionRequest-NB ::=		SEQUENCE {
	criticalExtensions					CHOICE {
		rrcConnectionRequest-r13			RRCConnectionRequest-NB-r13-IEs,
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionRequest-NB-r13-IEs ::=		SEQUENCE {
	ue-Identity-r13							InitialUE-Identity,
	establishmentCause-r13					EstablishmentCause-NB-r13,
	multiToneSupport-r13					ENUMERATED {true}				OPTIONAL,
	multiCarrierSupport-r13					ENUMERATED {true}				OPTIONAL,
	earlyContentionResolution-r14			BOOLEAN,
	cqi-NPDCCH-r14							CQI-NPDCCH-NB-r14,
	spare									BIT STRING (SIZE (17))
}

-- ASN1STOP

	RRCConnectionRequest-NB field descriptions

	cqi-NPDCCH
This field indicates the measured DL channel quality of the serving cell as specified in TS 36.133 [16].

	earlyContentionResolution
Value TRUE indicates UE supports MAC PDU containing the UE contention resolution identity MAC control element without RRC response message. This field is always set to TRUE in this version of the specification.

	establishmentCause
Provides the establishment cause for the RRC connection request as provided by the upper layers.
eNB is not expected to reject a RRCConnectionRequest due to unknown cause value being used by the UE.

	multiCarrierSupport
If present, this field indicates that the UE supports multi-carrier operation in the mode, FDD or TDD, used for access.

	multiToneSupport
If present, this field indicates that the UE supports UL multi-tone transmissions on NPUSCH in the mode, FDD or TDD, used for access.

	ue-Identity
UE identity included to facilitate contention resolution by lower layers.



[bookmark: _Toc535571934]–	RRCConnectionResume-NB
The RRCConnectionResume-NB message is used to resume the suspended RRC connection.
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: E‑UTRAN to UE
RRCConnectionResume-NB message
-- ASN1START

RRCConnectionResume-NB ::=		SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionResume-r13				RRCConnectionResume-NB-r13-IEs,
			spare1								NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionResume-NB-r13-IEs ::=		SEQUENCE {
	radioResourceConfigDedicated-r13		RadioResourceConfigDedicated-NB-r13	OPTIONAL,		-- Need ON
	nextHopChainingCount-r13				NextHopChainingCount,
	drb-ContinueROHC-r13					ENUMERATED {true}				OPTIONAL,	-- Need OP
	lateNonCriticalExtension				OCTET STRING					OPTIONAL,
	nonCriticalExtension					SEQUENCE {}						OPTIONAL
}

-- ASN1STOP

	RRCConnectionResume-NB field descriptions

	drb-ContinueROHC
This field indicates whether to continue or reset the header compression protocol context for the DRBs configured with the header compression protocol. Presence of the field indicates that the header compression protocol context continues while absence indicates that the header compression protocol context is reset. 



[bookmark: _Toc535571935]–	RRCConnectionResumeComplete-NB
The RRCConnectionResumeComplete-NB message is used to confirm the successful completion of an RRC connection resumption
Signalling radio bearer: SRB1
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to E‑UTRAN
RRCConnectionResumeComplete-NB message
-- ASN1START

RRCConnectionResumeComplete-NB ::= SEQUENCE {
	rrc-TransactionIdentifier				RRC-TransactionIdentifier,
	criticalExtensions							CHOICE {
		rrcConnectionResumeComplete-r13				RRCConnectionResumeComplete-NB-r13-IEs,
		criticalExtensionsFuture					SEQUENCE {}
	}
}

RRCConnectionResumeComplete-NB-r13-IEs ::= SEQUENCE {
	selectedPLMN-Identity-r13					INTEGER (1..maxPLMN-r11)	OPTIONAL,
	dedicatedInfoNAS-r13						DedicatedInfoNAS	OPTIONAL,
	lateNonCriticalExtension					OCTET STRING					OPTIONAL,
	nonCriticalExtension						RRCConnectionResumeComplete-NB-v1470-IEs	OPTIONAL
}

RRCConnectionResumeComplete-NB-v1470-IEs ::= SEQUENCE {
	measResultServCell-r14						MeasResultServCell-NB-r14	OPTIONAL,
	nonCriticalExtension						RRCConnectionResumeComplete-NB-r16-IEsSEQUENCE {}					OPTIONAL
}

RRCConnectionResumeComplete-NB-r16-IEs ::= SEQUENCE {
	rlf-InfoAvailable-r16						ENUMERATED {true}			OPTIONAL,
	nonCriticalExtension						SEQUENCE {}					OPTIONAL
}


-- ASN1STOP

	RRCConnectionResumeComplete-NB field descriptions

	measResultServCell
This field refers to the last idle mode measurement results taken of the serving cell.

	rlf-InfoAvailable
This field is used to indicate the availability of radio link failure related measurements

	selectedPLMN-Identity
Index of the PLMN selected by the UE from the plmn-IdentityList included in SystemInformationBlockType1-NB. 1 if the 1st PLMN is selected from the plmn-IdentityList included in SIB1-NB, 2 if the 2nd PLMN is selected from the plmn-IdentityList included in SIB1-NB and so on.



[bookmark: _Toc535571936]–	RRCConnectionResumeRequest-NB
The RRCConnectionResumeRequest-NB message is used to request the resumption of a suspended RRC connection or to perform UP-EDT.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: UE to E‑UTRAN
RRCConnectionResumeRequest-NB message
-- ASN1START

RRCConnectionResumeRequest-NB ::=	SEQUENCE {
	criticalExtensions						CHOICE {
		rrcConnectionResumeRequest-r13			RRCConnectionResumeRequest-NB-r13-IEs,
		criticalExtensionsFuture				SEQUENCE {}
	}
}

RRCConnectionResumeRequest-NB-r13-IEs ::=	SEQUENCE {
	resumeID-r13								ResumeIdentity-r13,
	shortResumeMAC-I-r13						ShortMAC-I,
	resumeCause-r13								EstablishmentCause-NB-r13,
	earlyContentionResolution-r14				BOOLEAN,
	cqi-NPDCCH-r14								CQI-NPDCCH-NB-r14,
	spare										BIT STRING (SIZE (4))
}

-- ASN1STOP

	RRCConnectionResumeRequest-NB field descriptions

	cqi-NPDCCH
This field indicates the measured DL channel quality of the serving cell as specified in TS 36.133 [16].

	earlyContentionResolution
Value TRUE indicates UE supports MAC PDU containing the UE contention resolution identity MAC control element without RRC response message. This field is always set to TRUE in this version of the specification.

	resumeCause
Provides the resume cause for the RRC connection resume request as provided by the upper layers.
eNB is not expected to reject a RRCConnectionResumeRequest due to unknown cause value being used by the UE.

	resumeID
UE identity to facilitate UE context retrieval at eNB.

	shortResumeMAC-I
Authentication token to facilitate UE authentication at eNB.



[bookmark: _Toc535571937]–	RRCConnectionSetup-NB
The RRCConnectionSetup-NB message is used to establish SRB1 and SRB1bis.
Signalling radio bearer: SRB0
RLC-SAP: TM
Logical channel: CCCH
Direction: E‑UTRAN to UE
RRCConnectionSetup-NB message
-- ASN1START

RRCConnectionSetup-NB ::=		SEQUENCE {
	rrc-TransactionIdentifier			RRC-TransactionIdentifier,
	criticalExtensions					CHOICE {
		c1									CHOICE {
			rrcConnectionSetup-r13				RRCConnectionSetup-NB-r13-IEs,
			spare1 NULL
		},
		criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionSetup-NB-r13-IEs ::=		SEQUENCE {
	radioResourceConfigDedicated-r13		RadioResourceConfigDedicated-NB-r13,
	lateNonCriticalExtension				OCTET STRING						OPTIONAL,
	nonCriticalExtension					SEQUENCE {}							OPTIONAL
}

-- ASN1STOP

[bookmark: _Toc535571938]–	RRCConnectionSetupComplete-NB
The RRCConnectionSetupComplete-NB message is used to confirm the successful completion of an RRC connection establishment.
Signalling radio bearer: SRB1bis
RLC-SAP: AM
Logical channel: DCCH
Direction: UE to E‑UTRAN
RRCConnectionSetupComplete-NB message
-- ASN1START

RRCConnectionSetupComplete-NB ::=	SEQUENCE {
	rrc-TransactionIdentifier				RRC-TransactionIdentifier,
	criticalExtensions						CHOICE{
			rrcConnectionSetupComplete-r13		RRCConnectionSetupComplete-NB-r13-IEs,
			criticalExtensionsFuture			SEQUENCE {}
	}
}

RRCConnectionSetupComplete-NB-r13-IEs ::= SEQUENCE {
	selectedPLMN-Identity-r13				INTEGER (1..maxPLMN-r11),
	s-TMSI-r13								S-TMSI							OPTIONAL,
	registeredMME-r13						RegisteredMME					OPTIONAL,
	dedicatedInfoNAS-r13					DedicatedInfoNAS,
	attachWithoutPDN-Connectivity-r13		ENUMERATED {true}				OPTIONAL,
	up-CIoT-EPS-Optimisation-r13			ENUMERATED {true}				OPTIONAL,
	lateNonCriticalExtension				OCTET STRING					OPTIONAL,
	nonCriticalExtension					RRCConnectionSetupComplete-NB-v1430-IEs	OPTIONAL
}

RRCConnectionSetupComplete-NB-v1430-IEs ::= SEQUENCE {
	gummei-Type-r14							ENUMERATED { mapped}	OPTIONAL,
	dcn-ID-r14								INTEGER (0..65535)			OPTIONAL,
	nonCriticalExtension					RRCConnectionSetupComplete-NB-v1470-IEs	OPTIONAL
}

RRCConnectionSetupComplete-NB-v1470-IEs ::= SEQUENCE {
	measResultServCell-r14						MeasResultServCell-NB-r14	OPTIONAL,
	nonCriticalExtension						SEQUENCE {}	RRCConnectionSetupComplete-NB-r16-IEs				OPTIONAL
}

RRCConnectionSetupComplete-NB-r16-IEs 	::= SEQUENCE {
	rlf-InfoAvailable-r16					ENUMERATED {true}				OPTIONAL,
	nonCriticalExtension					SEQUENCE {}						OPTIONAL
}


-- ASN1STOP

	RRCConnectionSetupComplete-NB field descriptions

	attachWithoutPDN-Connectivity
This field is used to indicate that the UE performs an Attach without PDN connectivity procedure, as indicated by the upper layers, TS 24.301 [35]. 

	dcn-ID
The Dedicated Core Network Identity, see TS 23.401 [41].

	gummei-Type
This field is used to indicate that the GUMMEI included is mapped (from 2G/3G identifiers) as indicated by the upper layers, TS 24.301 [35].

	measResultServCell
This field refers to the last idle mode measurement results taken of the serving cell.

	registeredMME
This field is used to transfer the GUMMEI of the MME where the UE is registered, as provided by upper layers.

	rlf-InfoAvailable
This field is used to indicate the availability of radio link failure related measurements.

	selectedPLMN-Identity
Index of the PLMN selected by the UE from the plmn-IdentityList included in SystemInformationBlockType1-NB. 1 if the 1st PLMN is selected from the plmn-IdentityList included in SIB1, 2 if the 2nd PLMN is selected from the plmn-IdentityList included in SIB1 and so on.

	up-CIoT-EPS-Optimisation
This field is included when the UE supports S1-U data transfer or the User plane CIoT EPS Optimisation, as indicated by the upper layers, see TS 24.301 [35].



	End of changes




Conclusion

Based on the discussion in the previous sections we propose the following:
Proposal 1	RAN2 to agree to below text proposal introducing UEInformationRequest and UEInformationRequest for NB-IoT to support RACH reporting.
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