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	Reason for change:
	In the MAC entity configuration procedure, if the RRC reconfiguration is for MCG reconfiguration rather than SCG addition, the condition “if SCG MAC is not part of the current UE configuration” is also met. As a consequence, UE will create an SCG MAC, which is not the intended behaviours from the network.
Therefore, before creating an SCG MAC, UE also needs to check whether the CellGroupId refers to SCG in the RRCReconfiguration message.
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	Add “CellGroupId refers to SCG” as a contion to create an SCG MAC entity.
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--------------------- [Start of change] -------------------------------------
[bookmark: _Toc5285033]5.3.5.5.5	MAC entity configuration
The UE shall:
1>	if SCG MAC is not part of the current UE configuration and CellGroupId refers to SCG (i.e. SCG establishment):
2>	create an SCG MAC entity;
1>	reconfigure the MAC main configuration of the cell group in accordance with the received mac-CellGroupConfig excluding tag-ToReleaseList and tag-ToAddModList;
1>	if the received mac-CellGroupConfig includes the tag-ToReleaseList:
2>	for each TAG-Id value included in the tag-ToReleaseList that is part of the current UE configuration:
3>	release the TAG indicated by TAG-Id;
1>	if the received mac-CellGroupConfig includes the tag-ToAddModList:
2>	for each tag-Id value included in tag-ToAddModList that is not part of the current UE configuration (TAG addition):
3>	add the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer;
2>	for each tag-Id value included in tag-ToAddModList that is part of the current UE configuration (TAG modification):
3>	reconfigure the TAG, corresponding to the tag-Id, in accordance with the received timeAlignmentTimer.
--------------------------[End of change] --------------------------------



